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ALL PRICES SHOWN IN THIS CATALOG ARE NET PRICES TO THE 
USER. PRICES ARE SUBJECT TO CHANGE WITHOUT NOTICE. 


“Ask Your Jobber” 


Black & Decker Portable Electric Tools and Supplies are sold 
through, and carried in stock by leading automotive, hardware, 
electrical, plumbing, machinery, and mill supply jobbers through- 
out the world. Jobber distribution means more convenient and 
efficient service to you. Depend on your local jobber, for expert 
help and advice on all tooling problems and as a convenient source 
of supply. Write us for the names of Black & Decker jobbers in 
your vicinity. 


High Cycle Production Tools 


In addition to the complete line of Universal tools shown in 
this catalog, Black & Decker also manufacture a complete line of 
High Cycle Tools, which operate on 3-phase, 180-cycle current. 
These High Cycle Tools are specially designed to meet the severe 
demands of heavy-duty mass production service. They have a high 
power-to-weight ratio and low maintenance cost. Write for inter- 
esting facts and catalog on Black & Decker High Cycle Produc- 
tion Tools, including Drills, Screwdrivers, Nut Runners, Sanders, 
Grinders, Buffers, Shears, and Tappers. 


HANDBOOKS AND MANUALS 
by BLACK & DECKER 


To Help You Get Top Performance and Maximum 
Life From Your Electric Tool Equipment 


ASED on our thirty-four years of practical experience in de- 
signing, building and using Portable Electric Tools, Black & 
Decker have developed and published a number of Instruction 


Manuals and illustrated Handbooks on various groups of electric 
tool equipment. These books will help you to use tools more effici- 


ently, take better care of them and learn new uses for the equipment. 


All these valuable Handbooks and Manuals are free. Simply ask 
your jobber for the books you want, or write to any of the Black & 


Decker Factory Branches listed on the back cover of this catalog. 


“THE PORTABLE ELECTRIC DRILL — Its Proper Use and Care.” De- 
signed to instruct apprentices and new shop workers, this instruction manual 
contains many valuable helps on correct operation and care of Electric Drills; 
even the “veteran” will find it useful. Illustrated with drawings and charts. 


"POWER ASSEMBLY TOOLS.” A data book on the application of Electric 
Screw Drivers, Nut Runners and Tappers to many types of threaded fastener 
assemblies. Complete charts and tables of screw sizes and threads, definitions 
and suggestions for the best use of each. Many application pictures. 


"ELECTRIC SAW HANDBOOK.” A graphic illustration of the time and 
labor-saving possibilities of the Electric Quick-Saws. Interesting compara- 
tive time studies; many pictures of new uses; complete operating instructions 
and illustrated list of accessory blades and their uses. 


“ELECTRIC HAMMER HANDBOOK.” Full of pictures which show how 
to use a wide variety of tools with the Portable Electric Hammer. An inter- 
esting performance graph and illustrated pointers on use and maintenance. 
Complete list of accessories. 


‘THE PRINCIPLES OF VALVE RECONDITIONING.” This famous book 
is the “bible” of valve and valve-seat reconditioning for the automotive shop. 
Drawings and charts show the “inside” operation of the valve; how and 
why it wears and what operating benefits result from accurate reconditioning. 
Also a step-by-step illustrated manual for valve refacing and “Vibro-Centric” 
seat grinding. Helps sell valve jobs. 


“THEY USED THEIR HEADS.” An inspiring and helpful record of unusual 
industrial uses of: Portable Electric Tools. Actual case studies, with on-the- 
spot pictures. Packed with new ideas for adapting electric tools to speed pro- 
duction — ideas you can use in your own plant. 
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ELECTRIC TOOL HEADQUARTERS 


Standard Heavy-Duty Quarter-Inch 
Holgun Holgun Standard Drill 


MOTORS: 


The motor is the “heart” of any electric tool. It must produce ample power to supply the necessary amount 
of torque, or turning effort, at the most efficient spindle speed. It must be held to definite weight and size limits, 
so that the tool it drives is not too bulky or heavy for constant production service. 


All motors in Black & Decker Electric Tools (except Bench Grinders) are ‘universal’ motors; i.e., they will 
operate on either direct current or single-phase alternating current of 25 to 60 cycles of the specified voltage. 
Every Black & Decker Tool is powered by a Black & Decker motor, designed and built in the B & D plant 
for the specific tool it is intended to drive. By designing and building our own motors, we can control the 
specifications to exact limits and you can depend on a reliable source of power that is neither too strong nor 
too weak; neither too large nor too small; neither too fast nor too slow for the job you want that tool to do. 


Note the three motors pictured above. From left to right, they are motors for the 44-Inch Standard HOL- 
GUN, the 14-Inch Heavy-Duty HOLGUN and the 14-Inch Standard Drill. A prime feature of the HOLGUN 
is compactness — so its motor is small and long. The Heavy-Duty HOLGUN is designed to do heavier work, 
but must still be compact; the motor must be more powerful, so we increase its length and retain its small 
diameter. The 14-Inch Standard does still heavier work, but compactness is not quite so vital; the motor diam- 
eter is increased, the length lessened and the pinion enlarged to carry more load. 


In every Black & Decker Tool, the motor is “tailor-made” to provide the right power, the correct torque 
at the proper speed. It contains ample material of the highest quality to deliver long service. 


The Black & Decker Guarantee 


“Every electric tool has been carefully inspected before shipment, and we guarantee to 
replace any defect due to faulty material or workmanship. Our obligation assumed under 
this guarantee is limited to making replacement of any part or parts returned to us at our 
factory, or to our authorized service stations, transportation charges prepaid, which prove 
to our satisfaction upon examination to have been defective and which have not been misused 
or carelessly handled. We reserve the right to decline responsibility where repairs have been 
made or attempted by others. This guarantee is in lieu of any other liability on our electric 
tools or parts. None other is authorized.” 
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Capacity: in Steel. & M6 Sup to 1%” 4 “E \ Ur Hardwaed. \\..... up to 4%”. 
Speed: No-load\\....°.. -g- -\\.1050 R.P.M. 
Weight: Net ..\\.. . a ina eo Bee rg 


Overall length ..\\.& RLS... 
Standard Canto 


Standard Voltage 
Code No. 30 (specif 
Pica ie Om ple tecen | Viren OIA Fekete ca hess wath aiveaae cease ei 


3/16’ HORNET Ball-Bearing Drill 


AN over -WEIGHT, compact drill with high speed and the 
| power and stamina to perform ee fNtinuous production 
edyced|tize and weight to 


V4” JUNIOR 


* Full-load 
*Optional No- load\, 
Weight: Net .... \W..... 
Overall length al We of eg 


chuck and key; \% Switch ‘with locking Tobey extra brushes in 
handle compartmanét rsal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 354 (specify voltage) 


BaP PaO Caretta Nic clos chs eae reias oPels. eehe rss aE b,c eae Woes $32.50 
14” SHORTY Ball-Bearing Drills 


BILITY to work “around corners” has popularized this drill in 
many small-unit production and assembly operations. Overall 
working (spindle) length is only 414”. Small, round motor hous- 
ing requires no extra handle. Ideal for aircraft, trim work, orna- 
mental iron, cabinet assembly and as a “kit” tool. Three switch 
arrangements: switch-in-line, toggle switch or paddle switch in 
end cap. 


Specifications 
Switch- Paddle Toggle 
in-line Switch Switch 
Ganaetty:: an -Steel. xij.c0s eis k a up to 4” up to 4%” up to 4” 
in Hardwood ........ up to 4” up to 4%” up to 1%” 
Speed: No-load (Standard) ... 2500 R.P.M-* 2500 R.P.M-* 2500 R.P.M-* 
Balleload \grehe ey ake 1600 R.P.M. 1600 R.P.M. 1600 R.P.M. 
*Optional No-load Speeds Ae R.P.M. es R.P.M. ee R.P.M. 
Car nor extra Cost) choi aac. 5: 5000 R.P-M. (5000 R.P-M. (5000 R.P-M. 
WieipitesNet cs reall... 3% lbs. 3% \bs. 334 Ibs. 
SINPIN GY a.G cance denne 5 lbs. 5 lbs. 5 Ibs. 
Overall length: 
Direction of chuck spindle..... 414” 414” 44” 
Direction of motor............ i u 834” 834” 
Code No. (specify voltage)..... 287 298 


Price AOmplete cach iawn! cates $35, 00 $38. 00 $38. 00 


Standard Equipment — 3-conductor cable and plug; thumb control switch-in- 
line ; Jacobs threaded chuck and key ; Universal motor ; removable bakelite 
end cap to facilitate brush inspection. 

Standard Voltage — 110; also available for 220 or 250 volts. 
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14-Inch HOLGUN Ball-Bearing Drill 


PERFECTLY proportioned “handfull of power,” of surprising 
compactness and smooth lines. Important structural features in- 
clude “Pistol Grip and Trigger Switch”, special ball spindle bear- 

ing, splined spindle gear mountings, ball bearings, 12-tooth pinion gear 
and screened air vents. 


The HOLGUN has become so universally popular in aircraft plants 
and other metal-working production, that it is now offered in six 
models, with a variety of spindle speeds from high torque at 500 R.P.M. 
to high speed at 5,000 R.P.M- Choose standard models for regular 14” 
production drilling; heavy-duty models for severe constant-service 
schedules; low-speed units for stainless and other hard alloys; end- 
handle or side-handle to suit your working conditions and operators. 


%4"’ Standard HOLGUN 


Specifications Spe al Speed Model 
Capacity: In-Steebanc (2 cate up to 4” up to 4” 
In Hardwood). 25. 0o0; up to 4%” up to 4” 
Standard Speed: No-Load......... 1700 RPM* 500 RPM* 
Full-Load........ 900 RPM 225 RPM 
*Optional No-load Speeds— 2500, 3500 750 or 
(AG novextra cost) vig. Girne or 5000 RPM 1000 RPM 
STANDARD HOLGUN Net WWeighitstayr uuu. 7 Manca al 234 Ibs 3 lbs. 
ShippingWeight 5 jak Gis has ees 414 Ibs. 44 lbs. 
Overall Length och rie sae se 634" 7" 
Spindle Offsetincivs.a occ. oh ake ee 34" 34” 
Code No. (specify voltage) ..... os 345 346 
Price, Complete 20/7000. 03h: $32.50 $38.00 
Standard Equipment — 2-pole automatic-release trigger switch and 


locking pin, mounted as a unit with cord protector ; 3-wire cable and 

plug; 3-jaw Jacobs threaded chuck and key; Universal motor. 
Equipped with No. 24449 Chuck Protector... ...........$ .75 extra 
Standard Voltage — 110; also available for 220 or 250 volts. 


End Handle Heavy-Duty HOLGUN 


Specifications Spend Model Speed ‘Model 
Capacity: Ini Steel'ica.. 5.2 -..00 up to 4” up to 4” 
Rnb ard woods .).fco cafe up to 4” up to 4” 
Standard Speed: No-Load......... 1700 RPM* 500 RPM* 
Full-Load. se... 1070 RPM 330 RPM 
*Optional No-load Speeds 2500, 3500 750 or 
(at notextraccost)..:. 543.2 trae aciete or 5000 RPM 1000 RPM 
NGRIWeISh Cs c.. tas ute ne aed wees 334 Ibs. 4 Ibs. 
Shipping! Weights. fai veal o ses 5% lbs. 534 lbs. 
OverallRength io Saland oo fe ie 734" 834" 
SoindieiOteet:. i win gana eee 34" 34" 
HEAVY-DUTY HOLGUN Code No. (specify voltage)........ 457 460 
End Handle Price; Complete 205 [2273 2S $36.00 $41.50 
Standard Equipment — 2-pole automatic-release switch with locking 


pin, mounted as a unit with cord protector; 3-wire cable and plug; 
3-jaw Jacobs threaded chuck and key; Universal motor: 
Equipped with No. 24449 Chuck Protector... ...........$ .75 extra 
Standard Voltage — 110; also available for 220 or 250 volts. 


Side Handle Heavy-Duty HOLGUN 


Speci fica tions Speci Movel Speed Model 
Capacity: In Steels ...5 Seas sues up to 4” up to 4” 
In‘ Hardwood = 2 .<:0.5 Gn up to 4” up to 4” 
Standard Speed: No-Load......... 1700 RPM* 500 RPM* 
Full-Loadsc5 252% 1070 RPM 330 RPM 
*Optional No-load Speeds 2500, 3500 750 or 
(atnoextra-COBt) |. oie as shia & one or 5000 RPM 1000 RPM 
Net Weightes 20 sas ches ocivein eae 4 lbs. 414 lbs. 
Shipping Weightis, on. ceca ealats care 6 lbs. 614 lbs. 
Overall-Lengthiris 1.4 «.c.shaeske ve te 8ly” 834” 
Source: Offset: aie. tue race erhaetes 34” 34" 
Code No. (specify voltage)........ 459 462 
Price Complete otic saya $36.00 $41.50 
Standard Equipment — 2-pole automatic-release trigger switch and 
locking pin; 3-wire cable and plug; 3-jaw Jacobs threaded chuck 
HEAVY-DUTY HOLGUN and key; Universal motor. 
Side Handle Equipped with No. 24449 Chuck Protector.............. $ .75 extra 
Standard Voltage — 110; also available for 220 or 250 volts. 


4 


14-Inch Standard Ball-Bearing Drill 
with Housings of NEW “DRILLITE’’ Plastic 


a“ IGHEST power per pound of any Drill we have ever produced” 
— that’s the outstanding feature of the modernized 1%4” Stand- 
ard — first to use the new moulded plastic “DRILLITE” in 

electric tools. This modern plastic, with a base of shredded cotton duck, 

also provides insulation from di electric shock, is cooler to handle, has 
high impact resistance and makes a handsome black streamlined tool. 


Steel bearing inserts are permanently cast into the plastic housings 
for spindle, intermediate and armature bearings. Commutator bearing 
insert also provides grounding connection. Threaded steel inserts in 
field housing provide a firm hold for assembly screws. Screened steel 
air vents assure ample ventilation. 

The 4” Standard is available with either end-handle or side-handle 
control; with instant-release trigger switch and locking pin. Chuck 
spindle bearing is double grease-sealed, with inner and outer races 
locked ; needle roller bearing at back end, All spindles are ball-bearing 
equipped. 

End-Handle Side-Handle 


Specifications Model Model 
Gapactiyictin’ Steel so) ven aa a ccetes up to 1%” up to %” 
ietiardwo0drnia eeu: .,: up to 4%” up to 4” 
Speed: No-load (Standard) ..... 2,000 R.P.M. 2,000 R.P.M. 
PalelGd gt vices. teh scdn wee der 1,100 R.P.M. 1,100 R.P.M. 
Optional No-load Speeds toe R.P.M. ee R.P.M. 
(atinovextra cost) <6: uncss se 5,000 R.P.M 5,000 R.P.M. 

Wiethts NOt AGS h ag oso k tisty 0b 434 Ibs. 454 Ibs. 

SSID DMI eee son. tants os 71% \bs. 7% lbs. 

Overall eéngttisos me... 8... 12-7/16” 8-15/16” 


Code No. (specify voltage) ...... 424 


31 
Price, Completes: 5.05.0 Ui. $3 8 .00 $3 8 .00 


Standard Equipment — Automatic-release trigger switch and locking 
pin; 3-wire cable and plug; 3-jaw Jacobs threaded chuck and key; 
removable commutator cover; Universal motor. 


Equipped with No. 24322 Chuck Protector — $1.00 extra. 
Standard Voltage — 110 also available for 32, 220 or 250 volts. 


1% -Inch Heavy-Duty Ball-Bearing Drill 


N unusually powerful tool for heavy-duty constant production 
service, Spindle gear is spline mounted and spindle bearing has 
inner and outer races locked in place. 3-jaw Jacobs threaded 

chuck is standard equipment. Portomatic keyless chuck, with patented 
gear locking pin, is available at extra cost. 


S ificati ! Standard Portomatic 
pecilications Geared Chuck Keyless Chuck 
Capacity sin= Steel. eos sia eee up to %4” up to %” 
in Hardwood .......... up to 4%” up to %” 
PCCM UNG 1OAd 9. 2 oa cts ctaeek Fe ars 2,000 R.P.M. 2,000 R.P.M. 
Ue LOaUGr. ava siravaveta-es cc 1,280 R.P.M. 1,280 R.P.M. 
ATS) la Se ne 634 lbs. _ 7% Ibs. 
SHINMHE a Als ata. 934 Ibs. 10% Ibs. 
Overall Renpine cess cass veins 124%” 12%” 


Code No. (specify voltage)...... 


32 
Price Complete:.c/. 0 s.cc coos ss $45.00 $48.00 


Standard Equipment — 3-conductor cable and plug; two-pole auto- 
matic-release switch with locking pin; removable commutator 
cover; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


Attachments and Supplies for Above Drills 


Pre BUG; RON PION CANE so aia sclera helddys on Ck wera ung, Abe ee hee oe ve $14, 
RU CSO e OB UNM SUNG. Sys ve ns ck ita eve venues dn kan dees cuasae cee Se 18. 
No. 23046 Horizontal Stand for Heavy-Duty Drills...............00000005 2.75 
No. 22178 Auxiliary Side Handle for Heavy-Duty Drills.................. 2.75 
No. 26958 Auxiliary Side Handle for 14” Standard Drills.................. 2.75 
No: 28041 “Arbor ‘for 6” Sanding Pads vied cakes ce ctesctusscovddenes 50 


See Page 13 for Hole Saws and Mandrels adapted to these Drills. 
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VY4"’ STANDARD 
End-Handle 


¥4"’ STANDARD 
Side-Handle 


V4"" HEAVY-DUTY 


ELECTRIC TOOL HEADQUARTERS 


32” STANDARD 
End Handle 


34"" STANDARD 
Side Handle 


5/16-Inch Heavy-Duty Ball-Bearing Drill 


PLINED spindle gear, ball spindle bearing with inner and outer 

races locked, threaded chuck and trigger guard are features of this 

tool. 3-jaw Jacobs threaded chuck is standard. Portomatic keyless 
chuck, with patented gear locking pin, is available at extra cost. 


S ificati Standard Portomatic 
pecitications Geared Chuck Keyless Chuck 
Capacity.shin Steel, came up to 5/16” up to 5/16” 
in. Hardwood —...22.... up to 5%” up to 54” 
Speed: No-load (standard) ...... 1400 R.P.M.* 1400 R.P.M.* 
Bull-joad ssa. a eee 920 R.P.M. 920 R.P.M. 
*Special Speed ($3.60 extra)...... 1,000 R.P.M. 1,000 R.P.M. 
Weight: JN€t 72s), saan sue eee 7 Ibs. 7% Ibs. 
Shippitig costae eee 934 Ibs. 10% lbs. 
Overall: Gerethial, aes. ee oe 123%” 125%” 
Code No. (specify voltage)...... 360 387 
Price, ‘Gomplete: #2 0a) s2se) cnt $4 8.00 $5 1 .00 
Standard Equipment — 3-conductor cable and plug; two-pole auto- 


matic-release switch and locking pin; removable commutator 
cover; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


New 34-Inch Standard Ball-Bearing Drill 
with Housings of NEW ‘DRILLITE” Plastic 


IRST again — with an entirely new Drill; housed in the new 

moulded plastic, “DRILLITE.” This sensational new material, 

with shredded cotton duck base, makes possible more power per 
pound; greater strength-to-weight ratio; positive insulation against 
shock; a cooler drill to handle; a light, smooth, easy-to-use tool; 
finished in lustrous streamlined black. 


All spindle, intermediate and armature bearings are held in steel 
inserts, cast in the plastic housings; commutator bearing insert pro- 
vides ground connection. Housing assembly screws are held in threaded 
steel inserts, 


The 3%” Standard Drill is available with end-handle or side-handle; 
trigger switch and locking pin. Double grease-sealed spindle bearing ; 
inner and outer races locked in place. Full ball-bearing equipped. 


End-Handle Side-Handle 


Specifications Model Model 
Capatitys sine Steel tein: HK" HR" 
in dard wood (sc, 5'scues 5” 5%” 
Speeds No-load*s,.2. st saan eel 700 R.P.M.* 700 R.P.M.* 
Pullsload- st ahorstos tae 360 R.P.M. 360 R.P.M. 
*Optional no-load speeds Fi 500, or ate 500, or 
(at: no extfacost)i gasses oe 1100 R.P.M. 1100 R.P.M. 
Wheisthts ON GEO A a). asian ein tact 534 Ibs. 55% lbs. 
SHIDDIND” seseves ome ee 8% Ibs. 83% Ibs. 
Overall Sleneth-) Ss ee eee 135%” 10%” 
Code No. (specify voltage)...... 490 491 


Price Catiplete ii: ave uae ee ae $40.00 $40.00 


Standard Equipment — Automatic-release trigger switch with locking 
pin; 3-wire cable with plug; 3-jaw Jacobs threaded chuck and 
key; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


This Drill can be furnished with 5/16” geared chuck and no-load 
speed of 1,100 R.P.M. at no extra cost. 


Attachments and Supplies 


No... 119: Bench Drill 'Stand<32.2 05 cscs eck! : Sue eee 10) 
Now #120 Post: Dill Stands 21a in a rie ee ee erat 18.00 
NO..°23046 Horizontal. “Stand.o5 oa oy ee ee eee 
No. 22178 Auxiliary Side Handle for 5/16” H. D. Drill...... 2.75 
No. 26958 Auxiliary Side Handle for 34” Std. Drill......... 2.75 
No. 123041 Arbor for 5": Sanding. Pads iinaan iis ee Wa ee 50 
6 ; 


3/9-Inch Heavy-Duty Ball-Bearing Drill 


ESIGN and construction features same as the 14” Utility Drill. 
The spindle speed, weight and operating balance of this unit 
are ideal for production drilling of 3g” holes at high speed. 


Specification 
Capacity: in Steel ....up to 3%”; in Hardwood up to 34”. 
Speed: No-load ...... 900 R.P.M.; Full-load 625 R.P.M. 
Weight: Net ........... 10% lbs.; Shipping ...1234 Ibs. 
Overall length ........ ae 13%". 


Standard Equipment — 3-conductor cable and plug; 3-jaw Jacobs threaded 
chuck and key; automatic-release trigger switch with locking pin; spade 
handle with key holder; detachable pipe handle; Universal motor. 


Standard Voltage __ 110; also available for 220 or 250 volts. 
Code No. 362 (specify voltage) 


Price, Complete .¢......:..... WLI Wigs Ro ate $53.00 


PINDLE speed is most practical for ana urpose” drill, for 
eee Hole Saws and wood sash at 
al ds 1 pri¢e. 


Capacity: in St mi mn ree up to 1”. 
Speed: No-load \\. oR 16 240 R.P.M. 
Weight: Net Kost gn? st >i wy 1134 Ibs. 
Overall length +n cco wae a OF 

Standard Equipment —— fg; 3-jaw Jacobs threaded chuck 


Sates 


r Pewitch with locking pin; spade handle 
with chuck-key h Schable pipe handle; Universal motor. 


Standard Voltage __ T10; also available for 220 or 250 volts. 
Code No. 38 (specify voltage) 


Price, Complete ... : me ‘ ; oe : ne $35.00 


and key; autoimd 


%-Inch Utility Ball-Bearing Drill 


N ideal general purpose drill with perfect operating balance, 
close-coupled construction, minimum spindle offset and hort- 
zontal spade handle. 


Specifications 
Capacity: in Steel. . up to 14"; in Hardwood up to 1”. 
Speed: No-load (ie OOS Ra NES Full-load 275 R:P.M. 
Weight: Net . Ee 1034 lbs. ; Shipping 13 Ibs. 
Overall length ........ eee Lowe 
Standard Equipment — 3-conductor cable and plug; 3-jaw Jacobs threaded 


chuck and key; automatic-release trigger switch with locking pin; spade 
handle with key holder; detachable pipe handle ; Universal motor. 
Standard Voltage — 110; also available for 32, 220 or 250 volts. 
Code No. 361 (specify voltage) 


Price, Complete .... $53.00 


Attachments and Supplies 


No metoe bench Dil: Stand tao kD ae ; Bie PNG) 
No.2 123Post Drit:Stand.< 2s (pnres T ea a ha ie eet 26.00 
Noaeto4 re ccestalsDrillnstandia <5. ca ae ey Sy oe eee 28.00 
Ngii8449-<Grindina «W heelwArboree. 02% crs n se ced eee i 1.75 


Hole Saws, up to 314” (See Page 13) 
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3/8” HEAVY-DUTY 


1/2” JUNIOR 


1/2” UTILITY 


ELECTRIC TOOL HEADQUARTERS 


1/2” HEAVY-DUTY 


5/8 - UTILITY 


5/8” HEAVY-DUTY 


%-Inch Heavy-Duty Ball-Bearing Drill 


CONSTANT-SERVICE production tool for heavy-duty drill- 
ing in metal, driving Hole Saws, wood boring and driving 
cylinder hones. Helical armature pinion and intermediate gear. 


Specifications 
Capacity: in Steel....... .up to 4”; in Hardwood... up to 1”. 
Speed : No-load (standard) .. 500 R. P.M.*; Full-load .....330 R.P.M. 
*Special no-load speeds ($5.00 extra)... ...750 R.P.M. or 900 R.P.M. 
Werehts Net! ncn. et ate ee ee 17 Ibs. ; Shippines so 1914 Ibs. 
Overall length ......... ne +4, 18% 
Standard Equipment — 2 conductor cable with plug; 3-jaw Jacobs chuck, 


key and key chain; automatic-release switch with locking pin; spade 
handle; detachable pipe handle; Universal motor. 


Optional—No. 1 or No. 2 Morse Taper Socket, instead of chuck, no extra 
charge. 

Standard Voltage — 110; also available for 220 or 250 volts. 

Code No. 40 (specify voltage) 


Price, Completé 32. 4.2.30. i PPE INA LIE Le tare 1k ON SSR $6 8 .00 


Nio.22555: Heed Screws cscii 2 oe ae $ 6.00 
Reversing “Switch 3 00 oasis. panes ge, eke am eenere ra erat eae 10.00 

OTOR is mounted on ball beagsres: k spindle operates 

on Timken a! roller Dear suring smooth power. 
Drilling Capacit - wod cd Maes 
Speed: No-load\........... ...180 R.P.M. 
Weight: Net ..\\. om. GL, ™ |. ; ....21% Ibs. 


Overall length .\ @V@.... 

Standard Equipmé st — 3. ig 6*Jacobs chuck and key; 
automatic-releate wmvifeh ai i ae handle with chuck- 
key holder; detach Ms a ert Prenat motor. 

Optional — No, 2 hy a ape Seket instead of chuck, no extra charge. 

Standard Voltage — Vue ; 

Code No. 238 (specify voltage) 


Price;Completes: 1. Gace e e Noctis meet prey Netra Prue Se : $60.00 


No. 19930 Feed Screw Assembly................... ee ear tame BY OIE, 


3/g-Inch Heavy-Duty Ball-Bearing Drill 


OLLER-BEARING equipment on chuck spindle, to withstand 
severe side and end thrust; ball-bearing construction through- 
out. Amply powered and built for heavy-duty service. 


Specifications 
Capacity: in Steel...... 5/32” to 5%”; in Hardwood ......up to 1%". 
Speed {No-load 0 ...235 450 R.P.M.; Full-load 2... oe. 265 R.P.M. 
Weight: Netsic 85 25s, 22% |bs.; Skipping: saescacee 2734 lbs. 
Overall lengthes <3 oe Ce ae 20”. 


Standard Equipment — 3-conductor cable and plug; 3-jaw Jacobs chuck, key 
and key chain; automatic-release switch with locking pin; spade handle ; 
detachable pipe handle; Universal motor. 


Optional — No. 2 Morse Taper Socket, instead of chuck, no extra charge. 
Standard Voltage — 110; also available for 220, or 250 volts. 
Code No. 42 (specify voltage) 


Price, Complete 26.25. 4% : POPE REN AS RMA ROSES, eRe ar $8 3 .00 


No: 76962 Peed Screw con a he ice pee ee ore ns, ee ies $ 6.00 


Reversing: Switch: ois Mu oie aie secre aoe Ren Ea 10.00 
Attachments and Supplies 
Np. 31257 Bench--Diili Stand saan sein yee ee ee ees $32.00 
No.426; Post Drill; Stand=¢ 23 yas oe ee eee 36.00 
Now 127; Pedestal: Dill Stand ewe et oe es er ie ores 36.00 
Hole Saws, up to 4” — See Page 13 
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ae sea Power Drill 


Drilling Capa od 14". 
Speed: No-load 155 R.P.M. 
Weight: Net ..\\......- ge ff! 4 \ Gaeta 25% Ibs. 
Overall length .\\. @\A Syke.” .... 


Standard Equip: Chuck and key; 


\i 


automatic- Paake wit ; spad pile with chuck-key 
holder ; er otor. 

Optional — No. 2 4 ocket instead of chuck, no extra 
charge. 

Standard Voltage afSo available for 220 or 250 volts. 


Code No. 239 (specify voltage) 
Wetces eo mlere cg ee er eo epic Fone ins panwasee es oes $68 .00 


Pome FUE OCLEWier. 8. ocho tins seed deen een eae eS Sy eee eo OcOO. 


3/4,-Inch Heavy-Duty Ball-Bearing Drill 


Co spindle equipped with Timken taper-roller bearings ; all 
other shafts mounted on ball bearings. Extra long switch handle 
and pipe handle improve control. 


Specifications 
Ganacitys tne Steel rs 3/16” to 34"; in Hardwood up to 1%”. 
Speed: No-load (standard) ...375 R.P.M.*; Full-load 200 R.P.M. 
*Special no-load speeds ($5.00 extra) ..275, 600, or 900 R.P.M. 
WeiphtseNetaiti ct tenit et tee 27% \bs.; Shipping ..........34 Ibs. 
Overall heneble acc ea old ett, 


Standard Equipment — 3-conductor ‘cable and plug; 3-jaw Jacobs chuck, key 
and key chain ; automatic-release switch with locking pin; spade handle ; 
detachable pipe handle; Universal motor. 

Optional — No. 2 or No. 3 Morse Taper Socket instead of chuck, no extra 
charge. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 45 (specify voltage) 
Price ne Onipinteen eck e V8 aia tay owe te abn nyeces $94.00 


er eR IGE CGH SCTO Wo et osc Ch vee onsen gs dock veg on ep mens $ 6.00 
PREV RCE NIC Oreste a otc rae Eis cob Sian ov o'N Go's, on nia ale wonjocere Say ecm 10.00 


¥g-Inch Utility Power Drill 
oes es Drills with No. 3 sab yper Shanks) 
» for which drill 


Hits ”": High Speed 
a pe Chae, I /64” to 25/32” 


ces: 
Actve, me oe 


oeins a 24% Ibs. 


Weight: Net . 
Overall length . 
Standard Equipme dl pit o. 3 Morse Taper Socket ; 
e pyar éking pin; spade handle; detachable 

pipe handle; U 
Standard Voltage — 


Code No. 240 (specify voltage) 


Price, Complete s..000...5. 6. : OR TERE io ae sere RA EA PE er $7 3 .00 


Attachments and Supplies 


NO eles Bench “Dik: Stands. oor oe a Ga ios has Bt eee e00 
Napa ieoe Past Horii stand so. ines tee cy ee nck ake scone ys acacioe emacs 36.00 
Wee Op metestals Stand ce cnc ah wc et ete ss ae ee a 36.00 
No. 22480°3-to-1 Reducing Sleeve... 25.0. ae sate e yA ED) 
No. 3153 3-to-2 Reducing Sleeve ....... ales Speen ter sien stab U 
No. 10601 34” Chuck on No. 3 M. T. A.. Sie ey Meee oe he emery weal Wats | 
No. 10949 No. 3 Morse Taper Arbor only. . alegre Meee mes limrreneer ber Ay 
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34" HEAVY-DUTY 


Ye” UTILITY 


1” HEAVY-DUTY 


¥g-Inch Heavy Duty Ball-Bearing Drill 
(For Twist:Drills with No. 3 Morse er Shanks) 


\¥ 
eae anti-friction bearing construeti MI 
bearings on spindle and bal&be e 


Drilling Capagyy : Gnd ee AVE. LL... a eta AR”. 

(With Ike or i xtended down to %”.) 
Reaming Capacity : : H Ad tae \ Heese k up to 4”. 
Speed: No-load \\. . : He .\\...200 R.P.M. 
Weight: Net ... P iging”. —...... 33 Ibs. 
Overall length ; : : ‘A 


Standard Equipmeé 
Socket ; instant-¥el 
detachable pipe 


g; No. 3 Morse Taper 
ng pin; spade handle and 


Code No. 302 (specif¥ 


Price, Complete ....... ¢ ; Bae ; $103.00 


Special Speeds—275 or 600 R.P.M. $5.00 extra 


1-Inch Heavy Duty Ball-Bearing Drill 
(For Twist Drills with No. 3 Morse Taper Shanks) 


Specifications 
Drilling Capacity: in Steel........ ae same Orc a Sue WA 
(With 3-2 or 3-1 Reducing Sleeve, range is extended down to %”.) 
Reaming Capacity: Light . up to 34”; Heavy aa Ap tose ge 
Speed: No-load 350 R.P.M.; Full-load ..........200 R.P.M. 
Weight: Net ..... 2834 Ibs. ; Shipping .. iy eer op wal DS: 


Code No. 47 (specify voltage) 


Price, Complete ..... : $I 1 5.00 


Special Speeds—250 or 600 R.P.M. $5.00extra 
Attachments for Above Drills 

No. 125 Bench Drill Stand ; $32.00 
No. 126 Post Drill Stand ; .. 36.00 
No. 127 Pedestal Stand . ee .. 36.00 
Nor 19960: Reed Screw jie et ii ogee oi ea OO 
No. 22480 3-to-1 Reducing Sleeve Re Sets er AS OOD 
No. 3153 3-to-2 Reducing Sleeve...... ........ Lag ateios : 2.00 
No. 10601 34” Chuck on No. 3 M.T.A............... saga bay ho 
No. 10949 No. 3 Morse Taper Arbor only........... MET igo. 

Reversing Switch Wiehe isa aaa . 10.00 


114-Inch Heavy Duty Ball-Bearing Drill 


AY unit of increased power, with extra long safety switch 
and pipe handles. Motor housing is cast with adaptor pad to 
fit this Drill to new No. 80 Drill Stand. 


Specifications 


Reaming Capacity: Light Pee AAD EOC) eayy carson cats up to 34”. 
Speed: No-load (standard) 250 R.P.M.*; Full-load |. 2 160 R.P.M. 

* Special No-load Speeds (at $5.00 extra)—350, 600, 800, 900 R.P.M. 
Weight iNet Wats 32% ibs. + Shipping... - sae 40 Ibs. 
Overaildenvth oe oe 20%” 


Code No. 494 (specify voltage) 
Price, Complete 


Attachments and Supplies 
No:495"Bench; Dill Stand) i eve eid ee ... $45.00 
Feed Screw, Reducing Sleeves, Chucks and M. T. Arbors, same as above. 
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ELECTRIC TOOL HEADQUARTERS 


No. 225 Coal Drill 


T most popular size and capacity Coal Drill for constant serv- 
ice on regular shot-hole drilling. Suited to either one- or two-man 
use. Can be furnished for use on alternating ent or with special 


For Direct 


Specifications Current 
Speed: No-logd 350 R.P.M.* 
Full-ldg fay 200 R.P.M. 
* Optional Spe xtra. rx) 600 R.P.M. 
Weight: Net ( 29 Ibs. 
Shippikk | BL O™...... 38% Ibs. 
Net (wi 273% lbs 
Shipping\.. ,.. .geG 37% lbs 
Overall length (with ‘6 1734" 
(wi € 195%” 
Code No. (specify nee 474 
Price; Complete. iva, oe we : $1 3 5 .00 $1 3 5 .00 
Standard Equipment — 3-conductor cable and plug; 20-amp. dust-proof 
switch; threaded spindle; breast plate* ; detachable pipe handle. 


(Spade Handle) 


Standard Voltage — 110; also available for 220 or 250 volts. 
* Spade Handle supplied in place of Breast Plate, at no extra charge. 


Radial Arm 


HIS Radial Arm 

is particularly 
adapted to chain 
production meth- 
ods. Arm has ver- 
tical adjustment up 
and down column 


and can be swung 


Diagiam shows wide operating range of this arm, 
which makes it suitable for almost any work. 


in any desired posi- 


tion. 

Travel of Arm on column _. 24”; Vertical travel of Bracket 4”, 

Angular adjustment, electrical tool bracket 255°; Angle of swing 180°. 

Distance, center of column to elbow 22”; Elbow to spindle of 
electric tool 14” 


Effective area of operation is within radii from 19” to 36” from column, 4 


Weight: Net ..180 Ibs.; Shipping 235 Ibs. 


0 RS ee ee ~ $190. 00 


Price, Complete e 
In ordering be sure to specify type and size of Electric Tool to be 
used, so that the proper adapter will be supplied on the bracket. 


Sliding Arm 


HE Sliding Arm operates on ball and roller bearings and is furnished 
complete with pedestal. Illustration shows Sliding Arm equipped with 
fixed head and adapter having 8” travel for No. 8 Drill and Nut Runners. 


Total travel of slide (horizontal ) 2614"; Travel of tool in bracket Cea 
Radius for operating (minimum) | 2114”; (maximum) 49”. 
Angle of swing (pedestal mounted ) 360°. 
Height adjustment of supporting pedestal column 24”. 
Weight: Net (pedestal mounted) 415 lbs.; Shipping 490 Ibs. 
No. 136 Pedestal mounting, 4” travel, fixed head $300.00 
No. 315 Pedestal mounting, 8” travel, fixed head 300.00 


330.00 


In ordering be sure to specify type and size of Electric Tool to be 
used, so that the proper adapter will be supplied on the bracket. 


11 


No. 137 Pedestal mounting, 4” travel, adjustable head 


Drill Stands 


P aseentacnute line of Drill Stands that increase the. utility 
of Black & Decker Drills, Screw Drivers and Tappers by 
converting the portable unit into a drill press for heavy duty and 
precision work. 


With the adjustable features of these Stands no adapters are 
required, and one stand will fit several different tools. An adjust- 
able-jaw clamp fits spindle housings of various sizes — and an 
adjustment for tool length is quickly made on the sliding tool 
bracket. 


The handle leverage enables the operator to put tremendous pres- 
sure on the work, or feed slowly and smoothly for most accurate 
work, The tool bracket can be raised or lowered on the supporting 
column and swung in an arc to any desired position. 


Drill Stands are adapted to Bench, Post or Pedestal mounting. 
These last two types are recommended where bench space is at a 
premium, or where unusually large pieces are to be drilled. On 
Post and Pedestal Stands, the work table as well as the tool bracket 
can be raised or lowered, or swung out of the way, if not required. 


| No. 20 No. 40 No. 60 No. 80 
Stand Stand Stand Stand 
e Tee 4%” Holgun 5 5 ee at 
ee 
andar 
yr Special DRILLS 
te Bittey DRILLS | 34” H.D. 
For Use 36” H.D. eG sis wee ieee 
with 34” Standard {en ee 33” Uiilit 4, i 
These Units 3%” Utility ie» So ere e 
34" End-Hndl. | {2 Thi te Guilt 
#8 Scrugun 2 aty aon Sed 
#12 Screw Dr. 1" Hp. | 
#22 Screw Dr.* Bac 
#8 Tapgun 
cs ¥22 Tapper ij ‘i 
Maximum Feed |_ a 4” 4” 4” 
= CAL Column =] ay zh foes y a ” 
to C/L Pit Mi Os : sais: 
Bench Drill Stand 
Code No. 119 122 125 495 
Net Weight 16 lbs. 30 lbs. 59 Ibs. 73 |bs. 
Shipping Weight 19% lbs. 37 lbs. 69 lbs. 90 Ibs. 
Price $14.00 $22.00 $32.00 $45.00 


ST eed 


Post Drill Stand 


Code No. 120 123 126 
Net Weight = oF tha. 54 Ibs: 87 Ibs. 
Shipping Weight: |: 361bs..). -e2tbe: 112 Ibs. 
Price ~—'|—«§18.00 | $26.00 | $36.00 


Pedestal Drill Stand 


Code No. es rea eS ) 
Na Weekes a sod aaa 
Peetaoiie Weight Bs 103 Ibs. : 132 lbs. 
Price ae $28.00 $36.00 


* Nose must be turned to fit stand clamp. 
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Speed Holgun up; 


A Complete Line of Hole Saws 


LACK & DECKER Hole Saws will cut clean, round holes in any material 
a hack saw will cut. They can be used with all drills from the 4” Low 
but speed and power requirements suggest the fol- 


lowing size limits: 


On 4%” Low Speed Holgun 
On %6” Utility Drill. 
On 3%” Utility and *< 
On 44” Junior and } 


Hole Saws are available in three types: 


6” U tility Ry iit reece 


not larger than 
not larger than 
not larger than 
. not larger than 
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1% 


” Hole Saw 


4” Hole Saw 
1% 


314” Hole Saw 


” Hole Saw 


PE a Tungsten Stee! for 


wood, fibre, balkelite, cast iron and all thick, coarse materials; Fine-tooth 


Tungsten Steel for sheet metal, 
terials ; 


steel, porcelain and all thin or 


sheet ma- 


and High Speed Steel for cutting the new hard alloys and for 
longer service on production work. 


Hole Saw Specifications 


oe TUNGSTEN STEEL Saw Hrou-Seeep MANDRELS 
—— For For 

Out- Fine Coarse | Price Price, For ‘or Con- Pipe 
side | Tooth | Tooth | Each | Cat Each, | 4” or | 14", 54”| duit | Tap 
Diam- Cat. Cat. Saw No Saw Larger or 3%” sizes Sizes 
eter No. No. Only Only Drills Drills 

BAP 23051). cas a $1.65 | ..... a i aa Eee 

34” | 16882 | 14906 | .55 | 2 $1.28 | 14903 | 22181 | 3%” 

%" | 16883 | 14908 | .55 | 2 1.28 | 14903 | 22181 | 14” | z 
by gs2 "eee be ee:| 2 1.28 | 14903 | 22181 |.... | 34" 
1” | 6884 | 14910 | .55 | 2 WPS 14903" | 2218. fn. 

YP HOIRTS | 22980| ate | 2 "Y.28 | 14903 | 22181 | .. cee 
134” | 16885 | 14912:|. .72 | 2 1.28 | 14903 | 22181 |: 3%” |... 
18%" | 17678 | 17679 | .72 | 2 1.28 | 14903 | 22181 | es 

te | T6886 11401) | 272 | 72 1.28 | 14904 | 22182 |... ers 
"18%" PPA TA 1 ands | 2s 1.28 | 14904 | 22182 | 1’ ie 
i367 | toses | 14914 | 72 | 21785 | 1.28 | 14908 | 27187 |_| a" 

16889 | 14915 | .85 | 21 1.28 | 14904 
16890 | 14916 | .85 | 21785 | 1.70 | 14904... sey tan we ae 

4” | 16891 | 14917 | .85 | 21 ‘1.70 | 14904 |. Bae aie 
“2” | 16892 | 14918 | 1.02 | 217 1.70 | 18028. | 134" | 
246” | 16893 | 14919 | 1.02 | 2 2.26 | 18028 | | 
21%" | 16894 | 14920 | 1.02 | 2 2.26 | Te 
2%" | 16895 | 14922 | 1.20 2.26 eee 
~23@”" | 16896 | 14921 | 1.20 2.26 Gare: Seas 
244" | 16897 | 14923 | 1.20 | 21792 | 2.26 | 18028 | ... ae 
25%” | 16898 | 14924 | 1.28 | 21793 | 2.: 23 | 18028 |... ee 
“234” | 16899 | 14925 | 1.28 | 21794 | 2.26 | 18028] ..... | .... 

27%" | 16900 | 14927 | 1.28 | 21795 Pee ASOIR? ens Sanaa ee: 

3” | 16901 | 14926 | 1.40 | 21796 | 2.26 | 18028 | Fie Ae ie 
314” | 16902 | 14930 0 | 21797 | 2.26 | 18028 | 2 eS aaa 
34%" | 16903 | 14929 0 | 21798 26 | 18028 | Bu 
314” | 16904 | 14928 | 1.40 | 21799 26 1218028: |<... 3” re 
4” | 16905 | 14932 | 1.70 | 21800 Bes 18028 ieee. ex beer ae 
Special Tungsten Hole Saws, with extra-coarse tooth arrangement 
at 50c higher than standard prices up to 17%”, and $1.00 higher in 2” to 


4” sizes. 


SPECIAL DEPTH HOLE SAWS — For home insulation and other uses 
requiring extra depth, the following special coarse-tooth Tungsten Hole 
Saws, with 134” depth-of-cut, and special Mandrel, are available. 
etn SS DOOR ICIE DAW ccqc ase ne, oe ca Gas bathe o Dew spre a ere ale ee ote $2.78 
So ae Bee ete oseucial Hole Saw... .- 2.78 
No 578 Special Mandrel for above Hole Saw. 1.70 
u u jg f 
Mandrels for 14”, 5/16” and 3/8’ Drills 
No. 22181 Mandrel with Pilot Drill (to fit 34” to 13” Hole Saws).............. $1.28 
No. 22182 Mandrel with Pilot Drill (to fit 114” to 144” Hole Saws)................- 1.28 
No. 22192 Pilot Drill only, for above Mandrels............ 00.06.0000 00s .30 
No. 23050 %@” Pilot Drill for The No. 23051 Hole Saw only. ; 30 
* The No. 23051 Hole Saw has a built-in Mandrel: no separate “Mandrel supplied. 
“u" ‘ 
Mandrels for 1/’’ and Larger Drills 

No, 14903 Mandrel with Pilot Drill (to fit 34” to 18%” Hole Saws)..............---- $1.40 
No. 14904 Mandrel with Pilot Drill (to fit 144” to 1%” Hole Saws). ................ 1.40 
No. 18028 Mandrel with Pilot Drill (to fit 2” to 4” Hole Saws)..........0.-..00..004- 1.70 
No, 14935. Pilot ‘Drill only, for above Mandrels:. 20)... eee ee ee eben ees .30 
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ELECTRIC 


TOOL HEADQUARTERS 


Jacobs Drill Chucks and Keys 


“Chuek Chuck Chuck Key* | 


ois Size || Cat. No.| Price || Cat. No. Price | 
36” Threaded 23224 $5.00 |{ 3030-T | $0.35 3%” Hornet (type A) 


1%” Threaded 23226 | 4.50 || 3030-T .35 || 4” and 34” Shorty Drills (all types) ; 
| | 36” Drill (type A); 44” Holgun 
i | (type A); 4” Junior (type Bees 


Units Used On 


1%” Tapered |~ 3030 | 4.50 || 3030-T .35 || 14” Special Drill (all types) ; 

‘ Sale 4 at 44” Junior (type A) Seat eieas 
4%" Tapered 7705 4.50 7705-L +35 44” H.D. (types A to G) 
4%” Threaded 23227 4.50 7705-L 35 Aon Cen (H to L); 14” Std. (B,C, 


\%” Threaded 23762 | 4.50 || 7705-L 35 || 4” Foca (type B); 
4” H.D. Holgun 


3%” Tapered 6133 | 5.25 || 6133-L .50 || 5%” (all types, except Utility and 
reds ‘ __ |__|] _6133-T ds: H.D. L to R) ei ae 

3%” Threaded 23228 5.25 6133-L 50 5%” Utility (type K to T) and 5¢” 

RUG Reatemaem Cas Meee eNawis es ah oe H.D. (types L to R) ao 

‘46" Tapered || 23519 | 5.25 || 6133-L -50 No. 8 Tapgun (standard) ¥ 
5” Tapered _ 23926 8.00 || 6133-L | .50 No. 8 Tapgun Goede 

34” Thretided 23229 5.50 4794-L 50 %” Utility es to U); 

Br, eaenbog 2 so Sate Gea | tie Rie eettaen H.D. (N to T) ts 

3g”Tapered 7244 5.50 || 4794-L -50 3 Utility aed k, L) 

Ertan rakome ogres Perse ” (all types) 

3g” Tapered 4794 5.50 50 + 2 Tapper (all types) \Standard 

: 255 Aare) Gs Sh Sea | de Lees No. 22 Tapper (all types), Equip. _ 

38” ‘Tapered | 20454 | 9.50 | .50 No. 2 Tapper (all types) Special 


No. 22 Tapper (all types) } Equip 


50 || 34” Junior (type B); 4 Utility (2, 
we | F); 4%” End Hndl. (F) 


1%” Threaded 23230 | 6.00 


4%" Tapered 15839 | 6.00 __-5) || 34” Junior Drill (type A) 

+" Tapered 9480 | 7.00 -69 34" Special (types C and D); 

Seth As Paes || Eye 44” H.D. (types A to E) es 
5g” Tapered 11329 8.50 -60 ai Utility Power (type A); 

ere | GRAN cae ae a 54” H.D. (type A to D) z 

34” Tapered 9522 11.00 .90 34” Utility Power (type A); 


y 34” H.D. (all types) 
* “TL” after Cat. No. indicates L-shaped key as illustrated; “T" indicates T- shaped key 


Keyless Chucks 


“Portomatic’’ Keyless Chucks can be furnished as replacements on all Black & Decker 
4”, %” and 3%” Drills, as follows: 


Cat. No. & Type For use on Price* Spacer Price 
12792: Tapered '- 34 * Spécial 50s ole Shoes ee ee eee Rites hy { Sees pees gees 
10666 Tapered 14” H.D. (all types toG; GP to LP).... Cine r ped ee Saas Sie 
21758 Threaded 4” Holgun & Hornet.... ........... 5.75 21759 $0.10 
22029 Threaded 7a" H. D. (H to L); 44” Std. (B, C pe rh) 22032 10 
10800 Tapered *% & 56” H.D. (all types to H; up » rab) Paar ata S67i Ss es seati 
22030 Threaded 5%” Util. (K to T); 56” H.D. (L tO) ee erie 6.75 22032 -10 
22031 Threaded %%” Util. (Mt tol) Sat Stain re et ee eine 7.00 22032 «10 


* These are replacement prices. See listings under individual tools for prices as original 


equipment. 
Chucks Mounted on Morse Taper Arbors 


Price 
No. 1585 5g” Chuck on No. 2 M. T. Arbor, for all 74” H.D. Drills except Types 
oy TB Dene ee ee er en en ae nO PEER TI Set Geek $ 9.75 
No. 22083 5g” Chuck with No. 3 Morse Taper Arbor, to fit 1” and 7%” H.D. Drills, 
"Pypes:D and Bee sich catsaisce olvS herent pease oes rd ab ora a re ere 10.25 
No. 10601 34” Chuck with No, 3 M. T. A., to fit 1” Drills and 74” Heavy-Duty Types 
DTA ars eres ecadea tec alata at ooncs eae nob tig rica atie Cee maaEAE a ene Mae a en 12.75 
No. 3161. No.;2) Moree: Caper Arbor onlyers hav eni co eee 1.25 
No. 210949:'No.-3-Morse:Tapet Arbor onlycc2. ¢ i sv oi sie ea ea nes Sia 1.75 


Morse Taper Sockets and Reducing Sleeves 


For use with taper shank bits in all drills normally equipped with Jacobs chucks, from 
14” to 34” sizes. 
No. 23009 No. 1 Morse ‘Taper Socket threaded for Ay Fed 4%” H.D.; %” Util.; 

46” H.D.; 34” Util.; 34” H.D.; 1%" Jn; 46" U pate tare eat tM eet ini $4.20 

No. 18849 No. 1 Morse Taper Socket for 5g" Drie Se Src eieeae ee ee eee 4.20 
No. 11066 No. 1 Morse aper ockei for 44” Drill 
No. 11676 No. 1 Morse Taper Socket for 5g” and 84” Drills. 
No. 25981 No. 2 Morse Zee Socket treaded for oe 


No. 12186 No. % Moree Taper Bontat for yr H.D 
No. 11067 No. 2 Morse Taper Socket for 54” and ag" Drills 
No. 12849 qs 3 Morse Taper Socket for 5g” and an Drills 


No S. 3153 No. 32 Reducing Sleeve 
No. 3152 No 2-1 Reducing Sleeve. ....... 
No. 22480 No 3-1 Reducing Sleeve 


Heavy-Duty Chuck Keys 


For 4” Drills, Provide greater leverage for tightening and opening geared chucks. Can 
also be furnished with cord and belt clip to minimize key loss. 
No. 1 Heavy Duty Key fits No 23224, No. 23226 and No. 3030 Chucks. 
No. 7 Heavy Duty Key fits No. 23227, No. 23762 and No. 7705 Chucks. 


No. 26368 No. 1 Heavy Duty Chuck Key O11] k gee ies ye RRO Gite See me eine via ate ~-... $0.40 
No. 26369 No. 1 Heavy Duty Key with Cord and Clip........................-... .60 
No. 26370 No.7 Heavy Duty Chuck Key-onlyo-.o. cence aint we ee ee +40 
No. 26371 No. 7 Heavy Duty Key with Cord and Clip............. 0.0.00. cceceeee 60 


Chuck Key Chain 

To fasten chuck keys to unit or cord, where key holder is not provided. Standard on 14”, 
54” and 34” Heavy-Duty Drills. 
No. 26684 Cnuck-Key Chain..................... Rein arsvabe ois i CDatat ease aR Re $0.15 


: 


‘ No, 6222 Right Angle Attach. for 144” Special (C) and 54” Std. (P).. 


Right Angle Drilling Attachment 


Enables operator to reach out-of-the-way places in work on joists, ete. A handy attach- 
ment for all types of contracting jobs and electrical installations. Equipped with 3-jaw 
Geared Chuck, 42” capacity, 


No. 17819 Right Angle Attach. for 44” Spec. (D) and % e Ati ete f Tote meiee 
No. 17820 Right Angle Attach. for 4” H.D. (A to E); sn Std. (R) and 5¢” Utility (A) 30.00 
No. 23574 Right Angle Attach. for }4” Jr. (B)... 2... cere e cece eee rece e weer eens 30.00 


Feed Screw Attachment 


Use this Feed Screw Attachment to feed drill in out-of-the-way places. Furnished 
complete with Adaptor. 
No. 22555 For 14” Heavy-Duty (types B to E)............... 


No. 19930 For all Utility Power- Drills and 144” Spec. Type D 
No. 19960 For 34” H.D. (types E to H); 7%” H.D. (types B to H); 1” H.D. (types 


Se ae ARR aL PIGS ee SISicg bial s ule acdie aie waite bong We elk mae Slane» 6.60 
No. 10245 For 28) Heavy- Duty (type A) and eh ad models 34”, 74” and 1”...... 6.60 
No. 16962 For 54” Heavy-Duty (types B, C and D)............. cece eee eee neces 6.60 
Pee Ree MON Sets REST sue Yack ahaha hack ona aide wie con oie sis olalere dos d(ale o's ghebae boc 68 pie 13.25 


Wheel Arbors 


Adapt 14” and 1” Drills to light grinding and wire brushing, by holding wheels in 


chuck of drill. Body of arbor is 144” diam. and will take 3” and 4” wheels. 


No. 3071 14” Drill Arbor (14” diam.; 14 ” shank) 
No. 8449 44” Drill Arbor (14” diam. 1 yee shank) 


Sanding Pad Arbor 


No. 23041 Arborfor 5” Sanding Pad; fits 4” H.D., 5%” and 34” Drills (5¢”-11 thread 
spindle; } uy" PLS he carrie o-atsty toy a ota eve alg wea aon ete arate dicts him area apetdye. s $0.50 


Auxiliary Side Handle 


Improve control and balance of end handle Drills and adjustable clutch Screw 
Drivers. Clamp around spindle housing; adjustable radially to any convenient position. 


No. 22178 Auxiliary Side Handle for 1/4” and 5/16” H. D. Drills.................. 
No. 26958 Auxiliary Side Handle for 1/4” and 3/8” Std. Drills.......... *e 
No. 26950 Auxiliary Side Handle for No. 12 Adj. Clutch Serew Driver. 
No. 26952 Auxiliary Side Handle for No. 22 Adj. Cluteh Serew Driver........ 


Horizontal Drill Stands 


With this stand, drills can be used for stationary drilling, reaming, light buffing, grind- 
ing and wire brushing. The stand is screwed or clumped to the bench and holds the drill 
rigidly by means of an adjustable chain. 


No. 23046 Drill Stand, for current models 14” Std. (type C); 4” Heavy Duty (H, K, 
KP); 54” H.D (L, N, NP); 5%” Utility (K, Nor 36” Utility (M, P): 


36” Std.; 4” End Hndl. (F); Nos. 18 and 16 Shears.................. $2.75 
Weight: ENake San ics 334 lbs.; Shipping 4 lbs. 
No. 8169 Drill Stand for 144” Junior types A and B)...........0 26 ce eee eee eee 1.50 


Weight: Net........ 1% Ibs.; Shipping 


Gear Grease 


A gear lubricant best suited to portable electric tool use, as established by our Service 
and Engineering Departments, is now available in convenient size containers. Recom- 
mended for most electric tools, except Saws, Sanders, Buffers and others requiring special 
lubricant. 

No. 23638 1 lb. Container of Standard Gear Grease... . 1... 1-66 eee eee eee eee eee 


No. 23639 2 lb. Container of Standard Gear Grease. 
No. 23640 714 lb. Container of Standard Gear Grease 
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ELECTRIC TOOL HEADQUARTERS 


HORIZONTAL STAND 


ELECTRIC TOOL HEADQUARTERS 


No. 3 Adjustable Clutch Torsimeter 


y ahaa light, compact tool for self-threading screws in light 
metal and wood. Can be equipped with a socket for hex head 
screws. 


Specifications 
Capacity... 2 up to No. 4 Screws; No-load speed...... 1000 R.P.M. 
Overall length (including bit) ...... 114”. 
Weight: Net ........ 234 \bs; Shipping ........ 4 Ibs. 
Standard Equipment — 3-wire cable with plug; toggle-switch mounted in 


end cap; one No. 13208 bit with centering sleeve, spring sleeve and pro- 
tector ; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 244 with paddle switch (specify voltage) 


Price, Complete jis! 6S patie Soe ames ete SNe got $ 5 5 . 00 


Reversing switch 


No. 8 Positive Clutch SCRUGUN 


Aerie and compact screw driver for production work 

on many types of assembly operations. The structural fea- 
tures of the HOLGUN have been adapted to this unit, giving it ex- 
ceptional power and stamina, perfect operating balance. The free 
spindle idles until operating pressure engages the jaws. 


Specifications 
Capacity: Wood screws .............. up to No. 10 x 2”. 
Self-tapping screws............. up to No. 12. 
Machine screws and nuts...... up to 44” diam 
Standard spindle speed (no-load) .......... 750 R.P.M.* 
Net weight......3%4 lbs.; | Shipping weight... .434 Ibs. 
Overall length (including bit)...... 834”; Spindle offset...... y%". 


Standard Equipment — 3-conductor cable and plug; 2-pole automatic-release 
switch and locking pin; one No. 13207 bit with protector sleeve, centering 
sleeve and spring sleeve; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 402 (specify voltage) 


Price; Complete 24 or. Asp aac oti cate ns aN pmenee $47 .00 


No. 8 POSITIVE CLUTCH 
SCRUGUN 


No. 8 Adjustable Clutch SCRUGUN 


T HE adjustable clutch automatically drives every screw 
to uniform tension. The free spindle idles until operating 
pressure engages the jaws. 


The double clutch “cushions” the torque and relieves the 
operator of any twisting motion in the driver. 


Specifications 
Capacity: Self-tapping screws ...................0.. up to No, 12. 
j Machine screws and nuts...:............ up to %4” diam. 
Standard spindle speed( No-load)................:.... 750 R.P.M.* 
Net weight ...... 334 Ibs. ; Shipping weight ...... 5% Ibs. 


Overall length (including bit).... 1034”; Spindle offset... .34”. 
Standard Equipment — 3-conductor cable and plug; 2-pole automatic-release 
switch and locking pin; one No. 13207 bit with protector sleeve, centering 
sleeve and spring sleeve; Universal motor. 
> Standard Voltage — 110; also available for 220 or 250 volts. 

No. 8 ADJUSTABLE CLUTCH Code No. 350 (specify voltage) 


SCRUGUN Price; Complete coe eras pete et eat ay Ae ta eda $ 5 7 00 
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No. 8 Center-Drive SCRUGUN 


DEAL for operation in suspended position. Center spindle im- 

proves “aim”; bonnet grip or paddle switch arrangements elimi- 
nate handles. Will operate in reverse at full power when equipped 
with reversing switch. Available with either positive or adjustable 
clutch; and with either bonnet grip and toggle switch or paddle 
switch. 


Specifications 
Capacity: Wood screws .......... up to No. 10 x 2”. 
Self-tapping screws ......... up to No. 12. 
Machine screws and nuts... .up to %4” diam. 
No-load speed ....750 R.P.M.* 
Weight: Net ......... 434 Ibs. 
Shipping ... ..6 Ibs. 


Standard Equipment — 3-wire cable and plug; toggle switch; No. 13207 
bit with protector, centering and spring sleeves; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
*Optional speeds (no extra charge)..... 500, 1000 or 1250 R.P.M. 


No. 8 Positive Center-Drive Scrugun. 
Overall length (including bit) ......12”. 


Price, Complete (specify voltage) 
Code No. 403—with Bonnet Grip..................... $47.00 


Code No. 404—with Paddle Switch 


No. & Adjustable Center-Drive Scrugun. 
Overall length (including bit) ....13%4”. 


Price, Complete (specify voltage) 
Code No. 380—with Bonnet Grip..................... $57.00 


Code No. 381—with Paddle Switch................... 60.00 
Reversing, switch for No. 8 Center-Drive Scrugun only... ..... .$7.50 extra 


No. 8 90°-Angle Scrugun 


UPPLEMENTING this compact tool with 90°-angle drive 
adapts the Scrugun to work in the most limited clearances. 
Several heads adapt the tool to screw-driving and nut-running. 
Available with standard “pistol grip,” bonnet grip or paddle switch.t 


Specifications 


Capacity: Machine screws and-nuts....up to 14” diam, 
Pp ip 4 


Self-tapping screws .......... up to No, 12. 
No-load speed ...... 500. R.P.M.* 
Standard Bonnet} Paddlef 
Unit Grip Switch 
Net weight ........ 41% lbs. 5% lbs. 5% lbs. 
Shipping weight ... 6 lbs. 7 Ibs. 7 Ibs. 
Overall length ..... 1034” 1414” 141%” 
Switch type sic 3.3... Trigger Toggle Toggle 
Code number ...... 374 390 391 
Price, Complete with one head— 
No. 100 to 108 Heads $77.00 $77.00 $80.00 
No. 150 to 152 Heads 85.00 85.00 88.00 
No. 156 Head....... 97.00 97.00 100.00 


Standard Voltage — 110; also available for 220 or 250 volts. 
See Page 23 for 90°-Angle Head Specifications. 


Standard Equipment — 3-wire cable and plug; adjustable clutch and one 
90°-Angle Head as specified; Universal motor. 


*Optional speeds (no extra charge)...... 350, 750 or 1000 R.P.M. 


¥ Bonnet Grip and Paddle Switch units are similar to Center-Drive units. 
Screw driver bits and socket wrenches for all these units, Pages 23-26, 
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ELECTRIC TOOL HEADQUARTERS 


No. 8 
CENTER DRIVE 
SCRUGUN 


No. 8 
CENTER DRIVE 
SCRUGUN 


No. 8 
90° ANGLE 
SCRUGUN 


ELECTRIC TOOL HEADQUARTERS 
No. 12 Positive Clutch Power Driver 


(Screw Driver and Nut Runner) 


8 ea cole pin-type clutch in the driving spindle idles until the 
bit ‘‘finds” the screw slot. 


Specifications 

Capacity Woodscrews: c.ve esi tees up to No. 14 x 2%”. 

Self-tapping screws... .2..-.... up to 5/16” diam. 

Lap screws: Vatersay espa een Up to. d4re xe 

Machine screws and nuts......... up to 3%” diam. 
Standard No-lodd speeds Sic 0o\eisias were kev ee 500 R.P.M.* 
Weight: Net ......634 lbs. ; Shipping ...... 9 Ibs. 
Overall length (not including bit).................... 1314". 
Standard Equipment — Quick-change chuck, with 7/16” hex. socket; 13° 


positive clutch; 3-conductor cable and attachment plug; and one each 
No. 5330 and No. 5344 Standard Bits with finders; automatic-release 
switch with locking pin; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 53 (specify voltage) 
Price, Gomplete: (iso 2 ie scat el ee ae ee eae gee $58.00 
*Special speed — 750, 1000 or 1600 R.P.M...................$2.50 extra 


No. 12 Adjustable Clutch Power Driver 


(Screw Driver and Nut Runner) 


Specifications 
Capacity: Same as above. 
Standard No-load* speed: (5. i220 Saas 500 R.P.M.* 
Net Weight .......8 lbs.; Shipping ....... 12 ‘lbs. 
Overall length (not including bit).................... 151%". 
Standard Equipment — 3-conductor cable and plug; quick-change chuck 


with 7/16” hex. socket; adjustable clutch; one each No. 5330 and No. 
_ 5344 Standard Bits with finders; automatic-release switch with locking 
pin; Universal motor. ; 
Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 169 (specify voltage) 

Prices Completes. aces 4 ay irae wa tana ie oe ace ne pets $68.00 

*Special speeds — 750, 1000 or 1600 R.P.M................. . $2.50 extra 
No. (26950 Auxiliary. Side Handlé=27 ee 2.75 extra 


No. 12 90°-Angle Adjustable Clutch 


Power Driver 


NUMBER of right-angle drive heads adapt this tool to 
special assembly operations. 


Specifications 
Capacity: Same as above. 
Standard No-load speed.....500 R.P.M.*; Overall length..... 1814”. 
Weight: Net 2.2.00... 9% Ibs.; Shipping nage ees 13 Ibs. 


Standard Equipment — 3-conductor cable and plug; special geared end and 
one right-angle head; automatic-release switch; Universal motor. 
Available Right Angle Heads and Code Numbers: 


Head Code No. 
Number Equipped with— (Complete Unit) 

300 1/2” Sq. Shank 172-300 

301 1/2” Hex. Socket 172-301 

303 3/8” Sq. Shank 172-303 

304 19/32” Hex. Socket 172-304 

305 1/2” Sq. Shank 172-305 

308 5/8” Hex. Socket 172-308 

350 7/16” Hex. Chuck 172-350 

Standard Voltage — 110; also available for 220 or 250 volts. 

Price, with any one Head (except No. 305).... $ 93.00 
No. 12 90° ANGLE with No: 305: Head: 35 eect 103.00 


ADJUSTABLE CLUTCH *Special speeds — 350 or 700 R.P.M.................. $2.50 extra 


Reversing switch for all No. 12 Drivers............... 7.50 extra 
Right Angle Head Specifications, Page 23. 

Screw Driver Bits and Socket Wrenches,. Pages 23-26. 

Bench and Post Stands, Page 12. 
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No. 22 Positive Clutch Power Driver 


(Screw Driver and Nut Runner) 


Specifications 
Capacity VWOOd SCIEWS cin. eco eres ss up to No. 18 x 3%”. 
Self-tapping ‘screws: 2... ...08.5.0. up to 3%” diam. 
Racsscre ws csi sockets up to 5/16” x 3”. 
Machine screws and nuts.......... up to 4%” diam. 
Standard Noloadsspeed 3. ss. 620 2s oe oe oes 500 R.P.M.* 
Weight: Net 2.5... 9 Ibs. ; Shipping ...... 1134 lbs. 
Overall length (not including bit).................... 1414”. 


Standard Equipment — Quick-change chuck, with 7/16” hex. socket; 13° 
positive clutch; 3-conductor cable and plug; and one each No. 5343 and 
No. 5329 Standard Bits with finders; automatic-release switch with 
locking pin; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 voits. 
Code No. 54 (specify voltage) 


7 Borsa ULES i) of ls do ges See sk St Se RR ee aa $7 2 « 00 


*Special speeds — 750, 1000 or 1600 R.P.M......... Wisc .. .$2.50 extra 


No. 22 Adjustable Clutch Power Driver 


(Screw Driver and Nut Runner) 


Specifications 
Capacity : Same as above. 
Standard No-load speed .....:..........3 500 R.P.M.* 
Net weight ..... 10% Ibs. ; Shipping ...... 16 Ibs. 
Overall length (not including bit)................ 1714”. 
Standard Equipment — 3-conductor cable and plug; quick-change chuck 


with 7/16” hex. socket; adjustable clutch; one each No. 5343 and No. 
5329 Standard Bits with finders; automatic-release switch with locking 
pin; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 164 (specify voltage) 

PRICE COMI Clerics Wa kin ani Me i octe wy ek Sane a Shigeo $8 5 .00 
*Special speeds — 750, 1000 or 1600 R.P.M............... ....$2.50 extra 
Noe 26952°-Auxiliary SideHandle:™ ges 2 he. aie fee2f Dextta 


No. 22 90°-Angle/Adjustable 
Clutch Power Driver 
No. 22 


Y adding the advantages of the right-angle drive 4 : . \, ADJUSTABLE 
to the No. 22 Power Driver, limited clearance, , CLUTCH 
“corner” work and other obstacles to the efficient use \ 
of the straight drive unit are entirely overcome. 


Specifications 

Capacity: Same as above. 
Standard No-load speed... .500 R.P.M.*; Overall length ....1954”. 
Weent: Mebes S50 rr 12 lbs.; Shipping iw 18 lbs. 
Standard Equipment — 3-conductor cable and plug; special geared end and 
one right-angle head; automatic-release switch; Universal motor. 
Available Right-Angle Heads and Code Numbers: 


Head Code No 

Tumber Equipped with— (Complete Unit) 
300 1/2” Sq. Shank 167-300 
301 1/2” Hex. Socket 167-301 


303 3/8” Sq. Shank 167-303 
304 19/32” Hex. Socket 167-304 
305 1/2” Sq. Shank 167-305 
308 5/8” Hex. Socket 167-308 


350 7/16” Hex. Chuck 167-350 


Standard Voltage — 110; also available for 220 or 250 volts. 
Price, with any one Head (except No. 305)................. $f 10.00 

pric gs gua Rare o {4 Feral sia La Raa RRUADR AR Coa ely ae Ie eae 120.00 : No. 22 
*Special Speeds — 350 or 700 R.P.M.......0....0.0.22020 000 es $2.50 extra ted 
Reversing Switch for all No. 22 Drivers................ me pate tela iss 7.50 : 90° ANGLE 
Right-Angle Head Specifications, Page 23. ADJUSTABLE 
Screw Driver Bits and Socket Wrenches. Pages 23-26. CLUTCH 


Bench and Post Stands, Page 12. 
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No. 32 Positive Clutch Nut Runner 


Specifications 
Capacity: Machine screws and nuts...... up to 5@” diam. 
Lae Screws. tae up to 3%” x 414” long. 
Standard No-load’ speed’ 2). 5 ee 500 R.P.M.* 


Standard Equipment — 3-wire cable and plug; “quick-change” chuck (54” 
hex.) ; instant-release switch with locking pin; one No. 22774 hex. socket 
wrehch (5s” af.) and shank; Universal motor; (spade handle; side pipe 
handle on Code 55 only). 

Optional Equipment — End switch handle can be supplied if desired, no 
extra charge. 


Side Switch End Switch 
Handle Handle 
Net. weight: och eyes 23 Ibs. 213% Ibs. 
Shipping weight 226 eae a 29 Ibs. 28 Ibs. 
Overall length (not including bit)... . arta 207%” 
Code Number (specify voltage)..... 392 


Brice; Completed cvannc. ce ance $I 04. 00 $1 04. 00 


Standard Voltage — 110; also available for 220 or 250 volts. 


No. 32 Adjustable Clutch Nut Runner 


Specifications 
Capacity: Machine screws and nuts...... up to 54” diam. 
Tae. screws: acca up to 3%” x 414” long. 
Standard No-load speed... ............0.4. 500 R.P.M.* 


Standard Equipment — 3-wire cable and plug; ‘ ‘quick-change” chuck, (5%” 
hex.) ; instant-release switch; (spade handle; pipe handle on Code 352 
only) ; one No. 22774 hex. socket wrench (54” a.f.) and shank; Uni- 
versal motor. 

Optional Equipment — End switch handle can be supplied if desired, no 
extra charge. 


Side Switch End Switch 
Handle Handle 
Netwerpht: 2: aria nculs cy ances 23 Ibs. 213% Ibs. 
Shippitie.. weight:i 9.6. Vaca as eae 29 Ibs. 28 Ibs. 
Overall length (not including wrench) 213%” 2134” 
Code Number (specify voltage) ..... 352 373 


Price; Complete nathan ag $I 20.00 $I 20.00 


Standard Voltage — 110; also available for 220 or 250 volts. 


No. 32 ADJUSTABLE \ 
* . cLuTcH: ™ No. 32 90°-Angle 
on Adjustable Clutch Nut Runner 
Specifications 

Capacity: Machine screws and nuts....... up to 54” diam. 
Standard No-load speed..-.................. 500 R.P.M.* 
Weight: Net ..... 28% Ibs. ; Shipping ..... 38 Ibs. 
Overall length ...... 2414"" 


Standard Equipment — 3-conductor cable and plug; special geared end with 
adjustable clutch and one of the right-angle heads listed below; spade 
handle; side switch handle and pipe “handle : Universal motor. 


Optional Equipment — End switch handle can be supplied if desired, no extra 


charge. 
Available Right-Angle Heads and Code Numbers: 
Code Numbers Code Numbers 
With Side With End With Side With End 
Switch Switch Switch Switch 
Head No. Handle Handle Head No. Handle Handle 
400 248-400 182-400 451 248-451 182-451 
450 248-450 182-450 452 248-452 182-452 


Price, (specify voltage) with any one of above Heads...... $ 1 60.00 
Standard Voltage — 110; also available for 220 or 250 volts. 


No. 32 


90° ANGLE *Special speeds (for all units) — 350, 700 or 900 R.P.M.. ... $ 5.00 extra 
ADJUSTABLE Reversing switch “(for ‘all units). 20... .. . 10.00 extra 
CLUTCH Right-Angle Head Specifications, Page 23. 
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No: 49 Positive Clutch Nut Runner 


Specifications 


Capacitys- Lag iscrews o3.ceculCoc ress. up to %4” x 5%” long. 
Machine screws and nuts.......... up to 7%” diam. 

Drancard ING-load speed 47,4. -arod. incces be 500 R.P.M.* 

Weight: Net ...... 35 Ibs. ; Shipping ...... 43 lbs. 


Standard Equipment — 3-wire cable and plug; “quick-change”’ chuck 
(5%” hex.) ; side switch handle with safety switch; spade handle; side 
pipe handle; one No. 22782 hex. socket wrench (7%” a.f.) and shank; 
Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 56 (specify voltage) 

Price Oniietes sta laren ret No ha es vices ska ORO GE $I 30.00 
*Special speeds — 350, 700 or 900 R.P.M..................... $ 5.00 extra 
REN CIMT ee SWOLECHI arg Genes ta ee ac Lace areata woe ew Se 10.00 extra 


No. 42 Adjustable Clutch Nut Runner 


Specifications 


EAS SCEEWS stoi os a - up to 4” x 514” long. 

Standard. No-load:speed..; 2.4.4.4 woo. oe end 500 R.P.M.* 

Weight: Net .. ..47% lbs.; Shipping ..... 57 Ibs. 

Overall length (not including wrench)............ 2634". 

Standard Equipment — 3-wire cable and plug; “quick-change” chuck (5%” 
hex.) ; side switch handle with instant-release safety switch; spade 
handle; side pipe handle; one No. 22782 hex. socket wrench (7%” a.f.) 
and shank; Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 

Code No. 353 (specify voltage) 


sia TG] para the] Fak (oho oen a ee OP. ea a 0 a a oD $ 1 5 5.00 
*Special speeds — 350, 700 or 900 R.P.M.....................$ 5.00 extra 
TRG VeStTI SIAL OLE ry ssi ne Caco SS chee Gye eee eee bob aete se wate 10.00 extra 


No. 42 90°-Angle 
Adjustable Clutch Nut Runner 


Specifications 


Capacity: Machine screws and nuts....up to 7” diameter. 

Standards No-loady speed: aoc ee cee 500 R.P.M.* 

Weight: Net ..... 52% Ibs.; Shipping ..... 65 Ibs. 

Overall leneth® 220)... 2834”. 

Standard Equipment — 3-conductor cable and plug; special geared end with 
adjustable clutch and one of the right-angle heads listed below; spade 
handle, side switch handle and pipe handle; Universal motor. 

Optional Equipment — End switch handle can be supplied if desired, no 
extra charge. 


Standard Voltage — 110; also available for 220 or 250 volts. 


With With Price 


Right Angle Head Specifications Side End Contes 
eae Switch Switch Specify 
Head No. Description Handle Fraadie oltage 
501 5%” square shankt............ 185-501 252-501 $205.00 
505 34” square shankt........... 185-505 252-505 225.00 
+These shanks fit Blackhawk or Snap-on Sockets. 
*Special speeds — 350, 700 or 900 R.P.M..................2.5. 10.00 extra 
Re VOUSID GANIECH an elie cat, it dem a SR A Se ee $ 5.00 extra 


Right-Angle Head Specifications, Page 23. 
Screw Driver Bits and Socket Wrenches, Pages 23-26. 
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ELECTRIC TOOL HEADQUARTERS 


No. 42 
POSITIVE 
CLUTCH 


No. 42 
ADJUSTABLE 
CLUTCH 


No. 42 
90° ANGLE 
ADJUSTABLE 
CLUTCH 


oe he Cid clitrbeleet ile No. 43 Positive Clutch Electric Nut Runner 


LOW-SPEED tool with high torque. This unit can be sup- 
plied with solid spindle and 34” Jacobs geared chuck, for 
slow speed drilling and reaming. 


Specifications 
Capacity: Lag screws ........ up to 34” x 6” long. 
Nuts and bolts....... up to 1” diameter. 
Speed: No-load ......... 90 R.P.M. 
Weishti Nets ck costs Sack 3034 Ibs. ; Shipping Ses: 3934 Ibs. 
Overall? length <7 ys 2234". 


Standard Equipment — 3-conductor cable and plug; “quick-change” chuck 
(5%” hex.) ; spade handle; side switch handle with automatic-release 
switch and locking pin; side pipe handle; one No. 22782 socket wrench 
(%" af.) and shank; Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 

Code No. 245 (specify voltage) 


Price: “Completes 1.3 0728 Sela a gh gt ae rere $ I 30.00 


With solid spindle and 34” chuck for drilling . ++. $145.00 
Special speed — 175 or 275 R.P.M.............. $ 5.00 extra 
Reversing switch 320 cao ie ea ae ees 10.00 extra 


Electric Tappers 


Tapping operations are performed with these tools eight times 
faster than by hand. Automatic reversing mechanism backs the 
tap out of the threaded hole at high speed when operator pulls 
backward. No reversing switch is needed. Will greatly reduce tap 


breakage. 
Applications — Threading holes in steel, cast iron, brass or 
aluminum. 
No. 8 TAPGUN 
Specifications 
Tapping Capacity: In mild steel............ 3/16”. 
Tn. Cast) PON on ets OAL Ons 
In brass or aluminum..... ¥%". 
No-load spindle speed: Tapping ....400 R.P.M.; Reversing ....525 R.P.M. 
Weights) Netvoxifnjc4.4 334 Ibs. ; Shipping eons. 5 Ibs. 
Overall length............. 914". 
Standard Equipment — 3-conductor cable and plug; 3-jaw Jacobs chuck 


and key ; 2-pole automatic-release trigger switch and locking pin mounted 
as a unit with cord protector; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 383 (specify voltage) 
Price,: Complete yiiicitics en) oh eich a ae ee oes $ 


With: specialtap-holding« chuck: 35 ye i sas 2 TO 
No! /23926 Jacobs. Tap-holding. Chuck: 153° .20 2.n ee eee we SOO 


No. 22 Tapper 


Specifications 
Tapping Capacity: In ‘steel «00.022. bud ged 
In Casparons faa ssorueus 3%". 
In brass or aluminum. ..%4”. 
No-load speed (tapping)....300 R.P.M.; Reversing ....500 R.P.M. 
Weight: Net ........ 10% Ibs. ; Shipping oes ee 14% lbs. 
Overall length ........: 1534”. 


Standard Equipment — 3-conductor cable and plug; 3g” Jacobs chuck and 
key ; automatic-release switch and locking pin; detachable side handle; 
Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 

Code No. 90 (specify voltage) 


Price,; Completesinc soe 5 te Rays ees ine erst $8 5 . 00 


v a bie special etme ee Colo \ i (ol ghee eaten eee acs $90.00 
ey 0. 20454 Jacubs ‘Tap-holding ‘Chuck =... 2240 2.22" ee 9.50 
No. 22 TAPPER Special speeds — 500, 700 or 1200 R.P.M................ .$5.00 extra 

No. 119 Bench Stand (for both Tapgun and Tapper)........ 14.00 
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Right Angle Head Specifications 


VAILABLE Heads for Right Angle Screw Drivers and Nut Runners, 
as shown on preceding pages, are listed below. The following specifica- 
tions are indicated: first group — size of built-in socket (for direct use 

on nut tightening) and dimensions of clearance hole behind socket; second 
group — size of “drive square” shank, to which various size sockets may be 
hee third group — size of built-in screw driver bit or socket to take bit- 
shank, 


Head Hexagon-Socket Clearance Hole i] Head | Size of f 
Number | Size Across Flats Diam. Depth — ||_ Number. -| Square Shank 
100 %" A" 14” 105 4" 
101 | 3 
102 it, 4° gy | 303 son 
104. Ad 4" 16” 305 5 sek 
106 5%” 4” 156” : - 
107 1g” Ag 114” | 400 a" 
108 Ye" %" xj" 501 54” 
505 34" 
301 44” 4%” KA” Head Screw Driver 
rd ‘“e, Be “a, Number Bit Size 
= 150 No. 4 
aa ae aes ce 151 No. 6 & No. 8 
451 54” Ye” 1%” 156 No. 6 Me No. gt 
one | WA 3," 
452 % | rr ee 350 1%" Hex. Chuck 


* Square Socket, instead of Hexagon. 
** This Head equipped with dead spindle. 
+ Shank to fit Blackhawk and Snap-On type Sockets. 


Screw Driver Bits for Phillips Head Screws 


(for Scrugun, Torsimeter, 12 & 22 Screwdrivers) 


SPECIAL bit is required for driving the Phillips Head Screw, which has a cross 

form slot instead of the conventional slot and four different slot sizes designated 

as Nos. 1, 2, 3 and 4. Several screw sizes are covered by one slot size; see Table 
No. 1. Bits available for Black & Decker Screwdrivers are listed in Table No. 2. 


Table No. 1 
Type of Screw Slot No. 1 Slot No. 2 Slot No. 3 Slot No. 4 _ 
Flat and No. 4 and No. 5 to No. 10 to No. 18 to 
Wood Savene Oval Head Smaller No. 9 No. 16 No. 24 
Round Head No. 4 and No. 5 to No. 11 to No. 18 to 
ie Se Smaller No. 10 __No. 16 No. 24 
Flat, Oval and een 54” and ” 5%" to 
Stove Bolts Oven Bead 4" at 
Round Head “a, apd 4 sont 74; and 
Flat, Oval and No. 4 and No. 5 to No. 12 and 5%” to 
Binding Head Smaller No. 10 yj" 4" 
Machine Round and No. 4 and No. 5 to No. 12 to 36” and 
Screws Fillister Head Smaller No. 10 566” yy” 
No. 5 and No. 6 to No. 12 and 54%” to 
= Truss Head Smaller No. 10 A Vag 
Flat, Round ae 
Sheet Metal Oval, Binding No. 4 and No. 6 to No. 12and | ....... 
Screws and Stove Smaller No. 10 No. 14 
Head | cnc 33 | 
Table No. 2 
Nee : Price Each 
} 
Slot Size Cat. No. \ aot eg ale Lot of | Lot of | Lot of | Lot of | Lot of 
| 5* 50* 100* 500* 1000* 
No. 1 Torsimeter ri 
yy ask) 17922 and Scrucun $0.64 | $0.60 | $0.50 | $0.43 | $0.38 | $0.35 
shen id 
serge VY" hex. ber.) | 18938 ge hae ree eB6 | 5808) £12103) e681 BB RB 
1 "5 7 3 
” Torsimeter 
{74 be } 17923 and Scrugun 64 .60 -50 43 38 35 
No. 2 7 
(1 hex.) tren |: ge te ane 85 | 80 1,270.1. 268°] © 158 |>) 255 
shank starr 
No. 3 - 
” Torsimeter 
Anas) } 21366 and Scrugun -64 -60 -50 43 .38 35 
Nos. 12 and 
ei 8 17925 85 :80 | .70:| > .63| 258] .55 
{ tha “} 228. D. 
Nos. 12 and 
1“ Pies 17926 x 85 .80 -70 -63 .58 55 
{% be =| 22 §. D. 


* Quantity prices apply only on designated quantities of one size. 
14” hex. shank bits have a projecting length (from chuck to bit end) of 14 
7/16” hex. shank bits have a projecting length (from chuck to bit end) of 2 214". 


Standard and Hex. Socket Bits are listed on next page. 
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ELECTRIC TOOL HEADQUARTERS 


UOinKS 


Q 
hs 
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RIGHT ANGLE HEADS 


ELECTRIC TOOL HEADQUARTERS 


Standard Screw-Driver Bits 
with 14’’ Hex. Shanks—For Torsimeters and Scruguns 


pit® ferent | 6 Bit «| Stand- Special 


° : : d Price Blank Price 
Length | Finder | Price Only Price a : . 
< Rasen aah No: Gaeh Finder | Each | Finder | Each - 


For use with these 
Screw Types and Sizes 


NA? No. No. 
Nos. 2, 3 Wood 14" 18051 | $0.64 | 18050+ | $0.42 | 24475 | $0.30 
No. 2 Machine (except Fitister)| 20482t -42 24478 -30 . 
No. 3 Machine 234" 22396 -85 | 223977 -64 | 24476 -42 | 
No. 2 Sheet Metal \ 23979t | .64 | 24477 | 142 
No. 4 Filister 
Nos. 4, 5, 6, 7 Wood 14” 13208 -64 | 13210 -42 24479 .30 
No. 4 Machine (except Filister) ] 155887 -42 244809 .30 4 
Nos. 5, 6 Machine > 234" 17690 | $1.28 17688 85 5103 -42 | 24466 30 
Nos. 4, 5 Sheet Metal { 54%" 22111.) 1.37 | 22108 -94 5103 -42 | 24466 30 
No. 6 Sheet Metal (except Stove) 
Nos. 8, 9 Wood 1%" 13207 -64 | 13209 -42 | 24481 .30 
No. 6 Stove 16529+ -42 | 24482 -30 
No. 7, 8 Sheet Metal 234" 13356 | 1.28 | 13353 85 5105 -42 | 24467 .30 
No. 8 Machine { 544" 13469 1.37 | 13470 -94 5105 +42 | 24467 -30 
No. 10 Filister 
Nos. 10, 11 Wood 1%" 15475 -64 | 15469} -42 | 24483 .30 
No. 10 Sheet Metal 234" 23494 -85 | 23493t -64 24484 -42 
No. 10 Machine (except Filister) 234” 18593 1.28 18594 85 5107f -42 24468 .30 
No. 12 Filister 


No. 12 Sheet Metal ” 21731 1.28 21730 85 5109f 42 24469 -30 
No. 12 Machine (except Filister) 
4” Filister 


No. 12 Wood 1\y" 16772 | .64 | 16773¢ | .42 | 24485 | .30 
234 


tUsed with Scrugun only. 
+Used with Torsimeter and 90° heads. 


*All lengths shown are the projecting lengths, from 
chuck to end of bit; they do not indicate overall lengths. 


STANDARD BIT 


PROTECTOR WITH FINDER **Quantity Prices—Bit-and-Finder Assemblies and Bits 
"SLEEVE only in this group are subject to special quantity prices, 
which prices apply only on designated quantities, all of 
one size. 
EXTRA LENGTH BIT Pas | Pros Each 
: B Lot of Lot of Lot of 
Each | BPs A ae Eee 
$0.64 $2.35 $0.42 $0.38 $0.30 
185 3.00 | 55 | -50 | 40 
94 3.30 -60 255 45 
1.28 4.50 .80 75 .60 
1.37 4.80 90 -80 65 


Special Hex. Drive Bits 


for Hollow Head Cap Screws Protecting Sleeves 
(Illustrated on Page 23) 


Used on Torsimeters and Scruguns, when Bits are used 


Thi dal: t ¢ h drivi without Finders. 
is special type of screw has a driving recess con- No. 19178 Protecting Sleeve for No. 3 Torsimeter............. $0.55 


sisting of a hexagon-shaped socket requiring a bit with No. 13201 Protecting Sleeve for Scrugun.............-..2-0-- 55 
a hexagon driving end. We can supply correct bits for 


driving these special screws in both the 14” hex. shank and Bit Extensions 


7/16” hex. shank size. Thus these bits are adapted to all 
Drivers from the Torsimeter to the No. 22. Screw Driver Bit Extensions are available in various 
lengths, with 4” or 7/16” shank to fit Torsimeter, Scru- 
ge Size Screws with which Bit is Used gun or Screw Driver Chuck, and a chuck socket to take 
penn Flat on Pas 2 l standard bits and socket wrenches. These Extensions 
ber mete SEB Sa i Pee, Speci greatly reduce bit replacement costs, where long bits are 
Bit needed, 
i Hex. Drive Bits with 4” Hex. Shanks - - 
18577 iy" 114” #8 1G? a $2.00 one | Leagih | Shank Li] | Box of | 50 Lot | 100 Lot 
18578 ky 14" #10 & #12 fee 200 No. Size Eac 5 Each Each 
18579 ge 144" yr an yr | 3700 22581 a 4° | $1.25 ae es 
Hex. Drive Bits with %4” Hex. Shanks rome $e EE a oe EO 
17892 iG" arf 4" vag 4" | $2.50 22323 10” ” 1.30 tis 
19223 | 1g” 2” 5" ig? fe 2.50 15023 4” ign 1.15 | $4.90 | $0.75 
26842 4" De Rs es %"Allen| 14” 2.50 14989 6” 144" 1.25 | 5.30 
18977 iG” 2” | 34" and 1%" |" 54” 54" 2.50 5287 8” Ad 1.35 | 5.75 85 
23492 3g" 2” | "and %" | 34” ig* 2.50 5288 10” Ad 1.50 | 6.40 95 


Standard Screw-Driver Bits 


with 7/16” Hex. Shanks—for No. 12 and No. 22 Drivers 


ELECTRIC TOOL HEADQUARTERS 


Bit and 


z , : Stand- Special 
For use with these ae pieces Price at Price ard Price | Blank | Price 
Screw Types and Sizes 8 re Each N y Each | Finder | Each | Finder | Each 

Assem. No. NG No 
No. post i 

Nos. 4, 5, 6, 7 Wood || 214" 5345 |$1.28 5104 |$0.85 5103 24466 

No. 4 Machine (except Filister) J ee, 15085 | 1.45 15049 | 1.02 5103 24466 
Nos. 5, 6 Machine 6" 15086 | 1.54 15050 | 1.10 5103 $0.42 | 24466 | $0.30 

Nos. 4+, 5 Sheet Metal 8” 15987 | 1.62 15051 | 1.20 5103 24466 

No. 6 Sheet Metal (except Stove) 10” 15088 | 1.70 15952 | 1.28 5103 24466 

Nos. 8, 9 Wood 214" 5346 | 1.28** 5106 .85**| 5105 24467 | i 

No. 6 Stove 4” 15089 | 1.45**| 15953 | 1.02**| 5105 24467 : 
No. 7, 8 Sheet Metal 6" 15099 | 1.54**| 15054 | 1.10**| 5105 42 | 24467 .30 

No. 8 Machine 8” 15091 | 1.62**| 15955 | 1.20**| 5105 24467 

No. 10 Filister 10” 15092 | 1.70**} 15056 | 1.28**| 5105 24467 

No. 10, 11 Wood 214" 5330 | 1.28** 5108 .85**| 5107 24468 

No. 10 Sheet Metal 4” 15093 | 1.45**| 15057 | 1.02**| 5107 24468 
No. 10 Machine (except Filister) 6” 15094 | 1.54**| 15058 | 1.10**| 5107 -42 24468 30 

No. 12 Filister 8” 15095 | 1.62**| 15059 | 1.20**| 5107 24468 

10” 15096 | 1.70**} 15060 | 1.28**| 5107 24468 

No. 12 Wood 21%" 5343 | 1.28**| 5110 -85**| 5109 24469 

No. 12 Sheet Metal 4% 15097 | 1.45**| 15061 | 1.02**| 5109 24469 
No. 12 Machine (except Filister) Ge 15998 | 1.54**| 15062 | 1.10**|} 5109 42 24469 -30 

14" Filister 8” 15099 | 1.62**| 15063 | 1.20**) 5109 24469 

10” 15100 | 1.70**| 15064 | 1.28**| 5109 24469 

No. 14 Wood \ 24" 5344 | 1.28** 5112 -85**| 5111 24470 

No. 14 Sheet Metal 4" 15101 | 1.45**| 15965 | 1.02**| 5111 24470 
14” Machine (except Filister) | 6” 15102 | 1.54**| 15066 | 1.10**) 5111 -42 | 24470 30 

es 15103 | 1.62**| 15067 | 1.20**| 5111 24470 

10” 15104 | 1.70**} 15068 | 1.28**| 5111 24470 

No. 16 Wood 24%" 5329 |-1.28** 5114 .85**| 5113 24471 

5" Filister +" 15105 | 1.45**| 15069 | 1.02**| 5113 24471 
6” 15106 | 1.54**| 15070 | 1.10**| 5113 42 24471 30 

eB 15107 | 1.62**| 15071 | 1.20**| 5113 24471 

10” 15108 | 1.70**} 15072 | 1.28**| 5113 24471 

No. 18 Wood 254” 5364 | 1.28 5116 .85 5115 24472 

54" Sheet Metal 4” 15109 | 1.45 15073 | 1.02 5115 24472 
6” 15110 | 1.54 15074 | 1.10 5115 42 | 24472 30 

8” 15111 | 1.62 15075 | 1.20 5115 24472 

10” 15112 | 1.70 15076 | 1.28 5115 24472 

5%” Machine (except Filister)) 234" 5366 | 1.28 5118 .85 5117 24473 

No. 20 Wood Hissaeh 15113 | 1.45 15077 | 1.02 5117 24473 
34” Filister if ake 15114 | 1.54 15078 | 1.10 5117 42 24473 30 

Se 15115 | 1.62 15079 | 1.20 5117 24473 

i| 10” 15116 | 1.70 15980 | 1.28 |* 5117 24473 

No. 24 Wood 234" 5369 | 1.28 5120 85 5119 24474 

34" Machine (except Filister) 4” 15117 | 1.45 15081 | 1.02 5119 24474 
Gf 15118 | 1.54 15082 | 1.10 5119 -42 | 24474 -30 

Be 15119 | 1.62 15083 | 1.20 5119 24474 

19” 15120 | 1.70 15084 | 1.28 5119 24474 


*All lengths shown are the projecting, lengths, from 
chuck to end of bit; they do not indicate overall lengths. 


**Quantity Prices — Bit-and-Finder Assemblies and 
Bits only, in this group, when marked thus (**) are 
subject to special quantity prices, which prices apply 
only on designated quantities, all of one size. 


Bit only, Witho .t Finder. 


Price Box 50-Lot 100-Lot 500-Lot 1000-Lot 
Each of 5 Each Each Each Each 
$0.85 $3.00 $0.55 $0.50 $0.40 $0.35 
1.02 3.60 65 60 50 45 
1.10 3.90 .70 65 55 50 
1.20 4.20 75 70 60 55 
1.28 4.50 -80 75 65 -60 

Bit-and-Finder Assembly 

$1.28 $4.50 $0.80 | $0.75 $0.60 $0.50 
1.45 5.10 -90 85 .70 .60 
1.54 5.40 -95 90 75 65 
1,62 5.70 1.00 95 80 70 
1.70 6.00 1.05 1.00 85 75 
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from 5%” to 7/16”. 
No. 24880 


STANDARD BIT AND FINDER 


Adaptors 


To use Screwdriver Bits and Socket Wrenches with 
7/16” hex, shanks in the Nos, 32, 42 or 43 Drivers, an 
Adaptor is necessary to reduce the Chuck capacity 


56” to 7/16” Bit Adaptor 


ELECTRIC TOOL HEADQUARTERS 


SHANKS 


Socket Wrenches 


COMPLETE range of Socket Wrench sizes, for use on all Screw Driver 
and Nut Runner units. As indicated in the table, various sockets are 
interchangeable on separable drive-shanks; the shank sizes being 

adapted to the various Drivers as follows: 
%" Hexagon Shanks—for Torsimeters and Scruguns. 
7/16” Hexagon Shanks—for Nos. 12 and 22 Screw Drivers. 
54” Hexagon Shanks—for Nos. 32, 42 and 43 Nut Runners. 

’Drive openings” in the sockets. fit corresponding “drive squares” on the 
ends of the shanks; be sure to match these sizes in ordering separate shanks 
and sockets. 

“Socket sizes” indicate the size opening to fit the nut or bolt to be driven 
and are available in either hexagon or double square openings. 


Sockets 
ket Drive Cat. No. Pri Cat. No. fi 
Boeke Opening gore Bach gaits eso aay rece 
Yy%" Vy" 20512 $0.70 20519 $0.85 
%" yn 20513 POs eee ign 
4%” yy" 20514 .70 20520 85 
Ny" Yy%" 20515 70 20521 85 
34" yr 20516 70 20522 85 
Ye" yr 20517 .70 20546 85 
Yo" yu 20518 75 22915 90 
v6" yn 22917 80 22916 95 
ng 3" 22762 75 22763 1.00 
546” 36" 22764 .75 22765 1.00 
34" Vw" 22766 75 22767 1.00 
Ye” 4" 22768 .75 22769 1.00 
Vy” yy" 22770 75 22771 1.00 
Ye” ye" 22772 £75 22773 1.00 
5” Ye" 22774 75 22775 1.00 
4," 14" 22776 -75 22777 1.00 
Me, Ye" 22778 1.00 22779 1.30 
1344" yy" 22780 1.00 22781 1.30 
ye" Vy" 22782 1.00 22783 1.50 
154," yy" 22784 1.25 22785 1.60 
1” 14” 22786 1.35 22787 1.75 
146” 54" 22788 2.00 22789 2.50 
1h’ Ad 22790 2.25 22791 2.75 
134%" 56" 23298 3.50 23297 5.50 
14” 5g” 23300 3.50 23299 5.50 
1%" 54" 23302 4.00 23301 6.00 
13%" 5g" 23304 4.50 23303 6.50 
1%" 5g" 23306 5.00 23305 7.00 
1%" yal 23308 5.00 23307 7.00 
154” 54" 25943 5.50 25942 7.50 
Shanks 
Shank Drive Square Overall | Catalog | Price 
Size Size Length Number Each 
yy" yy" De 20510 $1.00 
4" yn 6" 20511 1.50 
LC 36" 234" 22792 1.50 
Ye" 34" es 22793 1.85 
Ye” Ye" 234” 22794 2.00 
Ye” V4" 5” 22795 2.25 
54” ye" 3" 22796 2.25 
5g” ye" 5 22797 2.50 
54" 54" 3” 22798 2.75 
54" 54” 5m 22799 3.00 
Adapters 
Used to adapt larger size sockets to smaller size shanks. 
Size Square Size Square Catalog Price 
Male Female Number Each 
is 1g" 22800 $3.50 
54” Ye" 22801 3.00 
yy" 36” 22802 2.65 
6" yy" 22803 2.65 
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Electric Porto-Shears 


MPORTANT engineering advancements have been made in both models 
of the famous and popular PORTO-SHEAR. These improvements are 
detailed below, under each unit. 


The Porto-Shear will cut all types of sheet metal quickly, easily, and 
accurately. It is also used successfully for cutting thin sections of laminated 
wood and sheet plastics, with slight changes in blade contours. Porto- 
Shear cuts to a 34” radius, and easily follows a straight or irregular pattern 
line — because the cutting blade is always visible. Both Shears easily cut 
to rated capacity in steel and galvanized iron; about one gauge thinner in 
Monel and stainless; and 50% above rating in copper, aluminum, lead and 
other non-ferrous metals. Rapid reciprocating action of vertical blade against 
stationary horizontal blade makes clean, smooth cut. Shoe contour indicates 
correct cutting angle. 


Simplicity of construction reduces service replacements and increases life 
of the tool. Blades can be reground without special fixtures. Both units are 
full ball-bearing equipped (except eccentric) and powered by Universal 
motors. 


No. 18 Gauge Porto-Shear 


New housings of pressed steel have reduced the diameter, overall length 
and weight of this unit — greatly improving the operating balance and ease 
of handling. The housing serves as a “self-handle”, eliminating the end handle. 
Power and capacity are equal to previous model. 


16 Gauge Porto-Shear 


A new operating handle makes this larger, more powerful unit much 
easier to use. The handle contains an instant-release trigger switch, and may 
be held at any position, over-top to rear-end, for best balance and control. 
Power and capacity same as previous model. 


No. 18 Gauge No. 16 Gauge 


Specifications Porto-Shear Porto-Shear 
Capacity: in Steel (U. S. Std.)...... 18-gauge 16-gauge 
Cutting Speed: No-load ............ 2500 2500 
(Strokes per minute): Full-load..... 1500 1500 
WLhEIBNErAIVeL: Gin geiies Sine ea hack ee 5% lbs. 8% lbs. 

SHIP pm ei es he ee os 8 Ibs. 10% lbs. 
Omeralletenpi hrc acs eat oie cane tes 91%" 12%” 
Code No. (specify voltage) .......... 258 259 


Price ompletes cos vaca eon ewes $60. 00 $76. 00 


Standard Equipment — 3-wire cable and plug; slide-switch on No. 18; 
trigger-switch with locking pin on No. 16; one set Porto-Shear blades ; 
set-screw wrench; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


Attachments and Replacements 


Pinte tC Ver OGle HOOP TsIAGet: 601 /s0 awa ik ado ving aie Ciclaga vibe, clave sinew on hive epee 4 ep 

OSL Me TCI ONUREY MEAG Piata oe seers Bie Clee Bisel 'a ohmic 4 one een hp alu.e bow a pele gsie ee ne es.ere 

IN 20 sab SCrew ONLY 1OPr VErtiGA! DIBAG oo i-o kien wos ocie anc waerdd ane ne waisicce eo bee wore é 
No. 23046 Stand—(Shear placed upside down in Stand can be used for bench work). 2.75 


Electric Glue Pot 


OR continuous use where maintenance of constant working temperature 

is important.. Thermostatic control brings the glue up to 150° Fahrenheit 

rapidly (best working temperature), and maintains that temperature 
within 5°. Nichrome heating element sealed and protected against moisture 
and foreign substance. Cast iron glue pot is machined to fit in the water jacket, 
conserving heat and reducing current consumption. Equipped with convenient 
carrying handle and heavy iron brush wiper. 


Applications — Book binderies, printing plants, furniture and cabinet fac- 
tories, toy factories, piano factories, etc. 
Specifications — Capacity of glue container 2 quarts. 
Weight: Net ...... 14% lbs.; Shipping .... 16 lbs. 
Furnished complete with nichrome heating element, iron water pot, cast- 
iron glue pot, 3-wire cable and plug. 
Supplied for either 110 volts or 220 volts, alternating current only; 
not for D. C. 
Code No. 89 (specify voltage) 
HeICe COMI DIeteie sate isa etre an eS ae) 2a eae $ I 9 50 


ELECTRIC TOOL HEADQUARTERS 


ELECTRIC GLUE POT 


“INSIDE STORY” 


of Electric Hammer 


No. 30 HAMMER 


No. 32 HAMMER 


Portable Electric Hammers 


CoP a self-contained units operated by Universal mo- 
tors and requiring no transformers, rectifiers or other extra 


equipment. Greatly speed up any drilling or cutting operations 


requiring a hammer action. 


In Black & Decker Electric Hammers the action is developed by 
an oscillating weight and spring assembly, the weight driven indi- 
rectly by a crank. The motor is mounted at right angles to the 
barrel and operates through a train of reducing gears. 


The action in these units is characterized by a definite “follow- 
through” stroke, producing a high ratio of efficiency. The units are 
well balanced, compact, and light in weight. 


Drilling and channeling in concrete, stone or brick. Removing 
form marks from concrete surfaces. Caulking joints and seams in 
tanks, pipe lines, etc. Removing scale in boilers, tanks, etc. 


Installing signs, fixtures, theatre seats, etc. Tamping molds and 
concrete forms; vibrating concrete forms for smooth finish. 


Gouging and shaping wood beams, timbers, etc. Cleaning cavities, 
gouging and channeling in tree surgery. 


No. 30 Portable Electric Hammer 


Efficient operating range...... 3/16” to %"*. 
Extreme operating range ...... 3/16” to 34”. 
Number of blows per minute ery MoeenOS 
Net weightisc,. 30 534 Ibs. 
Shipping weight ..... 15 Ibs. 
Overall length ...... 127%". 


Standard Equipment — One No. 22587 chuck wrench; one dust shield; 
one No. 24024 (%4"”) speed bit; 3-conductor cable and plug; rocker- 
type switch; tool retaining spring; drift key; carrying case and can 
of oil; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 102 (specify voltage) $ 
ee 85.00 


Price,.Complete .......... es ee 


No. 32 Portable Electric Hammer 


Efficient operating range........ 4" to 4"*. 
Extreme operating range.....3/16” to 11%”. 
Number of blows per minute......... 2,300. 
Net weight ........ 1034 lbs. 
Shipping weight ....22 lbs. 
Overall length ...... 1454”. 


Standard Equipment — One No. 22587 chuck wrench; 
one dust shield; one No. 7162 (54”) star drill; 
3-conductor cable and plug; trigger switch; tool 
retaining spring; drift key; carrying case and 
can of oil; Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 103 (specify voltage) 


Price, Complete sis citcc cue me lee eee ae $1 : 5.00 


*“Efficient Operating Range” (shown by black circles) indicates the 
maximum and minimum hole sizes in concrete, between which each Hammer 
does its most efficient work. The “Extreme Operating Range” (shown by 
orange circles) indicates the limits to which each Hammer can be used in 
emergency. If bits or drills below the Efficient Operating Range of the Ham- 
mer are used, there is danger of excessive bit breakage from the heavier- 
than-normal Hammer blows. If drills above the Efficient Operating Range 
are used, work will be noticeably slower and less satisfactory. 


28 


No. 34 Portable Electric Hammer 


Efficient operating range...... ¥"” to 14%"*. 
Extreme operating range........ %” to 1”. 
Number of blows per minute......... 2,200. 
Net weight... ..... 19% Ibs. 
Shipping weight ..... 31 Ibs. 
Overall length ....... 181%”. 


Standard Equipment—One No. 22754 chuck 
wrench ; one dust shield ; one No. 7096 (1”) 
star drill; 3-conductor cable and plug; 
trigger switch; tool retaining spring; drift 
key; carrying case and can of oil; Uni- 
versal motor. 

Standard Voltage — 110; also available for 
220 or 250 volts. 

Code No. 104 (specify voltage) 


Price, Complete .......... $ 1 45.00 


No. 36 Portable Electric Hammer 


Efficient operating range — 
1144" to 2”*. 
Extreme operating range — 


iH" to 2”. 

Number of blows per minute — 
1,950. 

Net weight.......... 29% Ibs. 

Shipping weight ...... 44 lbs. 

Overall length ........ 20%”. 


Standard Equipment — One No. 
21726 turning handle; one No, 
21946 (1%”) star drill; 3-con- 
ductor cable and plug; trigger 
switch; tool retaining yoke 
mounted on barrel; carrying case 
and can of oil; Universal motor. 

Standard Voltage — 110; also 
available for 220 or 250 volts. 


Code No. 105 (specify voltage) 


Price, Complete $ | 95 .00 


*“Efficient Operating Range’ (shown by black circles) indicates the 
maximum and minimum hole sizes in concrete, between which each Hammer 
does its most efficient work. The “Extreme Operating Range” (shown by 
orange circles) indicates the limits to which each Hammer can be used in 
emergency. If bits or drills below the Efficient Operating Range of the Ham- 
mer are used, there is danger of excessive bit breakage from the heavier- 
than-normal Hammer blows. If drills above the Efficient Operating Range 
are used, work will be noticeably slower and less satisfactory. 


Supplies 
SPECIAL HAMMER LUBRICATING OIL FOR ALL HAMMERS 
Cape meee Gseaiz nCOntaINer, <0 kin8 s. 4 a Stee eee bake $0.25 
Pte GNA 2OSUUE tite COMAINGD fo. cache cng bale os celeb Seda ee Pele wceehs 50 
See eEe2 OL Catt, (CONtINEL) c's hea So ta bs ache dee be ee SBD 
Gatee Non 229452 Gallonc Container oy east save c he oae peal lo esc ewe tees 200 


CARRYING CASES 


Ample space for the Hammer, Chuck Wrench and usual assortment of 
tools and accessories. 


CoEONG “1 Oc0Gn Or NO oU, Fammer jor. oa) oe I $ 7.75 
eae Oe FS SOO OLN Osoe) ELAINMCIa st cine i cir daly Posted ain 900 
CareNac 21005. tor NO o4 Mammetinn 40 foc ee puds Paes ek eee 10.00 


COLoNO a1sG79; torso: oo Hammers .6'.. cavsaht ooh Sok tk oo ae a ee 


Electric Hammer Handbook 


COMPLETE and profusely illustrated booklet on the construction, 
proper operation and applications of Portable Electric Hammers. 
Suggests many additioral uses for Hammers, shows how all accessory 

tools are used and offers valuable pointers on the care and operation of these 
versatile tools. Sent free on request. 
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No. 34 HAMMER 


No. 36 HAMMER 
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ELECTRIC TOOL HEADQUARTERS 


HAMMER 
ACCESSORIES 


ee Bee sos | tt Me: siemens 


Shanks and Tappers 


To make it easy to identify shanks and tapers for chuck wrenches and 


tools, we have established the following standards: 


SHANK No. 1 — Straight, round shank 
2%” long, fits the nose piece of Nos. 30 and 
32 Hammers. Used on Chuck Wrenches Nos. 
22587, 23806, and on tools that fit directly into 
these Hammers. 


SHANK No. 2 — Straight, round shank 
2%” long, fits the nose piece of Nos. 34 and 
36 Hammers. Used on Chuck Wrenches Nos. 
22749, 22754, Chuck No. 22510 and on tools 
which must turn freely in the nose piece. 


SHANK No. 3 — Straight, hexagonal shank 
2%” long, fits the nose piece of Nos. 34 and 
36 Hammers. Used on hammer tools which do 
not rotate in the Hammer nose piece. 


TAPER “A” — Tapered shank on all star 
drills, speed-bits and diamond points in diam- 
eters up to 34” inclusive, fitting chuck wrenches 
Nos, 22587 and 22749, 


SHANK No.1 


SHANK No.2 


SHANK No.3 


TAPER A 


TAPER B 


TAPER “B” — Tapered shank on all star drills in diameters 34” to 
14%” inclusive, fitting chuck wrenches Nos. 23806, 22754 and Chuck No. 
22510. 


Chuck Wrenches and Turning Handles 


Cat. fiacs For Shank Taper Use with Price 
No. Drill Sizes No. Socket Hammer Each 
22587 Chuck Wrench up to 34” i A 30 & 32 $3.85 
23806 Chuck Wrench | '¢” and over 1 B No. 32 3.85 
22749 Chuck Wrench up to 24” 2 A No. 34 4.25 
22754 Chuck Wrench 1L6” to 1144" 2 B No. 34 5.00 
22510 Chuck Only 116” to 144” 2 B No. 36 5.00 
21726 Turning Handle Over 1144”* ee No. 36 2.00 


1 


* Star Drills 114” and up are made with No. 2 Shank to fit directly into nose piece of No. 
36 Hammer. Just below the shank is a square that accommodates the No. 21726 Turning 


handle. (See Fig. C.). 


Star Drills (Figs. B and C) 


ne i ek Use Chuck Wrench or Turning Handle 
se ad pein Shank | Front ||For No. 30(For No. 32|For No. 34{For No. 36 
R Hammer | Hammer | Hammer | Hammer 
7167 4” 5” A $0.60 22587 22587 22749} tees 
7168 6” 5” A -65 22587 22587 22749 sesee 
7160 3%” 5” A -65 22587 22587 227497 | ..... 
7169 Vy” 5” A -70 22587 22587 aoraet vanes 
7161 4” 9” A -70 22587 22587 22749t | ..... 
9364 44” 18” A 85 22587 22587 22749f os 
7170 YG" 9” A 75 22587* | 22587 22749¢ | ..... 
7162 54” 9” A -75 22587* | 22587 22749t | ..... 
9372 5g” 18” A -90 22587* 22587 22749f | ..... 
7171 ie” 9” A -80 22587* 22587 227407 |. ..... 
24673 ite” 9” Bl a4 -80 23806* 23806 227547 | ..... 
7163 57 9” A|§ 80 22587* 22587 227497 | ..... 
9380 4” 18” Ala 1.00 22587* 22587 oi & 4 ey ee ees 
9382 4” 24” Ar 1.25 22587* 22587 22749} 
23081 34” 9” B|¢ -80 5 23806 7 thse at eee 
23082 a4" 18” BI & 1.60 ° 23806 | 22754 | ..... 
23083 4” 24” Bie 1.25 . 23806 22754 | ..... 
7172 ig” 9” B -90 eis 23806* 22754 22510} 
7097 KH" 9° B QOH Ye arene 23806* 22754 22510f 
9388 i" 18” B tS ed | eee 23806* 22754 225107 
9390 en 24” B Reb O aes Sees 23806* | 22754 22510 
7173 1544” 9” B 2.00 |]: eevee 23806* 22754 22510f 
7096 1” of B 1 Ls Eee eae 23806* 22754 22510T 
9396 1 18” B 1650 [ys cease 23806* 22754 22510t 
9398 1” 24” B 1 BSY eg | hee eer 23806* 22754 22510} 
10751, 1}4” 12” B BZD os cieie's 23806* 22754 22510t 
10981 14” 24” B} CT | era gee 23806* 22754 22510f 
21942 1144” 18” No. 2 jE Oo | Beier ened Her ec 21726* 21726 
21943 144” 30” RSA O tar Pw fm | Nr ed le 21726* 21726 
21944 134” 18” NOS at PS UOOr ie oe eres 21726* 21726 
21945 134” 30” NOs 2 |G le 8500) jcc a [oon fae 21726* 21726 
21946 144” 18” INQ. Pi sed (eRe MY 05d sak yawn 21726* 21726 
21947 144” 30” Nau 2 eh BeOS ease lead ee 21726* 21726 | 
21948 13%” 18” No 2a. S298 al ose. bette 21726* 21726 | 
21949 134” 30” No.2] 3}. 8.704) 0. be ana 21726* 21726 
21950 2” 18” No. 2/#} 3.50 Acoras wee Bor 21726* 21726 
21951 2” 30” No. 2 ca Ma | WNerarsraper ions Saisie ay 21726* 21726 


* These Star Drill sizes are beyond the Hammer's efficiency range, though the Chuck 


Wrench will accommodate them. 


These Star Drill sizes are below the safe limit which can be used with the Hammer in- 


dicated, without danger of excessive drill breakage. 
** Standard Package—S to a box. 
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Speed-Bits (Fig. A) 


“Speed-Bit,’” a Black & Decker development, cuts small holes in hard material at 
higher speed than Star Drills or Diamond Points. Easily and quickly sharpened, Speed-Bit 


is faster, less expensive, more satisfactory for holes from 3/16” to 59”. 


ELECTRIC 


Catalog Point | Overall | fered Chuck Wrench for Price, per 
Number Diam. Length Re Nos. 30 or 32 Dozen* 

23453 3” od A 22587 $5,40 
11363 4” 314” A 22587 5.40 
11364 56” 334” A 22587 6.00 

11365 34” 4” A 22587 6.00 

11366 Lig” 416” A 22587 6.60 

24024 we” 5” A 22587 6.60 

11367 yy” he! A 22587 7.20 

24025 Ye” 5” A 22587 7-20 
11368 y%” of A 22587 7.80 

24026 54” 5” A 22587 7.20 

11369 54” 9” A 22587 7.80 

* Priced in dozen lots only. Packaged six bits to a carton. 

Bull Point (Fig. D) 
Catalog | Blade | Overall Shank | Use with | Price 
Number Width Length Number Hammer Each 
ey eee 10” 1 No. 30 or No. 32 $1.65 

v2) ie Meena is 18” 1 No. 30 or No. 32 2.30 
BORG is ia 12” 3 No. 34 or No. 36 1.80 
PATO OR eae 20” 3 No. 34 or No. 36 2.50 

Cold Chisels (Fig. E) 

11108 54" 8” 1 No. 30 or No. 32 1.40 
7095 yn Q” 3 No. 34 or No. 36 1.50 
9405 aR’ 20” 3 No. 34 or No. 36 2.25 

Seam Tool (Fig. F) 
RAs EEN «ia oS OF. | 1 No. 30 or No. 32 2.25 
R055 2 posh. 9” 3 No. 34 or No. 36 2.35 
4-Point Scaling Tool (Fig. G) 
17335 | Rae, 9” 1 {| No 30 or No. 32 | 2.25 
Flat Wood Chisel (Fig. H) 
~ $089 er TT No. 84 oF No. 36 
Scaling Chisels (Fig. J) 

12446 14" 9” 1 No. 30 or No. 32 2.15 

17314 1%” 9” 1 No. 30 or No. 32 2.25 

17815 a io" 1 No. 30 or No. 32 2.35 
12401 146” 12” 3 No. 34 or No. 36 2.40 

22886 2 12" 3° No. 34 or No. 36 2.50 

22887 2%” 12” 3 No. 34 or No. 36 4.25 

Web Cutting Tool (Fig. K) 
20859 eve tata | 19” | 3 No. 34 or No. 36 | 6.75 
Bushing Tool (Fig. L) 

RIG 20 is foie tenes 8” 1 No. 30 or No. 32 6.25 
1 are 9” 3 No. 34 or No. 36 6.25 

10684 Head Only CPi Gd veal aaiare MEER Lab ee! Bee SEA aE ors 4.75 

Tool Blanks (Fig M) 
11107 | | 10” | 1 | No. 30 or No. 32 1.15 
7267 1 dag 3 No. 34 or No. 36 | 1.25 

DRIFT KEY 

Used to remove t»per-shank bits from: oscket of Chuck Wrench. 

Cat. No 7276, for all Chuck Wrenches................00 eee ececeecnece 135 
TOOL RETAINING SPRINGS 

To hold straight-shank tools in nose piece of Hammer. 

Cat. No. 10909, for Nos 30 and 32 Hammers...............---002000- AS 

Cat: No: 21750, for No.of Hammers oi, oc es 0ica cine o's ves 00 bac steed cen .15 
DUST SHIELDS 

Used in over-head drilling to prevent dust from entering nose piece and 

mechanism of Hammer. 

Cat. No 17746, for Chuck Wrenches Nos. 22587, 23806, 22510........... 35 
Cat. No. 17747, for Chuck Wrenches Nos. 22749 and 22754.............. 35 
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ELECTRIC TOOL HEADQUARTERS 


#95 QUICK SAW 


Portable Electric QUICK-SAWS 


LACK & DECKER Portable Electric Quick-Saws offer many de- 
sign and construction features; complete safety, perfect balance, 
increased power, efficient fan and ample vent slots, close-coupled 
design, reduced weight and length. “Saw grip” switch handle. 
Cutting depth can be adjusted at any point up to maximum. Shoe can 
be tilted for bevel cutting at any angle to 45°. A detachable, adjustable 
rip-fence guides rip-cutting up to 6”. Telescoping guard covers blade 
except when cutting. Inner guard opens as Saw enters cut, and springs 
closed as Saw emerges. Outer guard swivels to follow depth adjustment. 
2-pole instant-release switch inside the grip prevents accidents. 


No. 75 Electric Quick-Saw 
Depth of Cut—234” 


Widely useful portable Saw ; depth of cut will handle all popular lum- 
ber sizes; power is transmitted by efficient worm gears. 


Specifications 
Diameter of Saw blade......71%4"; Driving Flange Pilot... .14%”. 
Maximum vertical depth of cut: 
On vertical cut...... 234” ; One abies aioe nee eee 134”. 
Speed: No-load ......3200 R.P.M. 
Weight Nets ih, cn non 1834 lbs. ; Shipping ....... AE oe LDS: 
Overall length. eee Bis Vie 


Standard Equipment — 2-pole instant-release switch; 3-wire cable and 
plug; adjustable shoe; detachable ripping fence; combination rip 
and cross-cut blade; carrying case; one-half pound container of 
“Saw Lube”; T-handle wrench; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 260 (specify voltage) 
Price, Complete) 24 cian ok ae ee $105.00 


No. 85 Electric Quick-Saw 
Depth of Cut—254” 


A close-coupled, perfectly balanced cut-off Saw, especially suited to 
one-hand operation. Helical gears, splined spindle, full-power motor. 


Specifications 
Diameter of blade. . . 84"; Driving Flange Pilot. 134”. 
Maximum vertical depth of ‘cut: 
On verticals Cuvee iia 25%”; On aoScntve: fice Sr aee 
No-load Spindle — 5,000 R.P.M.; 
Weight: Net ..... 15 oe QOPA Theis Shipping 232 can 45-Ibs: 
Overallclengthicye.ce conus 4314" 


Standard Equipment — 2-pole instant-release switch; 3-wire cable and 
plug; adjustable shoe; detachable ripping fence; one combination 
rip and cross-cut blade; T-handle wrench; metal carrying case; 
Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 382 f Itag' 
Price: pete fae iene oo cg RAE: Sead ee ag $122.00 


No. 95 Electric Quick-Saw 
Depth of Cut—314” 


A larger unit for work requiring greater depth of cut; power is 
transmitted by efficient worm gears. 


Specifications 

Diameter of Saw blade......914"; Driving Flange Pilot... .134”. 
Maximum vertical depth of cut: 

On vertical cut.... 344" 5 On 45 2O CGE mea: 234”. 
Speed: No-load ..... 2500 R.P.M. 
WeiphtsoNet joa toe a 26 Ibs. ; SHIppMee osc ...54 Ibs. 
Overall denethiiess iro: 1914". 
Standard Equipment — 3-wire cable and plug ; 2-pole instant-release 


switch; adjustable shoe; detachable ripping fence; combination 
rip and cross-cut blade; carrying case; one-half pound container 
of “Saw Lube”; T-handle wrench; Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 375 (specify voltage) 

Price, Complete $ I AO. 00 
No, 19862 Carrying Case for No. 75 Saw. 
No. 23170 Carrying Case for No. 85 Saw 
No. 22730 Carrying Case for No. 95 Saw. 
No. 23636 Adjustable Rip Fence for Nos. 75 and 95 Sa 
No. 23637 Adjustable Rip Fence for No. 85 Sawer 
No. 20343 T-handle Wrench for Tightening Blades On All Saw 
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Saw Blades 


For Portable Electric Quick-Saws 


ARIOUS types of Saw Blades and Discs are available for use with the 
Portable Electric Quick-Saws listed on Page 32, adapting these units 
to a wide range of uses. In addition to the Blades listed for current model 

Saws, sizes are also listed for previous models 6”, 8” and 10” Saws. Blades are 
easily interchanged on the spindle of the Saw for which they are indicated. 


Crosscut Saw 


For fast, smooth cross-cutting. Makes 
a smoother cut than the Combination 
Blade furnished as standard equipment. 


Cat. Blade Use with Price 
No. Diameter Elec. Saw Each 
20359 5” No. 35 $3.75 
11732 6” 6” 4.00 
19773 744" No. 75 4.50 
11843* 8” 8” 5.50 
23160 814” No. 85 5.50 
22740 94” No. 95 6.25 
11868 10” 10” 7.50 


Combination Rip & Crosscut 
Saw 


A fast cutting blade for ripping in all 
kinds of wood, and for general service 
cross-cutting. Supplied as standard 
equipment with all Electric Saws. 


Cat. Blade Use with Price 

No. Diameter Elec. Saw Each 
20268 5” No. 35 $3.75 
11520 6” 6” 4.00 
19774 74" No. 75 4.50 
11701* 8” 8” 5.50 
23161 814” No. 85 5.50 
22728 9” No. 95 6.25 
11867 10” 10” 7.50 


Planer or Mitre Saw 


For making very smooth cuts, both rip 
and cross-cut, on interior finish and trim. 


Cat. Blade Use with Price 

No. Diameter Elec. Saw Each 
20358 5” No. 35 $5.75 
11942 6” 6” 7.50 
20362 Ty" No. 75 7.00 
11945* 8” 8” 8.50 
23158 814” No. 85 8.50 
22743 914” No. 95 9.50 
11948 10” 10” 12.00 


Non-Ferrous Metal Cutting Saw 


For use on non-ferrous metals only. 
Has teeth shaped and set especially for 
cutting soft, non-ferrous metals including 
lead. 


Cat. Blade Use with Price 

No. Diameter Elec. Saw Each 
24352 oe No. 35 $4.50 
11943 6” 6” 4.00 
21868 74" No. 75 5.00 
11946* 8” 8” 6.00 
24073 814” No. 85 6.00 
22744 94%” No. 95 6.50 


Friction Saw Blade 


For cutting corrugated galvanized 
sheet. Cuts faster, with less dirt than 
abrasive disc. Blade is taper-ground for 
clearance. 


Cat. Blade Use with Price 
No. Diameter Elec. Saw Each 
24771 6” No. 75 $6.00 
24772 Ge No. 85 6.75 
24773 8” No. 95 7.50 


*8” and 10” Blades have same diameter hole. 


Abrasive Disc 


For sawing, cutting and slotting in 
slate, marble, asbestos, tile, transite and 
porcelain, 


Cat. Blade Use with Price 
No. Diameter Elec. Saw Each 
20368 5’xk” No. 35 $1.50 
11944 6"xl4” 6” 1.75 
19766 77x" No. 75 2.00 
11947* 8"xlk” No. 85 2.25 
22739 9”"xlk” No. 95 2.75 
For thin-gauge ferrous metals: 
23582 7"xle” No. 75 2.00 
23583 8’xlk” No. 85 2025 
23584 9”xle” No. 95 2.75 


Nail Cutting Saw 


An especially useful blade in shipping 
and receiving departments and on repair 
and maintenance work. For opening 
boxes and crates and for ripping up 


-floors, where nails are encountered. 


Cat. Blade Use with Price 
No. Diameter Elec. Saw Each 
20356 5” No. 35 $6.00 
20360 744" No. 75 7.00 
20576* 8” 8” 8.00 
23159 814” No, 85 8.00 
22741 94" No. 95 8.50 
Compo-Board and Wall Board 
Saw 


For use with the No. 35 Saw only. 
Teeth are correctly set to give ample 
clearance, prevent clogging the Saw and 
avoid tearing the composition material. 
Cat. 

No. 

20363 5” Compo-Board Saw Blade 
for No; 35 Sawess esa. ss 2 $5.25 


Grooving Saw Blade 


For use with the No. 75 Saw only. 
The blade is made in one piece, but with 
teeth set in two planes, so that a groov- 
ing cut, similar to a dado head, can be 
made. Blades are available to cut various 
aston of grooves, as indicated in the 
table. 


Cat. Blade Width of Price 

No. Diameter Cut Each 
23056 514” 4" $6.50 
23057 514” 4G” 7.75 
23058 544” ye" 8.00 
23059 514” 46” 8.50 
23060 514” ¥%” 9.00 


Special Clamp Washers 


A special inner clamp washer for hold- 
ing saw-blades with diamond shaped 
drive openings on Quick-Saw spindle. 


Cat. Use with Price 
No. Item Elec. Saw Each 
23277 Clamp Washer No. 75 $2.25 
24080 Clamp Washer No. 85 3.50 
24081 Clamp Washer No. 95 3.50 


8” Blade can be used on 10” Saw. 


Special Lubricant for Saws 


A special lubricant is required for the gearing of the Nos. 35, 75, No. 85 Type B and 
95 Saws. We recommend exclusive use of ‘‘Saw Lube,” available in convenient containers. 


No. 22941 8-oz. container of ‘Saw Lube’’...... 
No. 22938 1-pint container of ‘“‘Saw-Lube’’.... 
No, 22939 1-quart container of ‘‘Saw-Lube”’ 
No. 22940 1-gallon container of ‘‘Saw-Lube’”’ 


The No. 85 Type A Quick-Saw requires a different special lubricant. This is not 
standard gear grease, but is recommended for the Type A 85 Saw, Sanders, Buffers and 


Polishers only. 


No. 24380 1-pound container Special Lubricant............0..cesceeeeeeeeceeceeres $ .55 
No. 24381 2-pound container Special Lubricant..............02eseceeeee scene saves 1200 
No. 24382 7}4-pound container Special Lubricant................c.cceeeeeeees akon OeeO 
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WHIRLWIND 
Wire Wheel Brushes 


39 aged Wire WHEEL Brusue_s are carefully made by Black & Decker, on 
our own specially designed machines, for long service on high speed operations. 
Highest quality wire of each size is gauged and tested for wire brush service. Indi- 
vidual tufts, containing an extra number of strands of crimped wire, are securely 
locked in separate sections of the center disc. Because each tuft is anchored inde- 
pendently (a patented process), there is no “‘tie-in” with other tufts or strands, and 
less danger of loose wire flying out of the brtish. The wire in each tuft fans out to a 
solid, even brushing surface of extra density. Crimped wire is more flexible, and 
more readily holds together in solid mass. 


Whirlwind Wire Wheel Brushes are available in diameters, thicknesses and wire 
sizes to suit almost any wire brushing operation. There are three wire sizes — .014”, 
for rough, general purpose cleaning ; .0118”, specially recommended for higher speed 
uses; and .005”, for fine finishing and burnishing. One-section, two-section, and 
three-section Brushes can be adapted to the size and shape of the work. Six wheel 
diameters are available, from 4-inch to 12-inch, suiting these Brushes to the size 
and power of your machine and the desired surface speed for the type of work to 
be done. 


Our system of interchangeable arbor-hole adaptors makes it possible to use any of 
these Brushes on practically any size and type of grinding, buffing, polishing and 
cleaning machines. 


Use WHIRLWIND Wire Wheel Brushes To 


REMOVE RUST 
REMOVE SCALE 
BURNISH METAL 
REMOVE OLD PAINT 
CLEAN METAL SURFACES 
ROUGHEN ALL TYPES OF SURFACES 


Use WHIRLWIND 
Wire Wheel Brushes On 


PORTABLE ELECTRIC 
GRINDERS 


ELECTRIC BENCH GRINDERS 


PEDESTAL OR STAND 
GRINDERS 


SANDERS AND BUFFERS 
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WHIRLWIND 
Wire Wheel Brushes 


Specifications 


Diameter No. of __ Brush Width Catalog Price 
of Brash Sections |) Hub - [| : | _ Number each* 
1 ie | | 23200 $372 
4” 2 1” | 23201 98 
on Oreste atoms } 21397 | Ae 28 1 
rvs 1 | Ad 34” | i 623202 | 1.15 
6” 2 1a” | 1” | 23203 1.62 
i Seo oy | Ke Snieakd s  4¢ ey eeber +0 ( beeeees ssommear- FC 
1 V6" 34” yyy aa 1.50 
hd 2 114" 17 23205 2.10 
3 | 1” 134” 2.78 
i Tot 1%” aa 1.62 
8” 2 | 11,6” 134” | 2.25 
e 3 | 1” 114” 3.00 
10” 4 SEES thea ree : 5.14 
42” Pee pals eelSa nts ali 28s © = [6.85 
Diameter Now of 23s|2 5. Brush Width Catalog Price 
me of Brush Sections | Hub | Face Number each* 
ay 33 At et AES" 7 yet 5247 ‘2 - -. 
a" | : Hoctetee boo ee | 
| ee 16 8 
| 3 1” 114” 
ee Z| Fos ss E 
To eee Ye, a 
a 16 
| 3 "" 134" 27005 
1 14” my” 27009 
8” 2 114” 1%" | 27010 
aan! 1” 114” _ 27011, 
10” | 4 1546” | 17%” 27012 
Deelah owetnis ae eo 13%” 254F Ae 2018 ae 
r . . ‘o 
.005”’ Wire Diameter Size 
aa a nn ca 
__of Brush __ Sections _ Hub | Face _ Number 
1 4? 54" 23208 
4” 2 1g” 14” 23209 
earls ele | seed 14g” 23210 
1 144" 34” 23211 
6” 2 116” | me 23212 
CPs itis saa ee toate ETC 
Pe | Pag Ke” 23217 
8” 2 114" | 114" 23218 
3 1” | 1144” | 23219 


Arbor Hole Adaptors 


LL Whirlwind Wire Wheel Brushes, from 6” to 12” diameters, are made 
with standard size hole, to which a set of washer-type bushings is 
adapted, permitting the use of the Brush on almost any size arbor or 

spindle. One-set of these adaptors is furnished with each Brush, and additional 
sets of bushings may be bought as follows: 


Cat. Hole Price | Cat Hole Price 
No. Size Each No. Size Each 
14067 34” $0.10 14072 1. $0.10 
14068 - -10 14073 14%” -10 
14069 54” -10 14074 14” -10 
14070 34” -10 14075 13%” -10 
14071 iy" -10 14076 1%” -10 
14077 134” 10 


On 4” Brush, 14” arbor hole is supplied unless solid bushing is specified to fit these brushes 
to 3” arbors. 
Penoucns bushing. for:4” ASection Brushisc: 0% 6 cds0cs tec bd io sed be bea cnelsedoaes 
23810 34” Bushing for 4” 2-Section Brush. . 
14066 3%” Bushing for 4” 3-Section Brush 


Cup Wire Brushes For Sanders 


Used for removing rust and scale, for cleaning tanks, boat hulls, struc- 
tural metal sections, sheet metal and other large surfaces. Hub of Cup 
Brush is fitted with 54”-11 thread bushing, which threads directly on 
Sander spindle. 


No. 18056 4” Cup Wire Brush (.020”-crimped) for 7” Special Sander .. . . . $4.00 
No. 24353 5” Cup Wire Brush (.020”’-smooth) for 7” Heavy-Duty Sander...... 4.65 
No. 12398 6” Cup Wire Brush (.022”-crimped) for 9” Heavy-Duty Sander..... 5.25 
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3 THICKNESS SIZES 


3 WIRE SIZES 


WIRE CUP BRUSHES 


6” JUNIOR 
BENCH GRINDER 


6” HEAVY-DUTY 
BENCH GRINDER 


8” BENCH GRINDER 
Equipped with Eye-shields 
and Lamp 


6” Junior Bench Grinder 


STURDY, well-balanced Bench Grinder for practical shop use. Pow- 
ered by a standard Black & Decker constant speed %4-H.P. motor. 


Rotor and wheel spindle mounted on full-size bearings; special pro- 
tective sleeves covering these bearings. Guards are cast integral with motor 
housings. 

Tool rests are locked in base grooves with wing nuts, and adjusted for 
wheel wear. 
Specifications 


Wheel Size.nneeccrcnnn 6” diam. x 54” face x %4” hole. 


Motor — Not Universal. Supplied for all standard A.C. single-phase voltages and cycles 
only. Not available for Direct Current. 


Code 1-Phase No-load 
No Cycles Speed 
64 25 1500 R.P.M. 
65 40 2400 R.P.M. 
66 50 3000 R.P.M. 
66 60 3600 R.P.M. 


Motor rating... Y% H.P. (except 25 cycle, 1/5 H.P.). 

Weight: Net .. .31% lbs.; Shipping 

Overall spindle length Overall height. 

Height to center-line of spindle... 54”. 

Standard Equipment — 3-conductor cable and plug; toggle switch in base; carrying 
handle, 4 rubber feet, 2 wheel guards, 2 tool rests, 1 medium grinding wheel, 1 


wire wheel brush. 
Price, Complete for all 1-phase A.C. voltages and cycles 


$22.50 
6” Heavy Duty Ball-Bearing Bench Grinder 


XTENDED wheel spindle and tapered end-housings increase the wheel 

clearance for grinding large and odd-shaped pieces. Enclosed wheel 

guards and adjustable tool rests. Guards are adjustable radially. Tool 
rests are adjustable for wheel wear. Guards are drilled and tapped for 
mounting eye-shields, furnished at slight extra cost. Grease-sealed ball 
bearings near ends of spindle insure smooth operation. 


Specifications 
Wheel size ................6” diam. x 34” face x %4"” hole. 
Motor — Not Universal: Complete current characteristics must be furnished when order- 


ing. Can be supplied for single-phase alternating current, 50-60 cycle, 110 or 220 
volts; and for all direct current* voltages up to and including 250 volts. 


Motor rating ck cscs ccna manana 1/3 HP; 


No-load speed... for D.C, and 60-cycle A.C. 
for 50-cycle A.C. 


3600 R.P.M. 
3000 R.P.M. 


Weight: Net S Shipping .. 48 lbs. 
Overall spindle length mec Total height....11”% 
Height to center-line of spindle........... 64". 


Standard Equipment — 3-conductor canta and ays toggle switch in base; carrying handle; 
rubber feet; two enclosed wheel guards with adjustable tool rests; two 6” grinding 


wheels, one medium and one fine. $3 8.00 


Price, Code No. 67 for 50-60 cycle, single-phase A.C. 
Code No. 68 for all available D.C. currents*.......... ....$42.00 


* Grinder supplied for D.C. does not have enclosed guards, extended 
housings and is otherwise different in appearance. 


6” Combination Ball Bearing Grinder 


Equipped with one extra-wide enclosed guard and one 6” Wire Wheel 
Brush; one standard wheel guard with tool rest and one 6” medium Grinding 
Wheel. Other specifications same as above. Available only on A.C. Grinder. 


Price, for 50-60 cycle, single-phase A.C. currents only ......... $4 1 .00 


Attachments & Supplies for Above Grinders 


Cat. - Cat. : 
No. Item Price No. Item Price 
6405 1%” Threaded Chuck, R.H... $ 7.00 18614 *Metal End Cover (Wheel 
6664 Spindle Extension, R.H........ 4.00 Guard) ies vaca Serre eh $1.00 
6665 Spindle Extension, L.H........ 4.00 17904 +Shatter-proof Eye Shield. ..... 1.75 
ee 18463 +Wide Enclosed Wheel Guard 
3564 Tapered Buff Spindle, L.H..... 5.00 Ri i: for-6* Wire. Brishs (ACs 
3565 Tapered Buff Spindle, R.H..... 5.00 ly) sa sonar ee 3.50 
19115 Cutter-type Wheel Dresser....  .95 86 Pedestal, arith water pot...... 17.50 
21961 Diamond Wheel Dresser....... 3.75 22173 tAdjustable Lamp............. 4.75 
* For 6” Junior. + For 6” Heavy Duty. 
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8-Inch Ball Bearing Bench Grinder 


A full 1-H. P. motor, of the constant speed type. 

Wheel guards comply with all safety regulations, being fully enclosed and 
equipped with tool rests and spark shields. Guards are drilled and tapped for eye 
shields; supplied at small extra cost. Full-size ball bearings. 


Specifications 
Wheel size cercscccssesenes 8” diam. x 7g” face x 5g” hole. 
Motor — Not Universal. Not available for direct current. Supplied in standard 
voltages and currents as follows: 

Voltage | 110, 220 or 250 | 440 or 550 

Phase aOR aes se ng 2 or 3* 

Cycle | 4 | 25, 40, 60-60 25, 40, 50-60 

Cycle 1 Phase 2 Phase 3 Phase No-load Speed 
25 MEGS GON 5. Saree Code 70 1500 R.P.M. 
40 Code 71 Code 72 Code 73 2400 R.P.M. 
50\ {3000 R.P.M. 
60f Code 74 Code 75 Code 76 {3600 R-P_M. 


14 H.P. (except for 25-cycle, which is 1/3 H.P.). 
EAS be Re Shipping .... 
1734”; Total heigh 


82 Ibs. 


ee 


Overall spindle leng 
Height to center-line of spindl 
Standard Equipment — 3-conductor cable and plug; except on 2- and 3-phase units 
lead wires for permanent connection; toggle switch in b rubber feet; two 
enclosed wheel guards with adjustable tool rests and spark shields; two 8” 


grinding wheels, one medium, one fine. 
Price, for all available A.C. currents only............. $68.00 
8-Inch Combination Ball Bearing Grinder 
Equipped with 8” Wire Wheel Brush d ext id : losed d without tool 8” BALL-BEARING 
quipped with one 8” Wire Wheel Brush and extra-wide enclosed guard withou 
rest or spark shield; one 8” medium Grinding Wheel with standard guard, tool rest, and BENCH GRINDER 
spark shield. Other specifications as above. $72 00 
Price, for all available A.C. currents only........ as a Hipage . 
\ 
Extra Equipment 
No. 18465 Wide Wheel Guard No, 22173 Adjustable Lamp.........+ $4.75 
(R.H.) for Wire Brush. ...$ 5.00 No. 6666 Spine Extension Ear 
N 41s a a Shi TE wH.). oe ees peter eeeeee Dee 
No. 17904 Shatter- proof Eye Shield... 1.75 No. 6667 Spindle Extension 
No. 87 Pedestal, with water pot... .22. Fs RAE RA eles eae Oa 
No, 21961 Diamond Wheel Dresser.... 3.75 No. 19115 Grinding Wheel Dresser.... .95 


10-Inch Ball Bearing Bench Grinder 


Full 1 H.P. constant-speed motor. 

Completely enclosed wheel guards, with outlets for connection to exhaust system. Tool 
rests and spark shields, mounted on guards. , 

Wire leads are brought out for permanent wiring with housing drilled and tapped for 
conduit — and connector furnished for armored cable. Grounding is accomplished through 
conduit or armored cable cover. 


Specifications 
Wheel size... rans 10” diam. x 1” face x 34” hole; MOtOT cose not Universal. 
Supplied in standard voltages and currents as follows: 
Voltage 110, 220 or 250 | ~—«i110 or 220 c 440 or 550 
Phase 1, 2 or 3* Tp kas 2 or 3* 
Cycle 25, 40, 50-60 ESE | 25, 40, 50-60 
Cycle 1 Phase 2 Phase 3 Phase No. load Speed 
25 COE Te Fe ei ori Code 79 1500 R.P.M. 
40 Code 80 Code 81 Code 82 ae Seg 10” GRI N DER 
50\ fe j 151 -P.M. 
80] Code 83 Code 84 Code 85 {1800 RPM. Mounted on Pedestal 
re (Code 77) 2000 R.P.M. 
1 H.P. (except 25 cycle, 34 H.P.). 
Weight: 137. lbs. ; Shipping .. 53 Ibs. 
Overall spindle lengt wind Vs Total height 154%”. 
Height to center-line of spindle (bench grinder) I". 
Standard Equipment — Lead wires for permanent connections. toggle switch 
in base; 2 enclosed guards with exhaust outlets, tool rests and spark shields; 


two 10” wheels, one medium, one coarse. 
Price, for all available voltages and cycles......... $98.00 
10-Inch Combination Bench Grinder 


Equipped with one 10” Wire Wheel Brush and extra-wide enclosed guard 
without tool rest or spark shield; one 10” medium Grinding Wheel, with stand- 
ard guard, tool rest and spark shield. Other specifications as above. 


Price, for all available voltages and cycles........ $1 03.00 
Attachments and Replacements 
No. 18123 Shatter-proof Eye No. 22173 Adjustable Lamp... $4.75 
Shield’ sev. ceccacs $ 2.50 No. 12297C aoe Extension— 
No. 18467 Wide Wheel Guard for : aber eee eee nee 
Wena One. 7 606 BO) elena Ee Water, 
No. 21961 Diamond Wheel No. 19115 Grinding Wheel 
Dresser isa. a. xt ee 3.75 TIVOSSOR S42 fa:0 30s Wace 95 
* 3-phase, 110/220 volt and 220/440 volt units are reconnectable for either 10” BALL-BEARING 


voltage. All D.C. units, 1-phase and 2-phase units and 250 and 550 volt 3-phase 


units are for one voltage only. BENCH GRINDER 
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Electric Die Grinders 
No. 7 Die Grinder 


Panoare Bonnet Cap Extended 

Specifications Gwitch-in-Line © Switch Handle 
Maximum Wheel Size*............. 2” x Y" x Y” 2” x Ya" xy” 
No-load Spindle Speed ............. 19,000 R.P.M. 19,000 R.P.M. 
Netaweigitost ons ae minced 2 2% Ibs. 3 Ibs. 
Shipping Weight ........ a a ra 5% Ibs. 6 lbs. 
Overall sCenethces isc oe ee 9” 1434” 
Code No. (specify volta: ae). uae 288 289 


Price: Complete Gee e cy cite eee $3 5 . 00 $3 8 . 00 


Extra Equipment — 
No. 20330 2” Grinding Wheel 
No. 20353 2” Wheel Guard 


No 20757: WheeliArhor: 275 sauce viuiis ee eee 1.50 
No. 20285 Double End Wrench (%”" and 114”)....... +25 


No. 21755 144” 8. A. Chuck with 44” Reducing Sleeve. a 
No. 21956: 44” Reducing Sleeve Only. ici. c oo cd as onsndulovae Gebk pula eles bee eaeine 75 


No... 20846: ‘Tool-Post Holders 35.55 falcss vann tae se see Sol auieeiee em aen Eats Gate 5.00 
No. 12 Die Grinder 
Siaciticat Bonnet Cap Extended 
pecifications Switch-in-Cap Switch Handle 

Maximum Wheel Size*............. 24" x Y" x YY" 204" x Ye" x Y" 
Worload“Speed taccara atte Cotriokanes 17,500 R.P.M. 17,500 R.P.M. 
Net W eight icons \ aurea ees 4 Ibs. 41% lbs. 
Shipptigy Wreisht Vie ee hers 8 7 Ibs. 7% Ibs. 
Overall L ength an A AN then ae sc 1244” 3 161%” 
Code No. (specify volte ise). Sivhore Bis 291 290 


Price; +Gomplete iui ei va ee $40.00 $43.00 


Extra Equipment — 
No;.°20829::236 "Grinding "Wheel. i.0 oh oats. xen ree UA ae a weg Shao 
No, 20354 214” Wheel Guard. . ancy ee 


No. 26361 Outer Wheel Washer. 1.00 
No. 26362 Inner Wheel Washer. openness) 
No. 20285 Double End Wrench (%" SAN IELG MY fs och heen daca inna ea reat nares .25 
No. 26533 44” S. A. Chuck with ig ® Reduce BlasvE aera ee ee 3.50 
No. 21965 34% Reducing Sleeve only.'= ioc pounds an i oeee ds ee ee oe on 15 
No, 26880; Tool Post Holden. os oP Sev acax sence oe es WEES ahs Ce de ieee 
—for Types A, B No. 12 Die Grinder— 

Noy 2757. "Wheel Arbor ooo 5.500 5 wo ond a Meee aiale w er TRG En nee area aah mea 1.50 
No: 20845: Tool Pont. Holders 5 oo 56s akcce an sc acaretnig settivetly Ore ee mi ie eee a ge a 
No. 20 Die Grinder 

Maximum Wheel Size*.................. 3” x YA" x KH". 

No-load Speed ...... et ee ROS fetta cae LOOQUG EER: 

Weight: Net....... 7 \bs.; Shipping..... 11% Ibs. 

Overallslcength oes hue i eae eae ee 1734”. 

Code No. 499 with extended end switch handle $5 3 00 
Price, Complete (specify voltage) . Be Sits marrete nes ae . 
Extra Equipment — 

Wo. 243173" Grinding Wheel. 22020). shana se cea ween pt a Pe ieee evans $1.28 
No: HFG-148:3" Wheel’Guard.... osic8orke i cake os onsite sues Poca aeasenteh ea, mae eee 2.50 
No 20F es Wheel Arbors: ois ssw Gi eas hay so eRe oe Rae Ree ae ee 1.50 
No. 20285 a End Wren (ie? and Big ice te a eos eet ot ae Sieg 25 
No. 24187 144” 8. A. Chuck with 14” Reducing Sleeve... . 02.0... .ccceccseesaeeeees 3.50 
No. 21955 14” Reducing Sleeve only: SE ET Une PERC RAEN OP cei yes can Vee peae tee 75 


Standard Equipment — (All Die Grinders) — 3-conductor cable and plug; 
4” single purpose chuck with 14” reducing sleeve; two double-end 
wrenches (9/16” and 11/16”) ; Universal motors. 

* No wheels are supplied with any Die Grinders. Ask your jobber about a 
variety of mounted wheels and burrs for use with these units. 


Standard Voltage — 110; also available for 220 or 250 volts. 


3” Portable Grinder 


NVihleel Giger ic clean a Sanccs oye ons CESS MienO et GO oes 

PV OslOatls SDCOU etn Hea chee tee eae 16,000 R.P.M. 

Weight= Nets... o-.: 8 Ibs. ; Shipping pees te 11% Ibs. 

Overall Dength eee es aan as aie ae oe eg 1634”. 

Code No. 395 with extended switch hasidie 

Price, Complete: (specify voltageys.t oy venes ts oo ae Se $53 00 


Extra Equipment — Same as listed above for No. 20 Die Grinder. 


Standard Equipment — 3-conductor cable and plug; 3” high speed grinding 
wheel; wheel guard; two double-end wrenches (9/16” and 11/16”); 
Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts 
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Portable Electric Grinders 


polis. Grinders have splined gear mountings, steel inserts 
for bearings and welded steel wheel guards. Full size ball bear- 
ings, set at extreme ends of wheel spindle, absorb all side thrust 
and insure long life. Armature shaft also mounted on ball-bearings. 

Completely enclosed commutator and switch compartments pro- 
tect these parts from abrasive dust. 

Improved ventilating system forces air straight through ample 
slots, which prevent clogging and accumulation of dirt. 

Shaped grips prevent tool turning in operator’s hand. Adjustable 
wheel guards can be turned to any desired position. 

Applications — Grinding, wire brushing, buffing and polishing all 
types of metal surfaces, where the grinder must be taken to the 
work. Removing rust, scale, paint, etc. Grinding or cutting off 
rivets, bolts, pins, studs, etc. Smoothing welded surfaces. 


4” Portable Grinder 


Wheel size .7.......: 4° x H%" x KH". 
No-load speed .......... 5250 R.P.M. 
WeehtocNetcscatcas eer 13% lbs. ; Shipping srs sak son te Sribs: 
Overall WONSEL arse ce ays Sather 20%”. 
Standard Equipment — 3-conductor cable and plug; toggle switch; grip 


end handle; adjustable steel wheel guard and one grinding wheel ; 
Universal motor. 


Code No. 59 (specify voltage) 
BPrmeric OlIpete re ieee tigate nn caret e st aleot Wat ccna «Oe ees Be $62.00 
5"’ Portable Grinder 

WCE: SIZE: firs Soe scicscicens 5" x KH" xy". 

No-load speed .......... 4500 R.P.M. 

Wrelehtss Neti. er ace 15% lbs.; Shion gi xe see LF. 21 Ibs. 
Overall lengthy: ce Ce 234%". 

Standard Equipment — 3-conductor cable and plug; plunger switch; grip 


end handle; adjustable steel wheel guard and one grinding wheel ; 
Universal motor. 


Code No. 60 (specify voltage) 

TES ange C7 nh 1) Ces Blige TAR Sele ce AU rar $80.00 
6" Portable Grinder 

Wheel size*s os i 6” x 1" x ¥%". 

No-load speed .......... 3800 R.P.M. 

WieiplibeeNGtity hes om wii oe 20 Ibs. ; Shipping ..... 26 Ibs. 

Overall lenethsrast cae kt Ge ea Pag 


Standard Equipment — 3-conductor cable and plug; plunger switch; 
grip end handle; adjustable steel wheel guard and one grinding 
wheel ; Universal motor. 


Code No. 61 (specify voltage) 
EGE CORITELE reise ts ee ies So ER eee eee $I 00.00 
8"’ Portable Grinder 
Wheel size 1........ Bex 1" x $6". 
No-load speed ......... 4000 R.P.M.t+ 
MUDD AN Gta et aes 25% Ibs. ; Shipping ....3234 lbs. 
Overall length eis oes oes 2634". 
Standard Equipment — 3-conductor cable and plug; dust-sealed plunger 


switch; grip end handle, suspension eye-bolt; adjustable steel wheel 
guard; Universal motor. No wheels supplied with 8” grinder. 
*For use with special bonded wheels for high speed service only. 
Popionalispeed vate poe ee are f 5000 R.P.M., no extra charge. 
Optional Equipment — Spade type switch handle in place of straight grip 
handle — no extra charge. 


Code No. 62 (specify voltage) 

Hee Ne OMIpletera ene ei we motes Mer tea ai as Meats eave $1 20.00 
Standard Voltage for all units — 110; also available for 220 or 250 volts. 
Wheel rotation — counter-clockwise, facing wheel-end. 

Supplies 
G28 Reg x” - CM ed36G): 2 W heel stage ee ee PLOT 
S042 58x 340 xs (Med. 366): Wheel one ee oe 2050 
DIAS Oe se ee sCMied, SOG); Wheel, at 23 se nase eel 
PEAO iar NV ATE WV DeelA DT UShicces ns Stora Br See a ed are 1.28 
DV ANION Are WW Neel PUSH ey onus 9 oe ote os as ae bia Glaser wyeitiee aie 2.14 
PVAO5 CER. ce Wine ay Vheel bitishins is cgen os hia Sane rey Cueto CS paca as 3.00 
See Pages 35 and 40 for Grinding Wheels and Wire Wheel Brushes. 
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GRINDING 


WHEELS 


Grinding Wheel Dressers 


WO types of Wheel Dressers are available for truing and cleaning Bench 
Grinder Wheels. The cutter type dresses the wheel quickly for fast 
grinding; the diamond type produces a very accurate, smooth face for 
finish-grinding. 
No. 19115 Cutter-type Dresser (with spare cutter set)..........0...0cceeecceeecees 


No. 19983 Replacement cutter set for above.............. 
No, 21961 Diamond Wheel Dresser, complete with diamond 


Adjustable Lamp for Bench Grinders 
(Shown on Page 36) 


Can be mounted on base of Grinder and attached to line switch. Equipped 
with flexible ‘“goose-neck,” socket with switch, swivel head, metal shade, 
necessary cord, bolts, etc., for attachment. 

No. 22173 Adjustable Lamp Assembly, complete. ............cccecucucceceecevees $4.75 


Shatter-Proof Eye-Shields for Bench Grinders 
(Shown on Page 36) 


For additional safety. the 6” Heavy-Duty, 8” and 10” Bench Grinders can 
be equipped with shatter-proof eye-shields, attached to the wheel guards 
with adjustable brackets. Wheel guards of these units are drilled and tapped 
for eye-shield mounting. Shields furnished complete with brackets and bolts. 


No. 17904 Eye-Shield (5” x 6”) for 6” and 8” Grinders 
No. 23641 5” x 6” Replacement Shatter-proof Glass............. 
No. 18123 Eye-Shield (6” x 8”) for 10” Grinder..... ; $ 
No. 23642 6” x 8” Replacement Shatter-proof Glass..............cccecececcsvcces 


Cotton Buffs 


Used on Portable or Bench Grinders for general purpose buffing, polish- 
ing, coloring, cutting and finishing. Mounted directly on wheel spindle. Avail- 
able in full disc, loose type and in a harder, spiral stitched, pieced-type. 


Full-disc, Loose Buffs — 50-Ply, Grade L. 


No. 26870... 4" x6/8" x 1/2" + Stitched 2: Rows sicis 3 wa pals oe ck oe ars eee $ .50 
No, 26871. 6" =.6/3" x 1/2" Stitched:2 Rows... i's cosas ee a one -80 
No, 26872 8” x 5/8” x 5/8”, Stitched 2 Rows. 1.30 
No. 26873 10” x 5/8” )x 3/4"; Stitched 3.Rows.. 22... ...c.000-ceedsetsne 1.95 
Pieced-type, Narrow Buffs, Grade SB. 
No. 26874 6” x 1/4" x 1/2"; 3/8” Spiral Stitched... ......0.......5..... ..$ .30 
No. 26875. °.87-x 1/4" x 5/8" 23/8" Spiral Stitched ss... scan Re eee +50 
No. 26876 10” x 1/4” x 3/4” 3/8” Spiral Stitched..................... pneea ehyey fi 
. . 
Grinding Wheels 
Unit Gat, Nol: Prise: | 2p ssa Deastibae Se 
SA Eaton ose ees yen” goat Saac ies fe Dia. | Face { Hole | Grade 
6” Junior 18124 | $1.50 ie eae 7 a4 4” Fine 60K 
Bench Grinder (A) _ ise ae eee Le ee Re oe pele oer I Seu __ Med. 36G _ 
6” H. D. Bench Grinder 15315 1.70 6” ay” 14” Med. 36G 
(H_& K) Taaace ie ___|_ 15314 | (1.70 Belle ene ero aks Fine 60K 
6” Bench Grinder 13950 2.00 6” 34q"t yy" Med. 36G 
{all Bearing): (2) 1. ODN ty B00 ee se Hine GOS 
7” Bench Grinder 14236 2.55 7 Ly 54" Med. 36G 
UlypeB) 5 aes 2 bo sks ___|___ Fine 60K 
8” Bench Grinder 18061 4.28 8” 14" 54” Med. 36K 
(Model) rs ru _ | 18062 | 4.28 eo as Pies: SER | Fine 60M 
10” Bench Grinder 10275 6.42 10” ged 34” | Med. 40K 
Cera Cy tS ORT Beh OPE ee Nene 2 
Portable Grinders 20330 1.02 2” ly” yy” | 
& Die Grinders 20329 1.15 216” 4” 4%” | 36-598E 
acta ie ce Ree ne 24317 — % 1.28 tc 3” a 4%” 34” Be 36-598E 
4° Portable Grinder (ps 6772p N07 aE he 2a’ | eed 366 
5” Portable Grinder | 38042) | «1.50 | 5” 34” 4” |. _Med. 36G 
6” PortableGrinder____—'|_ 3148 | 2.14 | 6” | 1” | 54” | Med. 30G _ 
7” Junior Sander | 10663 | 1.70 | 4” | ATE” | Med. 36H 
7? Special Sander _____—~| -24050_-| 5.14 | 4” | F | 56"_ | 168-9-K4 
77H.D. Sander | 28444_| 6.00 | 5” | 1"Ft|_547_|163-0-K4 
9” H.D. Sander ————=s|«d8089 =| 7.25 6” |_134"tt| 34”) 163-9-K4 
44” Refacer _ 10495 1.07 3” 16” yy” Hard Valves 
(Types A to EF) 7923 1.07 3” yy" yy" Soft Valves 
eae Set 860501007. te Bee ir ge igh he 
54” Refacer 11196 1.70 4” 14" 34” | Hard Valves 
11197 1.70 ae 14” 34” | Soft Valves 
us| s1d98 4s | 24 ae a"t 34” Flat Valves 
VR533 2.35 4” yy 54” | Hard Valves 
Refacer 16371 2.14 4” yw" 54” | Stellite Valves 
19897 2.35 4” w"t 5” | 90° Valves 
2 es 22813 2.35 4” 14" s 5g” | Fine 80P 
Micrometer and Rocker 
Arm Attachment 20939 2.14 p Egoon ad Mae eh 3 Jae sel 36R 
1” and 2” Refacers 11305 3.85 fi 34” 34” Hard Valves 
11306 | 3.85 | Soft Valves 
4” Drill 21463 64 3” a" 4%" 40L 
*Offset. Recessed. a*Cup. +tSaucer—11 thread bushing. 
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7-Inch Junior Sander 
(Not for continuous productos sery 


Ain. hops\\that do not require 


A light weight unit for jase 


the speed, power or weight_o 
b Lead 
{ N 
Diam. sanding Pad VE pindle Ane 
3 wt! 


No-load speed. . 
Net weight .... 


Overall length \eguns ae oe 
1 


Standard Equipmetit — 3-co 
7” moulded Ba 
fine) ; clamp with 

Standard Voltage Be is 


EIGER COMPILE on imine Gin. Sti! tance eat ss ve Se a egy $39.50 


HScs (1 coarse, 1 medium, i 


7-Inch Special Ball-Bearing Sander 
(Equipped with Spindle Lock) 


Amply powered for general service in production and maintenance metal 
finishing, lacquer rubbing, rust and paint removing, stone and tile surfacing; 
scaling tanks, boat hulls, etc., with wire brush, smoothing welds and casting 
ridges with saucer grinding wheel. Switch, commutator and bearings sealed 
against dust and dirt. 


Specifications 
Diam. sanding pad....7”; Spindle....54” diam.; 11 thr., rt. hand 
No-load speed...... 4200 R.P.M. 
Net weight ...... 1234 lbs.; Shipping Be a 16% Ibs. 
Overall length (not including pad)...... 174". 


Standard Equipment — Spindle lock ; 3-conductor cable and plug; detachable 
side handle; 7” moulded rubber pad; three 7” sanding dises (1 coarse, 
1 medium, i fine) ; strap metal stand; clamp washer; Universal motor. 
Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 92 (specify voltage) 


Price, Complete BRON ie Re As i Se AER ea A $53.00 


7-Inch Heavy-Duty Ball-Bearing Sander 
(Equipped with Spindle Lock) 


A very powerful Universal motor Sander, capable of continuous high- 
speed production metal finishing; grinding metal, stone or tile surfaces with 
saucer wheels; removing scale, rust and paint with wire brush; shaping and 
surfacing heavy timbers and other wood surfaces with Planer Heads. Switch, 
commutator and bearings sealed against dirt and dust. 


Specifications 


Diam. sanding pad....7”; Spindle....54” diam.; 11 thr., rt. hand 

No-load speed ...... 4200 R.P.M. 

Net weight ...... 14% lbs; Shipping ..... 21% lbs. 

Overall length (not including pad)...... 18” 

Standard Equipment — Spindle lock; 3- ppndniine cable and plug; detachable 
side handle; 7” heavy-duty moulded rubber pad; three 7” sanding discs 
(1 coarse, i medium, 1 fine) ; strap metal stand; clamp washer; Uni- 
versal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 93 (specify voltage) 


Price, Complete eo ries Ce CONRAN eee DRT OEE $65.00 


Supplies 
Replacements and Attachments —_No. 20619 7” Pile Fabric Pad....... $1.25 
No. 10661 Lis Felt Rubbing Pad 1.28 


No. 17687 7” Moulded Rubber Pad.. $3.00 No. 24353 5” Cup Wire Brush 


” . i No. 18056 re Cup Wire Brush. . 
No. 14237 3” Flexible Pad, complete. 3.50 No. 24050 4” Saucer Grinding Wheel 


No. 22589 5” Moulded Rubber Pad.. 2.50 (for 7" Spec.) ..o.20. 5.14 

No. 2473 Threaded Eye Bolt....... 225 No. 23444 tr beet Bye Wheel 

No. 21595 Strap Metal Stand....... 280 or 7" H.D.). oe ene eee 6.00 

No. 10279 Clamp Washer........... ae AO ey eee ae 
No. 10711 Spindle Extension........ 2.00 


For Other Replacements, Attachments and Supplies, 
see Pages 46 and 47. 
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ELECTRIC TOOL HEADQUARTERS 


7” JUNIOR 
SANDER 


7” SPECIAL 
SANDER 


— 


7” HEAVY-DUTY 
_ SANDER 


ELECTRIC TOOL HEADQUARTERS 


9” HEAVY DUTY 
SANDER 


7-9" 
2-SPEED SANDER 


STANDARD 
SANDER-BUFFER 


9-Inch Heavy-Duty Ball-Bearing Sander 
(Equipped with Spindle Lock) 


TRULY heavy-duty production Sander for faster schedules, more 

output per tool, Designed for constant production-line use with 

9” abrasive discs. Equipped with new spindle lock for quick 
change of pads and abrasive discs. Switch and commutator sealed 
against abrasive dust and grit. Especially adapted for use with wire 
cup brushes, saucer grinding wheels and planer heads. 


Specifications 
Diameter sanding pad............ Oe Spindle ....54” diam.; 11 thread. 
No-load spindle speed. . .4,000 R.P.M.* 
Weight Netan <oeant 1834 lbs. ; Shippine Bee ee ra 25 Ibs. 
Overall length (not including pad)........ 1914”. 


Standard Equipment — Spindle lock; 9” moulded rubber pad; three 914” 
abrasive discs (1 coarse, 1 medium, 1 fine) ; clamp washer ; detachable 
side handle; strap metal stand; suspension eye-bolt; 3-conductor cable 
and plug (3rd wire for grounding) ; Universal motor. 
Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 433 (specify voltage) 
Price, Complete saci ii ese ates a ee a dpe ne ee sae ea $78.00 
*Optional Speed of 5,000 R.P.M. available at no extra cost. 


Adjustable Speed Sanders 


DAPTED to smaller shops handling a variety of sanding and polishing 
jobs. Ideal for intermittent service ; not recommended for constant pro- 
duction use. 

The units are equipped with two sets of double gears, and a transmission 

gear which is shifted from one to the other by means of a gear shift. A 
patented gear locking pin locks the gears for change of pads and discs. 


—9" Two Speed Sander 


Supplied with both 7” and 9” moulded rubbe " abrasive discs, and 


an adjustable disc cutter which cuts dese diameters when outer 


Spindle diam. \\....¥."..5% 
Weight: Net . 
Overall length | d) .¢@ 
Standard Equipmiént d 
pad; three 9\abrasiygc@Rts 
cutter; side hin dig 


d;-one"9” moulded rubber 
e€ Medium, 1 fine); one disc 
io wire cable and plug; strap 


metal stand; i 
Standard Voltage vig available for 220 or 250 volts. 


Code No. 284 (specilj 


Price;: Comiplete:.25 5.47 gasccwe vans bre aoa endian Canals $7 8 .00 


7” Standard Combination Sanden eiiet 


UPPLIED with 7” moulded rubber pa fee ¥ 
sanding at 3700 R.P.M.; and a lap bswOO AL ng 
1400 R.P.M. 


Spindle diametercor™.. .. ‘ 

Speed for sandifg : \* 3700 zs 

Speed for buffing : P.? 
Weight: Net .. Fe x 5\lbs. 
Overall length ( 2 


Moulded rubber pad; 
fine) ; one lambswool 


» 


NOTE et 
three 7” abra 4 dis ee Lines 


strap metal startd; Tok 


Oi = 

Standard Voltage — fettable for 220 or 250 volts. 

Code No. 283 (speci iy 

Price; Completes ie a ok cs tna nae om pe ees $59. 50 
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higher spindle speed. 


Diameter Pad..... . i \\...56”-11 thread. 
Speeds for sagging ; Sk een 
for buffing: Nadiioad ..... 

Weight: Net a x 
Overall length 
Standard Equipnie \> c 

pad ; three 7’Ne \pbrasiv an wae 

wool buffing b yunek Ni 

pin; strap metal\ st ae 
Standard Voltage —\W10; ; 
Code No. 384 (speci 


Price, Canioléte cee ep Cd ‘i Lied SPAIN eRe eae Pine kame etal GaN he es g 67 .00 


moulded rubber 
Sie ! ine) one lambs- 


Standard Electric Buffer 


HIS unit contains all the features of the Automatic 
that it does not have the automatic feed ap é 
power and torque factors make the-Standard ‘ “tri 
for rubbing-down operations_e REE Gai ade for 
metal surfaces. Nel 
catio 
Pad diameter 
Speed: No-load 1 
Weight: Net... \\.! ing ek *™.. 17% \bs. 


Overall length (1 
Standard Equipme 
and plug; rocky 
cushion pad; la 
metal stand; Ur 94 
Standard Voltage —'T10; also available for 220 or 250 volts. 
Code No. 96 (specify voltage) 


Price, Complete ........... SS GUT aay RA aa flen ea ee $ 49. 5 0 


Slectric Buffer except 
‘Yyoir for liquid. The 


11 thread. 


; 3-conductor cable 
;,7” sponge rubber 


Automatic Electric Buffer 


HE automatic-feed principle greatly speeds up the 
tion zu applying the liquid cry to the & 


Power-Glaze opera- 
age. A metal reservoir 


a ae pump Canebabed withes ne liquid by means 
of a tube, through the ectly to the car 
surface. 


Pad diameter . \\....... Te 


Speed: No-load.\\. we” 
“eth Ib: ison 


Weight: Net.... 
ti on. 
it? geo Butter complete with reservoir, 


actor table and plug; rocker-type switch; 
7” moulded rubbé Sponge rubber cushion pad ; lambswool buffing 
bonnet; detachable-Side handle; Universal motor, 


Standard Voltage —- 110; also available for 220 or 250 volts. 
Code No. 97 (specify voltage) 


Price, Comsilete: Se Te eae : Wet Spar) kaa ee Ae eR ee ae aac Re $ 5 9. 5 0 


Power-Glaze Compound 


A special cleaning and buffing compound, chemically and mechanically 
correct for use with Buffers and Sander-Buffer. Cleans, burnishes and seals 
the surface in one quick, easy operation, leaving a hard, glazed surface with 
pores sealed against oxidation and corrosion. 


Noo 451 Power-Gilaze, -one-pallom Jar. kasi ss spo. heen ee ws $ 2.85 
No. 486. Power-Glaze, five-gallon jar, .0....5. 005.2522 2 eee 10.70 
Lambswool Bonnets and Pads, Rubbing Pads, Wax and Rubbing 
Compounds and other Supplies are listed on Pages 44, 45. 
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and is equipped with - 


ELECTRIC TOOL HEADQUARTERS 


ELECTRIC TOOL HEADQUARTERS 


RUBBER 
HION 


Sander and Buffer Attachments and Accessories 
Sanding Dises 


ANDING and abrasive discs can be furnished in a variety of grades and 

grains. Discs designated as “Open Grain” are especially suited for wood 

sanding (Nos. 16, 24 and 36 for removing paint and varnish) ; “Closed 
Grain” discs are for metal work. 


Grade 


7-Inch Sanding Di Sanding Disse 


— Ni List Price | List Price st Price | List Price 
Closed Cat. No. — — i mt 
Grain | Each Per 100 Per 100 

*16 VISIO S¢ 280.27 2 62006281 l | $35.48 

9990 ea ea DONOR a. | MOTE ORS tae ; 5 
SEE es, ee eS) Oe Gasper yeti rss es 
EE a ST) Res eee yaa | ae “| 
50 9992 Res es 
TeO) fe, ABS GE |v eS” 
80 10485 BLE 
S100 SESW S TIA eed 
Fey a0 WABLAG Rhy ee oral t ee 13 
150 12147 au | 
TR0Ss. vb ADTs ee eta ft 
Open Grain oe eee en Hh 

*16 15134 TT AG. 

24 15135 wal: 20.6 

30 | 18490 yet ~ 20.47. || +18494 

36 | 15136 _ Cray 20.25 || 15139 

: 50 12011 | 19. Tal Gp BeOnenn | cua iaedl 

{A 1:7) | -18 | 17.97 || 18495 | 

80 12012 | 17 | :16.94 12132 | | a 

120 | 12013 +17 16.94 |! 12133 | (28 GA Ba NBS. 


* No. 16 dises are packed 10 to a box; all other dises packed 25 to a box. 


Replacement. Sander Pads and Parts 


All pads and replacement assemblies are interchangeable on all Sanders 
and Buffers as the spindle diameter and thread is the same for all units of 
this group. 

No. 23315 7” Moulded Sisal Pad. ...............-005 

No. 17687 7” Moulded Rubber Pad...................0. 

No. 18329 7” Heavy Duty Moulded Rubber Pad. . 

No. 18330 9” Moulded Rubber Pad 
No. 14237 3” Flexible Pad complete 
No. 14551 Replacement Pad for 3” Flexible Pad. . 
No. 22589 5” Moulded Rubber Pad 
No. 10279 Clamp Washer 


Lambswool Buffing Pad and Bonnet 


For cleaning and polishing lacquered finishes and for obtaining final high 
lustre after spraying, Attached direct to flexible pad of Buffer. 


Rubbing Pads 
For rubbing down orange peel in lacquer finishes, etc, Attaches direct to 
flexible pad of Buffer. 


No. 20619 7” Pile Fabric Rubbing Pad.............cccccecceccececcees ‘inbauis een 
No. 21207 914” Pile Fabric Rubbing Pad.............. ‘ 


. 2.00 
No. 10661 Felt Rubbing Pad for 7” Buffer or 7” Sander. ea ds28 
No. 10709 Felt Rubbing Pad for'0” Sander. | ..... f.ss0c00ccs cc eeuleceeiesccecdu. re bf) 


Power-Glaze 


A special car-body cleaning and buffing compound, chemically and me- 
chanically correct for use with Buffers and Sander-Buffer. Cleans, burnishes 
and seals the surface in one quick, easy operation, leaving a hard, glazed 
surface with pores sealed against oxidation and corrosion. 

No, 481 Power-Glaze,"one-gallon jars sicas ats occ osing oc cee bie oleae ees $2.85 


Power-Wax 


For those desiring the additional high gloss of a wax finish, Black & 
Decker Power Wax is available for use with Buffers. 
No.:483:‘Power Wax,>4-gallon atic: cs cos kinene ee ow Een Lee ee $3.00 


Power Rubbing Compound 


Applied with Buffer equipped with Pile Fabric Buff, will quickly remove 


“orange peel” and spray pits from newly lacquered surfaces, giving a 
smoother, more uniform surface. 
No, 477 Power Rubbing Compound, one-gallon jar... ......0.0cececeececvececucuce $2.25 


AA ‘ 


: 


ELECTRIC TOOL HEADQUARTERS 


Sander and Buffer Supplies 


Abrasive Disc Trimmer 


ACILITATES the complete use of abrasive discs, cutting them down to 

smaller diameters as outer surface is used up. Trimmer has adjustable cen- 

ter hole pilot on a calibrated swinging arm; a cutting wheel mounted on 
one-piece spindle and crank, and a base casting which can be screwed down 
to the bench. Will take discs of 9” maximum diameter and center holes of 
either 74” or 4”; will trim down to 3” diameter. Standard equipment with 
the Two-Speed Sander. 


No. 21808 Abrasive Disc Trimmer, complete................... .. $6.00 
Nor-2 foo heplacement.Cutter <2 3.00 See, EAshger ere BRN es 40 


Saucer Grinding Wheel 


For some metal grinding applications, the Sander equipped with a 
Saucer Grinding Wheel does smoother and faster work than a Portable 
Grinder. Saucer Wheels have 54”-11 thread bushing to fit spindle direct. 


No. 24050 4” Saucer Grinding Wheel (for 7” Spec.)....... S54 
No. 23444 5” Saucer Grinding Wheel (for 7” H.D.)............... 6.00 
No. 18039 6” Saucer Grinding Wheel (for 9” Sander).............. 7.25 
No. 17329 Skirt Wheel Guard for H..D. Sander..............0..... 5.00 


Cup Grinding Wheel 


For smoothing welds and other metal surfaces. Use No. 10711 Spindle 
Extension to attach to Sander. For 7” Jr. Sander only. 


No. 10663 4” Cup Grinding Wheel... ......-........ SPE Mere $1.70 
No. 10711 Spindle Extension ...... ete SENT go ho eS 5 A rea: 2.00 


Wire Cup Brush 


Especially designed for cleaning castings, structural steel, tanks, and sheet 
metal. 5¢”-11 thread bushing threads on Sander Spindle. 
No. 18056 4” Wire Cup Brush (.020-crimped) for 7” Special Sander. $4.00 
No. 24353 5” Wire Cup Brush (.020-smooth) for 7” H. D. Sander... 4.65 
No. 12398 6” Wire Cup Brush (.022-crimped) for 9” H. D. Sander.. 5.25 


Rotary Planer Heads 


Perform many wood surfacing and shaping operations formerly done with 
jack-plane and adz. Two types of planer head are supplied; one with rounded 
surface for deep gouging, the other with flat face for surfacing and semi- 
finishing. These heads are interchangeable on the spindle of the 7” Heavy- 
Duty and 9” Heavy-Duty Sanders. 

No. 14743 Set of two 5” Planer Heads, one Gouging and one Sur- 
facing, complete with blades, packed in neat oak box.... $20.00 
No. 14734 5” Gouging Planer Head, complete with blades, in box.. 11.00 
No. 14735 5” Surfacing Planer Head, complete with blades, in box.. 11.00 
No. 14733 Replacement Blade (same for either head), each ......... aD 
POUR Ole OE thine emcee ica (tact. amen anttcn ee ote C39, 1.90 


Special Lubricant for Sanders 


The spiral bevel gears in all Black & Decker Sanders and Buffers require 
a lubricant of different viscosity than that recommended for Drills and other 
Portable Tools. This special lubricant is available in convenient containers 
as follows: 


No. 24380 1-lb. container Special Lubricant .....................$ .55 
No. 24381  2-lb. container Special Lubricant .................... 1.00 ‘ ) . 
No, 24382 734-lb. container Special Lubricant ..................... 3.50 % 


CUP WIRE BRUSHES 
Miscellaneous Attachments 


Suspension Eye-Bolt for all Sanders (except “Junior”) which are 
drilled and: tapped: No, 2473,: prices: each 20 $ .25 
Strap-metal Stand, to support Sander when not in use. Standard equip- 


ment on all Sanders (except Junior) and Buffers (except Auto- 
TUAUC VEIN Ort DIO 5 pCa rae. 50.4 Fens aati cerns ee oN -30 


No. 95 Vackar 


Automotive and Industrial 
Electric Vacuum Cleaner 


SUPER-POWERED, compact, self-contained vacuum cleaner for both 

automotive and industrial use. With both inlet and outlet hose con- 

nections, it can be used as a vacuum cleaner or a blower. Ideal for 
cleaning floors, walls, ceilings and other parts of the plant — even in the 
most inaccessible spots. Recovers rivets, metal and similar material. Prevents 
dust accumulation to avoid work spoilage. Has hurricane blower action for 
cleaning motors, transformers, etc. 


An ingenious system of baffle plates and filters specially adapts the No. 
95 Vackar to wet cleaning and to removing excess moisture after scrubbing 
upholstery and carpets. The motor and mechanism are completely protected 
from moisture and unharmed under such use. Makes an ideal all-purpose 
cleaner for heavy-duty use in garages, super-service stations, wash-racks, etc. 
An outstanding feature of the No. 95 Vackar is its portability—it “tows 
by the hose” and rolls easily over rough floors on ball-bearing 
swivel casters. Its 15-foot flexible hose easily reaches out-of- 
the-way corners, The dirt compartment, with a capacity of 
3.7 gallons, is quickly cleaned. Moves 60 cubic feet of air 
per minute at a speed of 2 miles per minute. 


Specifications 
Dimensions: Height | 28”; Diam. Top.....16%4”; Diam. 
Body 131%4"; Diam. Base.....18%”. 
Sealed vacuum pull.... 65”. 
Vacuum with 1” orifice. .. 18”. 


Mechanism: Universal motor drives 3-stage centrifugal fan 
moving 60 cu. ft. of air per minute. Baffle plates prevent 
air slippage. 


Weight: Net 52 tbs. ; Shipping .....67 lbs. 
Standard Equipment — 15 feet of 114” flexible hose with 2 


swivel connections; 3-wire cable and plug; wide up- 
holstery nozzle; detachable brush; flat-tube nozzle; 3 
ball-bearing swivel casters; brackets for coiling hose and 
cable; Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 425 (specify voltage) 
Price, Completes 22, see 0's ay needa ane ah $I 3 7. 50 


(See next page for complete list of attachments.) 


Inside Story of the No. 95 Vackar 


IRT-LADEN air enters Vackar through inlet (1) to extra- 

large dirt compartment (2) where dirt, chips, metal parts 
and moisture drop to bottom. The air is drawn up through series of 
four baffle plates (3) which are staggered to separate all dirt and 
moisture from air. The “labyrinth” perforated metal frame (4) forms 
filter bag into a thoroughly effective 3-ply filter, to remove last fine 
particles of dust and dirt. Clean air is now drawn through the 3- 
stage centrifugal fan (5), which creates the super-powerful suction 
and is designed to prevent air slippage. Clean air is forced at high 
pressure through the outlet coupling (6) where it may be used for 
blowing action. 


The suction-fan (5) is mounted directly on the extended arma- 
ture shaft of the powerful Universal motor (7) which is completely 
sealed from the cleaner compartment and has its own ventilating sys- 
tem and fan (8 and 9) and a heavy-duty 2-pole switch (10) easily 
accessible on side of motor housing. A rubber gasket (11) forms an 
air-tight seal between the Vackar tank and the top, which is held 
firmly in place with three spring clips (12). Three brackets on the 
top housing (13) provide a coil for the electric cable. The sturdy, 
light Vackar, with its one-piece pressed steel tank (14) rolls easily 
on 3 ball-bearing swivel casters (15). Both the inlet (1) and outlet 


of suction hose. 
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(6) couplings are swivel-mounted to prevent kinking and tangling ° 


No. 65 VACKAR 


Electric Vacuum Cleaner 


POWERFUL unit for rapid, efficient cleaning of automobiles. Popular 
in super-service stations, wash-racks and lubricating stations. The 
unit is completely self-contained; nothing but the long suction hose 
is taken inside the car. Handy attachments thoroughly clean all types of 
upholstery, floor carpets and mats, pulling out embedded dirt and grit. 
Dirt-laden air enters at bottom of unit; dirt drops to large dirt comipart- 
ment; filtered air passes through motor and fan and out at top. Metal 
container is easily emptied; no messy dirt bag. 
The No. 65 Vackar is designed expressly for regular vacuum 
cleaner service; it is not recommended for wet cleaning, nor for 


sucking up moisture after scrubbing upholstery. For such use see No. 
95 Vackar, Page 46. 


Specifications 

Dimensions—Height .......... t/5 = 2DiAm) Opec heck 124%” 

Diam. Body . ree hO ca IAIN ASE, ik vier 16” 
Sealed vacuum pull....... 45”; Vacuum with 1” orifice........12” 
Mechanism — Universal motor drives 3-stage centrifugal fan, moving 

46 cu. ft. of air per minute. Baffle plates prevent slippage. 

WiGlantauNetouc. aia igec 32 Ibs.; Shipping : . 41 Ibs. 
Standard Equipment — 10-ft. vacuum hose with swivel connection; 


3-wire cable and plug; wide upholstery nozzle; detachable brush ; 
flat. tube nozzle; 3 steel feet; brackets for coiling hose and cable; 
Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 98 (specify voltage) $69 50 


Price, Complete ... 


VACKAR ATTACHMENTS 


_No. 65 Vackar Replacement Attachments 


No. 18183 10-foot llexible Hose Path, ; , $5.50 
No. 18184 Wide Upholstery Nozzle 1.25 
No. 18185 Flat Tube Nozzle .. 50 
No. 18186 6%” Upholstery Brush Tat, . 85 
No. 18182 Set of 3 Ball-Bearing Casters : 3.75 


No. 95 Vackar Replacement Attachments 


No. 23902 15-foot Ilexible Hose i é $10.50 
No. 23891 Wide Upholstery Nozzle. . : tie! 2:25 
No. 23903 Flat Tube Nozzle........ 50 
No. 18186 6%” Upholstery Brush page hae 85 
No. 23676 Set of 3 Ball-Bearing Casters Boe 3.00 


Additional Industrial Attachments 


of attachments is listed below. The vaiious nozzles (Items I’, G, H, and 
J) fit the long rigid operator’s handle, which is in two parts (Items A and 
B). This handle fits in the hose of the No. 65 Vackar, but requires the 
Coupling Adaptor (Item D) to fit the larger hose of the No. 95 Vackar. 
The Blower Tool also uses the Coupling Adaptor to fit the No. 95 Vackar hose. 


Te expand the use of the Vackar to industrial cleaning, a special group 


No. 24834 Operator's Handle—Straight Section* (A) $ 4.00 
No. 24835 Operator’s Handle—Curved Section* (B) 4.00 
No. 26081 Soft Rubber Blower Tool* (C) 1.85 
No. 24836 Coupling Adaptor for No 95 Vackar (D) 1.15 
No. 25913 Extension Coupling, to join 2 Hose Sections 1.00 
No. 24833 14” Floor Nozzle** (F) { 5.50 
No. 26084 14” Felt Floor Tool** (G) ; 10.00 
No. 26086 Replacement Felt Strip for No. 26084 (Set of 2) 1.65 
No. 26083 10” Carpet and Floor Brush Tool** (H) 11.25 
No. 26600 Replacement Nozzle for No. 26083... . : 6.95 
No. 26518 Replacement Brush for No. 26083 |. ems i 4.30 
No. 26085 14” Squeegee Nozzle** (J) : 13.25 
No. 26087 Replacement Wide Rubber Strip for No. 26085 (Set of 2) ' 
No. 26088 Replacement Narrow Rubber Strip for No. 26085 t 2.25 
(Set of 2)1 eee ; tes | 


+ Price includes Set of No. 26087 and Set of No. 26088. 
* Use with Adaptor No, 24836 for No. 95 Vackar. 
** Fit on end of Operator's Handle — Nos. 24834-24835. 
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No. 65 VACKAR 


No. 95 VACKAR 
ATTACHMENTS 


ELECTRIC TOOL HEADQUARTERS F 
Automotive 


"ViBRO-(CENTRIC” 
Valve Seat Grinders 


LL Vibro-Centric Driving Units are engineered to pro- 

duce perfect accuracy and mirror-finish on all types 

of valve seats. They are designed for high-speed dry grind- 
ing and built to give years of satisfactory service. 


In all Vibro-Centric Drivers, the driving spindle incor- 
porates a positive vibrating action, which lifts the grinding 
stone from the seat once each revolution. This prevents 
loading the stone, speeds up grinding and reduces stone 
wear. All grinding is concentric, cutting the entire circum- 
ference of the seat and se sey | Ronee alignment. No 
complicated adjustments or “rigging’’ are required. 


No. 115 Standard Straight Driver 


A popular Driver with ample power and stamina for 
average shop volume. 


Spindle speed ..... 12,000 R.P.M. 

Weight; Net <.0i..0.. ...6% I|bs.; Shipping .. 8 Ibs. 

Overalllength ss sy aiceicrees 1234”. 

Standard Equipment — 3-conductor cable and plug; safety trigger 
switch; hex. ball spindle; Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 

Code No. 115 (specify voltage) P 

Price, Gompletescc-oamaceey wane eae eee f $36.00 

No. 21068 Angle Drive Attachment (See Page 51)....... $13.00 


No. 343 Standard Basic Kit 


Contains the basic items on which to build complete 
Vibro-Centric equipment for general garage and service 
station use. 

1 No. 115 Standard Straight Driver. 


No. 343 1 No. 20153 Heavy-Duty Dressing Stand. (Page 51). 
STANDARD BASIC KIT 2 No. 22100 Standard Stone Sleeve. (Page 52). 
1 No. 416 Universal Kit Box. 


Code No. 343 (specify voltage) 
Price, ‘Complete. 2.04: tet et ee eee tee ee ee eee ees $ 67.00 


No. 416-UN Standard Universal Kit 


No. 115 Standard Straight Driver. 

No. 20153 Heavy-Duty Dressing Stand. (Page 51). 
No. 22100 Standard Stone Sleeves. (Page 52). 

No. 416 Universal Kit Box. 

5 Self-Centering Pilots: 14425 (5/16”) ; 14426 (11/32”); 14427 
(34"); 14155 (Ford V-8); 23633 (11/32” for Chevrolet 
Counter-bored Guide). 4 

2 Hard Seat Stones*: 14049 (134”-45°) ; 14100 (154%”-45°). 

6 Soft Seat Stones*: 14084 (1%”-45°); 14063 (15%”-45°) ; 
14085 (134”-45°); 14086 (17%”-45°); 14198 (1%”-30°); 
14090 (134”-30°). 

2 Finishing Stones*: 14371 (154”-30° ) ; 14372 (134”-30°). 

*Any 10 standard stones may be substituted for above assort- 
ment. 

Code No. 416-UN (specify voltage) 


Price) Complete: cs sea : RIT fiey Ae en Pee $99. 5 0 


i. No: 416: Universal: Kit Box: only. 6352 oe 89.00, 


BME 


No. 416-UN 
STANDARD UNIVERSAL KIT 48 


eA Seen 


Automotive 


| Cc” 
: " ViBRO-(ENTRI 
MehodKia 


F HE Vibro-Centric Valve Seat Grinding Method is com- 

| posed of precision equipment, designed to be used as a 
group and built to produce accurate results. To provide a 
means of protecting this precision equipment and for con- 

: venient storage, we have worked out a series of Vibro-Centric 

: Kits, each containing a different assortment of equipment — 
and each packed in a sturdy, attractive oak kit box. There is 
definite space for each item, with room for additional items as 
required. Select the Vibro-Centric Kit best suited to your 
shop needs. 


“Universal” Vibro-Centric Kits are designed for the general 
service shop or car dealer handling a variety of car models 
and an average volume of valve reconditioning work. The 
assortment of Self- -Centering Pilots and Valve Seat Grinding 
Stones has been selected to handle all popular engines from 
1930 through 1941 models. 


No. 440 Standard 55° Driver 


Incorporates the popular angle drive for working in con- 
fined space. Ideal for general garage work on medium and 
smaller valve seats. 


Spindle speed ... 12,000 R.P.M. 


WitinhteoNEp as our seer cs 634 Ibs: ; Shipping 8% Ibs. 
Overall length ............ Peblee”. 


Standard Equipment — 3-conductor cable and plug ; 
switch; hex. ball spindle; Universal motor. 


Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 440 (specify voltage) $49 00 


Price, Complete 


safety trigger 


No. 456 Standard Basic Kit 


Basic equipment, with 55° Standard Driver, 
adapted to working in confined space. 


1 No. 440 Standard 55° Driver. 
1 No. 20153 Heavy-Duty Dressing Stand. (Page 51). 
2 No. 22100 Standard Stone Sleeves. (Page 52). 
1 No. 416 Universal Kit Box. 

Code No. 456 (specify voltage) 

Price, Complete 


especially 


$73.00 
No. 447-UN Standard Universal Kit 


No. 440 Standard 55° Driver. 

No. 20153 Heavy-Duty Dressing Stand. (Page 51). 
No. 22100 Standard Stone Sleeves. (Page 52). 

N 


416 Universal Kit Box. 

Self-Centering Pilots: 14425 Oe do 14426 (11/32”) ; 14427 
(3”); 14155 (Ford V-8) ; 23633 (11/32” for Chevrolet 
Counter-bored Guide). 


2 Hard Seat Stones*: 14049 (134”-45°) ; 

6 Soft Seat Stones*: 14084 (1%4”-45°); 
14085 (134”-45°) ; 14086 (1%"-45°) ; 
14090 (134”-30°). 

2 Finishing Stones*: 14371 (154”-30°) ; 14372 (134”-30°). 

*Any 10 standard stones may be substituted for above assort- 


$105. 00 


Code No. 447-UN (specify voltage) 
. $9.00 


1 
1 
2 
1 
5 


14100 (15@”-45°). 
14063 (15@”-45°) ; 
14198 (1%4"-30°) ; 


Price, Complete 
No. 416 Universal Kit Box only.............. 
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Automotive 


"ViBRO-ENIRIC™ 
No. 331 Heavy-Duty 55° Driver 


HE adaptation of Vibro-Centric reconditioning to larger 

valves in truck, tractor and Diesel work, has required a 
more powerful high speed Heavy-Duty Vibro-Centric Driver. 
The angle drive of this unit improves working clearance where 
body, cowl, cab or other obstructions interfere. The Heavy- 
Duty Driver has nearly double the power of the Standard unit 
and maintains high grinding speed with larger, heavier stones. 
Angle drive is through a gear train and positive vibrating action is 
built into the spindle. An ideal Valve Seat Grinder for production 
valve work in large shops. 


Spindle speed ....... et ¥ ha baste Shek, ates Wee ee 10,000 R.P.M. 
Weight: Net 8 Ibs. ; “Shipging PERS SNE: 9% Ibs. 
Overall length .........1234”. 


Standard Equipment — 3-conductor cable and plug; 55° geared angle head; 
salely trigger switch; hex. ball spindle; Universal motor. 

Standard Voltage — 110; also available for 220 or 250 volts. 

Code No. 331 (specify voltage) 


Price; Complete saeco en ae Fig aat hy hee an et a ee $48.00 


No. 408 Heavy-Duty Basic Kit 


ONTAINS the Heavy-Duty Driver and basic equipment which 
enables the “production” shop to assenible the items needed for 
high speed valve seat grinding on large and special engines. The 
Kit Box has ample storage room for any needed assortment of 
Pilots and Stones. 


1 No. 331 Heavy-Duty 55° Driver. 

1 No. 20153 Heavy-Duty Dressing Stand. 
2 No. 22100 Standard Stone Sleeves. 

1 No. 337 Heavy-Duty Kit Box. 


Code No. 408 (specify voltage) 


Price, Complete. 2.54... ceieal ap ae aaa? : raed $88.00 


No. 336-UN Heavy Duty Universal Kit 


OMPLETE valve seat grinding equipment for large-volume 
shops and on larger truck and tractor engines. Large assort- 
ment of Stones and Pilots for handling wide range of valve seat 
sizes. Specially recommended to shops specializing in valve work. 


1 No. 331 Heavy-Duty 55° Driver. 

1 No. 20153 Heavy-Duty Dressing Stand. 
2 No. 32100 Standard Stone Sleeves. 

1 No. 337 Heavy-Duty Kit Box. 

1 Pilot Turning Wrench. 


Standard Self-Centering Pilots :* 
14426 (11/32”) ; 14427 (36") ; 14429 (4%”) ; 14431 (4”) ; 14432 Ge”) 
Hard-seat 45° Vibro-Centric Stones :* 
14100 (154”) ; 14049 (134”) ; 14101 (1%") ; 14103 (21%”) ; 14104 (24%4”" , 
14050 (234”) ; 14200 (234”) ; 14243 (3”). 
Soft-seat 45° Vibro-Centric Stones :* 
14063 (156”) ; 14085 (134”) ; 14086 (17%”) ; 14087 (21%”) ; 14088 (2)4”) : 
14089 (2%4”) ; 14153 (234"). 
* Any standard stones or pilots, of the same price, may be substituted for 
the above. 
Code No. 336-UN (specify voltage) 


Price; Completes cs pee oe ten ep er ea ake ; $ 1 24. 50 
50 


wm 


o 


a | 


Automotive 


"ViBRO-ENTRIC™ 


No. 422 ‘'Reach-It’’ 70° Driver 


HE popularity of “alligator’’ hoods on passenger cars, and cab- 

over-engine trucks have made the “Reach-It’’ Vibro-Centric 
Driver a practical necessity with shops handling a large volume of 
this work. The combination of extended spindle and 70° angle head 
enable this Driver to grind valve seats under the most adverse con- 
ditions. This unit has the same power and Sara) features as 
the Heavy-Duty Driver on Page 50. 


RIDGE NeCUee atone. sia Bh hai ork cs 2 Bie .. 10,000 R.P.M. 
Weight: Net ..... 9 Ibs. ; SHINpPINg) oe... 10% lbs. 
Overall length .....20%”. 

Standard Equipment — 3-conductor cable and plug; safety 


trigger switch; 70° geared angle-head; Universal motor. 
Standard Voltage — 110; also available for 220 or 250 volts. 
Code No. 422 (specify voltage) 


Price, Complete .... : $7 5 .00 


No. 427 ‘'Reach-It’’ Basic Kit 


Bi'* equipment, including the “Reach-It” Driver 
for truck and cab-over-engine work. Permits you to 
select your own assortment of Pilots and Stones to suit 
your special jobs. 

1 No. 422 “Reach-It” 70° Driver. 

1 No. 20153 Heavy-Duty Dressing Stand. 


2 No. 22100 Standard Stone Sleeves. 
1 No. 426 Special Kit Box. 


Code No. 427 (specify voltage) 

Price, Complete .... $1 10.00 
No. 337 Heavy-Duty Kit Box only ae $18.00 
No. 426 Special Kit Box only......... sents Sake 18.00 


No. 20153 Heavy Duty Dressing Stand 


STURDIER, more flexible Stand with greater range for truing 

and cleaning all sizes of Vibro-Centric Stones with absolute 
accuracy and minimum waste. The design incorporates a microm- 
eter diamond feed, a horizontal adjustment for various stone sizes 
and for vertical or horizontal cutting, and an improved angle in- 
dicator that is more easily read and set. 


Stone Size Capacity.......... Pet cts re Nee Adee eh up to 344”. 
Mandrel Diameter ...... ; i"; Angle adjustment 0° to 90° 
Weipht: Net 220.4: 10% Ibs. ; Shipping ... ...11% Ibs. 


Standard Equipment — Diamond Point; Mandrel; Adjustable Feeding Arm 
‘with Micrometer Diamond Feed. 


No. 20153 Heavy-Duty Stone Dressing Stand, complete $20.00 
No. 20157 Diamond Nib for Heavy-Duty Stand........ of 3.50 


Angle Drive Attachment for Use with Standard Straight Driver 


Consists of a flexible shaft operating in a metal sleeve, curved to an angle 
of about 30°. The upper end of the sleeve fits around the turned nose of the 
Driver. The flexible shaft is fitted with a hexagon socket in which the hex- 
hall Driver spindle seats; the lower end is fitted with a hexagon ball spindle. 


No. 21068 Angle Drive Attachment, Complete.................... $13.00 
Weisht:-Net 2.2500 's09 35 1¥% lbs.; Shipping saa rose a 2 Ibs. 
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“ViBRO-CEENTRIC™ 
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Stones and Stone Sleeves 


Standard Automotive Stone Sleeve 


PPER end of sleeve fitted with hexagon socket which forms a universal 
joint with spindle of the Driver. Lower end is threaded to take Standard 
Vibro-Centric Stones. Long bronze bushing is accurately reamed to 

fit Self-Centering Pilots. Two Standard Stone Sleeves are furnished with 
the Standard Basic Vibro-Centric Kits. the Standard Universal Kits, the 
Heavy-Duty Basic and Universal Kits and the Valve Shops. 


No. 22100 Standard Vibro-Centric Stone Sleeve....................$3.50 
No. 14559 Special Sleeve to fit long Pilots of Standard 34” diam..... 5.00 
No. 14560 Special Sleeve to fit long Pilots of .010” overside diam..... 5.00 


Short Standard Automotive Stone Sleeve 


O give increased clearance in grinding hard-to-reach or obstructed valve 
seats. The overall length of this Short Sleeve is only 234” as compared 
to 4” for the Standard Sleeve. Its accurately reamed bronze bushing makes 
a snug fit on the Aircraft Pilot Shank. For use with short-shank Aircraft 
Pilots. 
No. 23652 Short Standard Vibro-Centric Stone Sleeve 


Long Ball-Bearing Automotive Stone Sleeve 


ESIGNED to minimize wear in the sleeve and pilot, to preserve accu- 

racy and give longer service under constant use, Hexagon socket in upper 

end forms universal joint with spindle of Driver. Lower end is threaded 

to take Vibro-Centric Stones. Ball Bearings are set between inner and outer 
sleeve. 


ADE especially for grinding by the Vibro-Centric Method. Stones are 
available in three grades — one for grinding cast-iron and soft steel 
seats; another for hard steel and stellite inserts; and a third for 
super-polishing either type of seat after grinding. The finishing stone is only 
necessary where a high-lustre finish is desired. All stones have threaded 
steel inserts which screw directly on the end of the stone sleeve; this insures 
accuracy and facilitates changing stones. 
For best results with the Vibro-Centric Method, it. is important to use 
proper size and grade of stone for various types of seats and inserts, See 
Specification table below. 


Special Narrowing Stones for Chevrolet 1941 Engines: 
No. 24493 Intake Narrowing Stone (2%” x 10°45’ and 55°)........ $2.55 
No. 24494 Exhaust Narrowing Stone (144” x 12°30’)............... 2.15 


Standard Automotive Vibro-Centric Stone Specifications 


STONE AND SLEEVE ASSEMBLY 
§ For Soft Steel and Cast Iron For Hard Steel and Stellite | Si |__ For Finish-Grinding {| Price 
See | “45° Stone | 30° Stone | 20° Stone AL “45° Stone 4 “90° Stone | 30° Stone | 20° Stone ‘me ae al 45° Stone | 30° Stone | Each 
1%” |) 14216 | T5197 2 oe ; BADNT elie oe PAZ Sle ear || 114” || 14414 14413 || $1.70 
2 em a PY We Ra 23666 To Be as ane ees 23667 || 134" || 18542 | ..... | “1.70 
14%” || 14084 14198 14092 T4056 wos amc 14219 14107 | 1 Ye" | 14382 | 14370 | 1.70 
154” || 14063 14199 14093 g EEA Res Steet | 14287 14108 | 194” | 14383 14371 | 1.70 
134” 14085 14090 14694 $4049 hc 14105 | 14109 | 134” | 14384 | 14372 | 1.70 
1%" || 14086 14268 14095 TAIOL | 14288 14110 || 1%” 14385 | 14373 | 1.70 
QR 14064 14091 14096 14102 15892 14106 | 14111 || 2” | 14386 14374 1.70 
2%, 14087 | 14278 | 14097 || 14103 | ..... 14289 | 14112 || 234" || 14387 | 14375 || 2.10 
2%" 14088 14279 14098 | 14104 15893 14290 | ie | 2 A . | prea | 14376 | 2.10 
23%" NGO 29 ois oa ZEGGS ik OOP |e siici en eo has 3669 || 234” || 23670 | ..... enews A) 
8 | | 
214" | 14089 14280 14099 TA0SO ee 14291 14114 | 244” || 14389 14377, 22.10 
| | | || 
254" l 14285 14281 | 14274 | 14239 | 15894 14292 14270 254" | 14390 14378 2.55 
234” | 14153 14282) 414275. - 14200. |S... 14293 14271 234" 14391 14379 | 2.55 
2%” || 14286 14283 | 14276 | 1 Eas Benda 14269 14272 2%" 14392 14380 | 2.55 
af 14154 VAD84 ee TAZT TS A AAAS oo ie 14294 14273 Kee 14393 14381 || 2.55 
| | | | 
3%” | 21465 16971 | ee PAKS eee es 16970: = |- ence 3¥4) 2IAGG ole S52 2% 3.00 
he cet Lacie MN. ea) OMS ie a seabed cea g Mar UAB TSS OS wee nah eed ase Site 34" 21469 | ..... 3.00 
Mer mag | ee Bee ee ee sin | Sige fot 3.00 
3%" | ct Vi is UR cs, ie ease BEANE Skea fe oa eee een os Reta (uray ke BeOS cr P 314” 214I5 ol as 3.00 
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Automotive Self-Centering Pilots 


ELF-CENTERING Pilots provide an accurate, rigid axis for the 

operation of Vibro-Centric Stones. The Pilot has two accurately ma- 

chined tapers, one at the top which fits into the top of the valve guide, 
and one at the bottom, on which a split sleeve expands into the lower end 
of the guide. The expanding feature is important in compensating for worn 
guides; also eliminates a large stock of “oversize” pilots, as Self-Centering 
Pilots expand from .020” to .030”. - 


Standard Automotive Self-Centering Pilots 


“VrBRO-(CENTRIC” 


Cat. Nominal Dimensions Complete Sleeve* Sleeve 
No. Size Range A B Price No. Price 
14423 yr" .233"—.254” 144” 2546” 13908 $ .75 
14424 Vg" — 6" -262”—.283” 16” 2546” 13907 +75 
14425 5467 — 214,” .308”—.339” 154%” 3” 13902 
14426 1g)" —234" .339”—.370” 111g" 314” 13904 
14427 34 ”—254," .3871”—,394” 1116” 314” 13903 
14428 13,6"—21¢,"" -402”—.424” 1234,” 3” 13909 
14429 6g" — 294” -433”—.455” 24%” 34” 13901 
14430 1567314," 464”—,.495” 234” 3136” 13910 
14431 14”—11¢" 496” —.535” oe 354” 13905 
14432 96" —80” .558”—,598” 2° 334” 13899 
14433 54”—216" .6217”—.661” 2” 354” 13906 
15178 114g”—236" .683”—.724” 2” 354” 15046 
16221 5 ey -746”—.786” eo 354” 14149 
16199 Chevrolet 1941 (414”) 13904 
14435 Ford Model A 13899 


14155 Ford V-8, 85 H.P. Plug Pilot (Range 1.0300”—1.0335”) 
19434 Ford V-8, 85 H.P. Plug Pilot (Range 1.0285”-1.032”) 
18248 Ford V-8, 60 H.P. Plug Pilot 
22337 Lincoln Zephyr Plug Pilot 
14518 Pilot Removing Pin +17 

* Replacement Expanding Sleeves fitting lower taper of Self-Centering Pilots. 


Special Pilots for Counter-Bored Guides 


N the three popular sizes, special Self-Centering Pilots are available 

with very gradual upper tapers, to be used in counter-bored valve stem 

guides, where the standard taper might seat on the counter-bore and pre- 
vent accurate alignment of the Pilot. 


Cat. Item Price Sleeve Sleeve 
No. Complete No. Price 
21300 54%” Special Pilot $3.42 13902 $.75 
21302 116” Special Pilot 3.42 13904 +75 
23633 116” for Chevrolet 3.42 13904 +75 
21304 8g” Special Pilot 3.42 13903 +75 


Special Automotive Self-Centering Pilots 


N some automobile, tractor, truck and other engines, the length of the 
valve guide or the clearance above the valve seat does not permit use of 
the Standard Self-Centering Pilots. A group of Special Pilots is offered 


to meet these conditions. Variance from Standard Pilots in Dimensions “A” 
and “B” is shown in table; range is same as Standard, except where shown. 
When ordering, give make and model of engine or furnish complete valve and 
seat specifications. 
Cat. Nominal Dimensions Complete Sleeve* Sleeve 
No. Size A B Price No. Price 
16147 4i— 146” 25%," $5.14 13908 $.75 
15792 YG” —194,” 134,” 314” 5,14 15145 +75 
(Range: .277”—.303”) 
16197 54" 214,” 1g” 4” 5.14 13902 75 
18608 544" 214” 15g” 24" 5.14 13902 75 
16213 54” —21g” 15%” Ped 5.14 13902 75 
(has two sets of holes for turning wrench) 
16201 347254," 16” 31g” 5.14 13903 275 
16204 34" —25 4," lite" 414” 5.14 13903 75 
16207 3g"—25g" 154,” 34” 5.14 13903 75 
23937 Bgr—a5g" 2296" 334” 5.14 13903 75 
20667 3g" — 256" 216" ¥6 5.14 13903 75 
16826 136” 216," 1294" 44" 5.14 13909 75 
16206 31g,” 156” 3” 5.14 13909 75 
(Range: .418”—.434”) 
15179 yh —294," 214" 414" 5.14 13901 75 
15743 T4294" 24" 514” 5.14 13901 75 
23971 16" 294," 314” 334” 5.14 13901 75 
22989 1g” —294," 214” r 5.14 13901 75 
19894 l4v—lig” 4” 334” 5.14 13905 75 
22184 Lg"_iig" 314” 454” 5.14 13905 75 
16047 ug” QF 454” 5.14 13905 75 
15656 iG"—196" Pd 5” 5.14 13899 1.00 
23622 "196" 344” 374" 5.14 13899 1.00 
23578 54”—216” “ta 474” 5.14 13906 1.00 
23939 54”—216”" 314" 354” 5.14 13906 1.00 
18242 114" —2136" Q7 414” 6.42 15046 1.50 
18244 1144" —286" 2" 514” 6.42 15046 1.50 
* Replacement Expanding Sleeves fitting lower taper of Self-Centering Pilots. 
Pilot Turning Wrench 
To prevent injury to user’s hands while inserting or removing Self-Center- 


ing or other Pilots. Equipped with chuck which quickly grasps or releases 
the Pilot shank. 
BCOs tO S20 e PxlOb wit enchant ce eae cy iy ce res Saat aro nog as $4.50 
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ViBRO-(ENTRIC 
No. 421 Ajrcraft 30° Driver 


QUIPPED with long spindle, encased in aluminum housing, which reaches 

easily into cylinders of radial engines. 30° angle head brings driving 
spindle in line with valve guides. Gear train in angle head transmits full 
power ; positive vibrating action built into spindle. Completely self-contained, 
there is no danger of the unit scarring or damaging the cylinder walls. 


Spindle speed ..........- 10,000 R.P.M.; Overall length ..... 2034”. 
Weight Net urs tin Go ne eae 9 Ibs. ; Shipping bake 10% Ibs. 
Standard E “quipment - — 3-conductor cable and plug; instant-rclease trigger 


switch with locking pin; Universal motor. 
Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 421 (specify voltage) 
Price, Complete PEs Far Ring MR rk tel ae RN $75.00 


No. 451 Straight Aircraft Driver | 
Instead of the 30° angle head, this unit has a straight geared head, in 
line with the spindle for special applications. 
Net: \VGIPHE Sunes cstaraeteea cin 9 Ibs. ; Shipping ee ate 10% Ne 
Opetall iene ths is cow dete e eier wn ee heen ats 1, ides OR eetaaes Fa 
ecaars Other specifications same as above. 
Code No. 451 (specify voltage) 


DRIVER Price, Conia. .: vee $90.00 


No. 423 Ajircraft Basic Kit 


ONTAINS the basic Vibro-Centric Aircraft units around which complete 

aircraft valve-seat reconditioning equipment can be built. The kit has 
ample storage room for a large assortment of Stones and Pilots. Because of the 
variation in Stone and Pilot sizes required in this field, we do not include any 
set assortment of these items in the kit. When ordering, add the prices of 
Stones and Pilots required to the price of the kit, or send us engine specifica- 
tions and we will recommend an assortment. 


1 No. 421 Aircraft 30° Driver. | 

1 No. 25248 Aircraft Heavy-Duty Dressing Stand. | 

2 No. 25500 Aircraft Ball-Bearing Stone Sleeves. : 

2 No. 25249 Pilot Wrenches for Plug Pilots. 

1 No. 426 Special Kit Box. 

Code No. 423 (specify voltage) 

Price, Complete .... : ie PARSE oe $I 29. 00 

No. 426 Special Kit Box, only..............5.....565 _.. -.. $18.00 

No. 25248 Aircraft Heavy Duty Dasara Stand 
AIRCRAFT DRESSING STAND STURDY, flexible Stand with ample range and adjustments for truing 
and cleaning all sizes and types of Vibro-Centric Valve-Seat Grinding 

Stones. This Stand is equipped with a special mandrel, short to accommodate 

the short Aircraft Stone Sleeve, and grooved to take the retainer ball in this 

sleeve, Also equipped with micrometer diamond feed, angle indicator that is 

easily read and set and adjustments for vertical or horizontal cutting. : 

Stoner size: Capacitye a. «eye et ene eery wither an eae saotars up to 3%”. 

Mandrel Diameter ....... ....¥"; Angle Adjustment ........0° to 90°. 

Weicht Net i. feuas ake 10% lbs.; Shipping ... 11% Ibs. 

Standar d Equipment — Diamond point; mandrel ; adjustable feeding arm; . 

micrometer diamond feed. 

No. 25248 Aircraft Heavy-Duty Dressing Stand ............ _. . .$20.00 . 

No. 20157 Diamond Nib for Heavy-Duty Stand.................. 3.50 


Aircraft Valve Shops 


HESE Valve Shops include a Super-Service Wet-Grinding Refacer as 
listed on Page 58, the Valve Shop Cabinet as listed and described on Page 1 
57, and the contents of the No. 423 Aircraft Basic Kit as listed above, minus | 
the kit box. This complete group of equipment can be rolled up to the plane 
with everything necessary for valve reconditioning. 
Prices—Aircraft Electric Valve Shops (specify voltage)— | 


Code No. 449-VS—with 9/16” Wet-Grinding Refacer... $362.00 
Code No. 450-VS—with 5%” Wet-Grinding Refacer....... one aT 2.00. 
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AIRCRAFT “\V7BR2-(ENTRIC” SUPPLIES 


Aircraft Vibro-Centric Stones 
(Used only with Short Ball-Bearing Stone Sleeve) 


HE construction of the Aircraft (Short) Ball-Bearing Stone Sleeve 

requires Vibro-Centric Stones with larger-than-standard threaded bush- 

ings. Stones are available in three grades; for cast-iron and soft steel 
seats ; for hard steel and stellite inserts ; and for finish-grinding. The Aircraft 
Stones will not fit the Short Standard Stone Sleeve. 


45° Stone—Cat. No. 30° Stone—Cat. No. 


Size [Hard Seat Soft Seat Finishing | Hard Seat Soft Seat Finishing sora 
Stone Stone Stone Stone Stone Stone 

14” 25502 25503 CATE CaP RAT se a TA aa TT $1.70 

154" 25505 25506 25507 25562 25564 1.70 

134” 25508 25509 25510 25565 25567 1.70 

1%" 25512 25513 25514 25568 25570 1.70 

27 25515 25516 25517 25571 25573 

214" 25518 25519 25520 25574 25576 

214” 25521 25522 Sabet \- Syemeny Pie a tee 

234” 25524 25525 SRS2B) ite 6 ais! ki tm Toes 

234" 25527 25528 PRGRO MSS fete A Wate. LA. 

254" 25530 25531 25532 25584 25586 

234" 25533 25534 25535 25587 25589 

21%" 25536 25537 CLA SERS es SET eran I 

3” 25539 25540 Sake wip mae |g Cotati!) 5 dates 

3%" 25542 25543 25544 25596 25598 

314” 25545 25546 SGGET VB nase fw iio conn devs 

334” 25548 25549 DNSEO. Pi etek oho Cadess sacked 

316” 25551 25552 OGRA ll SRE) 2, Pvc Se ae om thes 


Aircraft (Short) Ball-Bearing Stone Sleeve 


O allow maximum working clearance in aircraft cylinders, this special 
Ball-Bearing Sleeve must be used only with Aircraft (short-shani) 
Pilots. Bearing construction requires larger-than-standard threaded arbor, 
therefore it can be used only with Aircraft Vibro-Centric Stones which 
oe threaded bushings to fit this Sleeve. The Sleeve’s overall length 
is 234”. 
No. 25500 Aircraft (Short) Ball-Bearing Stone Sleeve........... $12.50 


Aircraft Self-Centering Pilots 
(Used only with Short Stone Sleeves) 


HIS special group of Pilots adapts the popular expanding feature of the 

Self-Centering Pilot to aircraft reconditioning, eliminating the necessity 

for a large stock of oversize Pilots. Two accurately machined tapers (one 
fitting top of guide and one at bottom on which split sleeve expands) provide 
a rigid, true axis for Vibro-Centric Stones. These special Aircraft Pilots have 
shorter-than-usual top shanks and are used only with short Stone Sleeves to 
provide maximum working clearance in cylinders. Grooves accommodate re- 
tainer balls in Aircraft Ball-Bearing Stone Sleeve. 


Cat. Nominal Dimensions Complete Sleeve Sleeve 

No. Size Range A B Price No. Price 
25279 Hr — iy” 308’—.339" 214” 25%" $5.14. 13902 $0.75 
25267 lig" — 23g" "339”—.370"  1{%" 14" "5:14 13904 75 
25275 11g" 234." .339”—.370"” 114%” 214” 5.14 13904 178 
25280 34" — 1g" ‘371"—.394” 184%" 214" -5.14 13903 75 
25281 5g" — 254" ‘371"—.394"” 154” 234” 5.14 13903 75 
25296 254,” 180" :386"—.409"” 125g" =. 3 5.14 13903 175 
25282 254," 186” ‘386"—.409" 114” 2146" 5.14 13903 175 
25276 254" 18.0" :386"—.409” 234,” 2546" 5.14 13903 75 
25261 184" —_aig" :402"—.424" 1184" 2846" 5.14 «13909 175 
25250 Vg" 294," 433"—.455" 114” 234” 5.14 13901 75 
25251 Vig" —29¢,"” 1433"—.455" 214” 21%,” 5.14 «13901 175 
25260 14” —204," “433"—.455” 184” 33%” 5.14 13901 175 
25263 14g" —296,"” -433"— 455" 314” 2146” 5.14 13901 175 
25278 i fe" — 194," 433"—.455" 214" 3” 5.14. «13901 75 
25283 Tig — 204" 14338"—.455" 214” 24” 5.14 13901 175 
25292 14g" —294," 1433"—.455" 214” 25%” 5.14 ‘13901 175 
25293 Tg" —294," ‘433"—.455" 154” 2544" 5.14 13901 175 
25262 294,715" 449”—.472" 134” Q” 5.14 13901 175 
25266 15gn__sig.m 464"— 495” 1ilg" 934” 5.14 13910 175 
25272 15g" — 314,” 1464"— 495" 214” 216” 5.14 13910 175 
25252 Ig" _iig" ‘496"—.535” 1144” 214” 5.14 13905 175 
25253 igr—iign ‘496"—.535" 1%" 2156" 5.14 13905 175 
25254 Yen—iig" 496"—.535” 114” 234” 5.14 13905 175 
25286 ign _atge 496”—.535” 214” 21g” 5.14 13905 75 
25291 ign_iig” ‘496"—.535”. 2” 234" 5.14 13905 75 
25255 Ve" —19.4" “558”—.598” 214,” 25%” 5.14. 13899 —-1.00 
25265 "19g" \558"—.598” 1ilg"” Qian 5.14 13899: 1.00 
25269. «Ug"—19” '558"—.598” 11g” 2156" 5.14 13899 1.00 
25287 Ye" 194" ‘558"—.598” 11%" 2546” 5.14 13899 1.00 
25277 194" 54” 590"—.630” 184” 234” 5.14 13899 ‘1.00 
25256 5gn—iig” 621"—.661" 19%" 234," 5.14 13906 1.00 
25257 5gn—2ign 621"—.661" 28%” 214" 5.14 13906 1.00 
25290 54"—rign (621”—.661"” 154” 274" 5.14 13906 _—-1.00 
25270 aig" ig” 1651”—.691” 2134" 23g" 5.14 13906 1.00 
25258 lig" — 28.69 {683"—.723" 1154" 234" 5.14 15046 —«-1.50 


See next page for Aircraft Plug Pilots. 
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AIRCRAFT 
SELF-CENTERING PILOT 


ELECTRIC TOOL HEADQUARTERS 


AIRCRAFT “V/7BRO-(ENTRIC” SUPPLIES ) 


Aircraft Plug Pilots (Used only with Short Stone Sleeves) 


A SPECIAL group of Plug Pilots for use in aircraft engine reconditioning. Top shank is shortened for 
maximum clearance, and grooved for use with Aircraft Ball-Bearing Stone Sleeve. Lower end is threaded 
and Plug Pilot Wrench is used to draw the Pilot tight in the guide. 


Catalog | Nominal | Decimal Dimensions Catalog | Nominal | Decimal Dimensions 
§ Size Size A B No. Size Size A B 
25029 54" .311” 214" 2156" 25024 314” 483” 2%" 25%" 
25029-1 312” 25024-1 484” 
25029-2 .313” 25024-2 1485” 
25029-3 | 314” 25024-3 486” 
25029-4 | 1315 35002 a 007 | a az" 
seo |” | “gaan 154" | 2" 2500-1 | “| “Sor” - 
- ‘ ° 25002-2 502” 
25017-2 é 3457 25002-3 -503” 
) rs . ae 
25025 1g! 343” 154” 214" ee na" be Dg ts Sete, 3 
” ag ° fo) 
25025-1 1344 <i eee 
| 2, 25003-2 5015: 
25025-2 B45 or : ” 
~hertid et 25003-3 | .5025 
a “S47” 25004 4%” | .500” oF | 214” 
pent ike 25004-1 ‘501” 
25030 3g” 3745" 156" 20%" eee yale 
25030-1 de 13755" is ‘ 25004-3 | |__—- 508” = 
25030-2 ‘3765” 25035 4” 500” 1134,” 216" 
25030-3 3775" aoe -501” 
ag” 3 ” osen ay” 25035-2 . 502 
rt eae) | career | he | 25035-3 | 503" 
| 25031-2 13765” 25036 14” ~500” 20%" 21%" 
4 25031-3 ‘8775" 25036-1 501” 
i 25045 34” 8745” 134” 25,4" 25036-2 .502 
i 25045-1 8755" 25036-3 |__.503” 
25045-2 3765” 25041 e 500” | 234" 2%” 
: of 
i 25045-3 | _.8775” 25041-1 Za .501” ‘és Me 
] 25032 254," .390” 2” 21%" 25041-2 1502” 
i 25032-1 391” 25041-3 503” 
25032-2 . 392 Wag ; Sea ya aacF 
i 25032-3 393” 35008-1 fy 5635” ae at 
| | 25026 By” 388” 218346" 2546" 25005-2 5645” 
i 25026-1 389” 25005-3 5655” 
| arate : a 25005-4 e .5610” : 
| 25026-4 "392" aso1s Ma" «5815, [oF | tar 
25026-5 | .393” 25015-2 : 36 35 
25011 13g" | .406” 2” 23%" 25015-3 ee 
ee pie 25019 %” | 5625" 21g” | 2b," 
250113 “409” 25019-1 5635” 
o5011-4 404” 25019-2 5645" 
25011-5 "405" __25019-3 5655” 
25000 Ye" -4365” 2546” 236" 25037 %" - 5625” 134” 234" 
25000-1 4375” 25037-1 5635 
25000-2 -4385” 25037-2 5645 
25000-3 -4395” 25037-3 “Bese” 
25001 iy” | 14365" 2946” 2146” 25038 og" |” SBb1ae | BF 214” 
25001-1 14375" Se 25038-1 15625” 
25001-2 14385" 25038-2 5635” 
25001-3 4395" 25038-3 5645” 
25010 Ye” 4350” 23%" 2546” 25014 196” 595” 21%” 234" 
25010-1 :4360” 26014-1 596” 
Caran ” - 
2010-3 | 4380" 25014-3 “Bear | 
25013 ie" 4365” 316" 20%" 25006 54” | 625" ry 
250132 4385" aes ee i 
25013-3 "4305" Palte Se pose 
25028 1%" | .4370” 214" 3” oor sgn See | 24g" 25%" 
25028-1 :4380” : i pe 
25028-2 .4390” ey ieones 
25028-3 4400” _ . 25007-3 16245” 
25033-2 -4390” pee oe 
25033-3 4400” lar oar 
25042 | 1%" “4375” 214" ay" oak sgn Soeee | 2uye 234" 
x4 7 2 
Seniaee are 25023-1 6225” 
25042-3 :4405" a edicd Poa 
ae i eer me aK" 25023-3 6245" 
Vi : 6 4 25040 54" 6245” 216" 218g” 
bad ” aw 
a in zo 8 
25043-3 "4405" aa Oop teatl 
>s012 age |“ 5% 30g 25040-3 6275" 
= 6 5 ag” BB DE 3” FAG 
eee ae pa ae 
u : ‘S Bnew 
25016 bg” -466” 11544” 2146” 25020—4 -6595” 
25016-1 467” 25020-5 6605” 
25016-2 .468” 25020-6 6515” | 
25016-3 469” 25020-7 6525" | 
25034. «| «8g 468” 214" 2" 25020-8 16535” | 
2 ae 4 ES | 
350842 470" Ser Ag aoe 214". | 296" 
25034-3 | .471" 25008-1 6875” 
25022 31g,” 483” 234" 2146" 25008-2 6885” | 
PLUG PILOT 25022-1 “484” 25008-3 "6895" 
WRENCH 25022-2 -485” 25008-4 6905” 
25022-3 1486” 25008-5 6915” 


PRICE, each—All Aircraft Plug Pilots, as listed above, each 


PLUG, PILOT WRENCH—Used on threaded end of Plug EDs to tighten Pilot in the valve stem 
guide, No. 25249—Plug Pilot Wrench, each... iN 


The Electric Valve Shop 


pee Valve Shop is the most complete “package” of preci- 
sion valve reconditioning equipment on the market. It is 
available in 12 different combinations of equipment, adapting 
it to the shop requirements and pocketbook of any shop doing 
valve work. Contains everything necessary for a complete 
valve job, does the work right at the car, and helps you sell 
valve work to your customers. 


The Streamlined Valve Shop Cabinet has great mer- 
chandising value in its modern smooth lines ; storage drawer 
for Valve Seat Stones, Sleeves, Pilots and Carbon Tools; 
its full-sized lower cabinet with storage space for Vibro- 
Centric Driver, drills, gaskets, parts, tools, etc.; its two 
removable valve trays; adjustable lamp; 4 electric outlets 
and 20 feet of cable, and 4-inch casters. 


Specifications 
Cabinet Dimensions: Height.....35”; width.....35”; depth.....20” 
Shipping Weight: Complete Standard Valve Shop......... 322 Ibs. 
Complete Heavy-Duty Valve Shop...... 332 Ibs. 
Valve Shop Cabinet only............... 130 lbs. 


Standard Electric Valve Shop 


1 Valve Shop Cabinet. 
1 Super-Service Refacer (Wet-Grinding or Standard). 
1 Standard Driving Unit (Straight or 55°). 
3 Valve Guide Cleaners: 21441 (5/16”) ; 21445 (34”) ; 21449 (7/16”). 
2 Carbon Cleaning Brushes: 21416 (Heavy Duty) ; 21417 (Side Flare). 
1 Heavy-Duty Dressing Stand—No. 20153. 
2 Standard Stone Sleeves—No. 22100. 
5 Self-Centering Pilots ’ 
2 Hard Seat Stones As itemized in Standard Universal 
6 Soft Seat Stones Vibro-Centric Kit 
2 Finishing Stones 
Standard Voltage — 110; also available for 220 or 250 volts. 
Price, Standard Valve Shop Complete (specify voltage) — 
—with No, 115 Standard Straight Driver and— 


9/16” Standard Refacer (Code No. 106-VS)..... ..+-$331.50 

5%” Standard Refacer (Code No. 107-VS) : ‘ .. 341.50 
9/16” Wet-Grinding Refacer (Code No. 281-VS)........... 346.50 

5%” Wet-Grinding Refacer (Code No. 282-VS)........... 356.50 

—with No. 440 Standard 55° Driver and— 

* 9/16” Standard Refacer (Code No. 465-VS)................ 337.00 
5%” Standard Refacer (Code No. 466-VS)....... ; .. 347.00 
9/16” Wet-Grinding Refacer (Code No. 463-VS)........... 352.00 

5%” Wet-Grinding Refacer (Code No. 464-VS) .......... 362.00 


Heavy-Duty Electric Valve Shop 


1 Valve Shop Cabinet. 

1 Super-Service Refacer (Wet-Grinding or Standard). 

3 Valve Guide Cleaners: 21441 (5/16”) ; 21445 (34”) ; 21449 (7/16”). 

2 Carbon Cleaning Brushes: 21416 (Heavy Duty) ; 21417 (Side Flare). 

Contents of Heavy-Duty Universal Vibro-Centric Kit; including Heavy- 
Duty Driving Unit, Heavy-Duty Dressing Stand, 2 Standard Stone 
Sleeves, 5 Self-Centering Pilots, 8 Hard Seat Stones, 7 Soft Seat Stones, 
Pilot Turning Wrench. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Prices—Heavy-Duty Electric Valve Shop, Complete (specify voltage)— 


with 9/16” Standard Refacer (Code No. 341-VS).... ... .$347.00 
with 54” Standard Refacer (Code No. 342-VS)........... 357.00 
with 9/16” Wet-Grinding Refacer (Code No. 339-VS) ...... 362.00 
with 5” Wet-Grinding Refacer (Code No. 340-VS) Shia reso 
Price—Valve Shop Cabinet only (Code No. 108).......... . Aisin OOO 


See Page 54 for Aircraft Valve Shops. 
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COMPLETE 
VALVE RECONDITIONING 
EQUIPMENT 
ON WHEELS 


ELECTRIC 
PUMP 
AND 
|| SOLUTION 

1 TANK 


HINGED 

SPLASH- 

GUARD 
OPEN 


FOR 
VALVE 
STEM 
GRINDER 


GRINDER 


Wet Grinding Super-Service 


Valve Refacer 
(with Electric Pump) 


HE Super-Service WET GRINDING Valve 

Refacer increases the speed of grinding. It 
reduces heat and prevents burning, permitting the 
operator to make heavier cuts. It produces an ab- 
solutely smooth surface on the valve face, com- 
parable to the finest tool-room results. 


The Wet-Grinding mechanism consists of solu- 
tion tank, divided into two compartments; a cen- 
trifugal pump with independent Universal motor ; 
two tubes fitted into the tank cover, one drawing 
the filtered solution from the smaller compartment 
through a regulating valve, to a tube in a special 
wheel-guard which directs a steady stream onto 
the grinding wheel. A hinged splash-guard pre- 
vents loss of fluid. A return-trough in wheel-guard 
carries the solution through tubing back to the tank. 


Other features of this Refacer include Super-Power with two 
Universal motors, independently driving collet and wheel spindles ; 
Super-Speed Feed Screws with improved bearing construction; 
Super-Sensitive Slides with 3-point bearing suspension of feed 
tables; and Super-Service Grinding Spindle of ball-bearing con- 
struction, double-ended to provide for valve stem and rocker arm 
grinding. 


Specifications 


Valve Stem Capacity: 9/16” Refacer, equipped, with one collet — 
9/32” to 9/16”. 
5%” Refacer, equipped with two collets — 
9/32” to 11/16”. 
Valve Head Capacity..... up to 34”; Angle Adjustment.....30° to 90°. 
Weight: Net canines orm 146 lbs. ; Shipping tesa. a eee 178 Ibs. 


Standard Equipment — 2 Universal motors with pulleys and V-belts; one 
solution tank with Universal motor electric pump, cover and tubing; 
3-wire cable and plug; one 4” grinding wheel; one wheel dresser and 
V-block with diamond; one wet-grinding wheel-guard, splash-guard 
and regulating valve; one Allen set-screw wrench; can of grinding 
compound. 


Standard Voltage — 110; also available for 220 or 250 volts. 


Price—9/16” Super-Service Wet-Grinding Refacer, Com- 
plete with one collet—9/32”-9/16” (Code 281)...... $200.00 


Price— 54” Super-Service Wet-Grinding Refacer, Com- 


1 ith Llets—9/32”-9/16" and 1%4”-11/16” 
(Code 282). verte sensi 


Wet Attachment for Valve Stem and Rocker Arm Grinding 


OR owners of Wet-Grinding Super-Service Refacers, a wet-grinding at- 
F tachment is available for use in connection with the Micrometer Valve 

Stem Grinding Attachment and Rocker Arm Grinding Attachment. The 
wet-grinding attachment consists of a two-way valve replacing the refacer 
regulating valve, which diverts the solution to the wet-grinding attachment; a 
regulating valve which controls the amount of fluid applied to the wheel; a 
special splash-guard and return-trough to be attached to the outer end of the 
grinding spindle in place of the regular outer-end guard; a sleeve to protect 
the shaft and spring of the, Micrometer or Rocker Arm Attachment, and 
necessary tubing to carry the solution to the attachment and back to the same 
solution tank used for wet-grinding the valves. The wet-grinding attachment 
can be used only on Wet-Grinding Refacers, and must be ordered in addition 
to the Micrometer Valve Stem Grinding Attachment or Rocker Arm Grind- 
ing Attachment, as it includes none of these attachment parts. 


No. 24247 Wet-Grinding Attachment, Complete, as above......... $17.50 
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ELECTRIC TOOL HEADQUARTERS 


Standard ee Valve Refacer 


Super Power — from two Universal motors, independently 
driving the collet spindle and grinding wheel for abundant, smooth 
power. 


Super-Speed Feed Screw — combining the accuracy of screw 
feed with the speed of lever feed. Bearing construction insures 
against sideplay and provides perfectly smooth operation of the 
feed screws, 


Super-Sensitive Slides — 3-point bearing sus- 
pension of feed tables achieves a sensitive, smooth 
slide action, so important to accurate high-finish 
valve grinding. This construction eliminates pe- 
riodic gib adjustment and insures permanent 
accuracy. 


Super-Service Grinding Spindle — Extended, 
double-end wheel spindle permits use of Microm- 
eter Attachment, or grinding wheel on outer end 
of spindle without disturbing the refacing set-up. 
Ball-bearing wheel spindle of unit construction, 
for smoother grinding and correct alignment. 


Specifications 


Valve Stem Capacity :9/16” Refacer, equipped with one collet. 9/32” to 9/16”. 
54” Refacer, equipped with two collets, 9/32” to 11/16”. 

Valve Head Capacity up to 314”. 

Angle Adjustment — The work-head is easily adjusted and marked for any 
standard angle from 30° to 90°, 

Motors — are universal, operating on either direct or alternating current. 

Standard Equipment — 2 universal motors, pulleys and V-belts; one 4” 
grinding wheel for hard valves; one combination diamond wheel-dresser 
and V-block; Allen set-screw wrench; one dust pan; and 3-wire cable 
with attachment plug. 

Weight: Net........ 143 lbs. ; Shipping 172 Ibs. 


Standard Voltage — 110: also available for 220 or 250 volts. 


9/16” Standard Super-Service Refacer, complete with one 
collet (9/32” - 9/16”) ; specify voltage. 


Sage 106 Pitce.-:.-.: ee ea $185.00 ROCKER ARM 
5g” Standard Super-Service Refacer, complete with two 
collets (9/32” - 9/16” and 1/2” - 11/16”). ATTACHMENT 


GodeyNaw O07. Prices 20.6 coves kaw es es See cit ae $195.00 


Rocker Arm Grinding Attachment 


Operates on outer end of Refacer wheel spindle- Consists of a micrometer 
feed mounted on a machined bar. A bracket holds a diamond point* for 
dressing the wheel, and an adjustable arm, pivoted and slotted to permit the 
grinding of various size Rocker Arms, A double-cone clamp holds the Rocker 
Arm and is adjusted for bore of the Rocker Arm to be ground. Grinding 
Wheel is not included with the attachment. Use No. 20939 Wheel. 


*Use diamond point supplied with Refacer. Attachment fits all Super- 
Service Refacers. Can be used with or without Wet Attachment. 


No. 20949 Rocker Arm Grinding Attachment.......... 3 $15.00 


For Grinding 15° and 90° Valves 


A special recessed wheel and wheel-dressing attachment are available for 
the Super-Service Refacers, to facilitate the grinding of 90° (flat) valves 
and 15° valves. The attachment is used to dress a 30° angle on the wheel 


No. 19898 Dressing Attachment, and special wheel, complete. ...... $7.25 
No. 19897 Special Wheel only for 15° and 90° Valves............... 2.35 90° VALVE 
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VALVE STEM GRINDING 
ATTACHMENT 


TRANSFERRING 
GAUGE READING 
TO ATTACHMENT 


GRINDING 
VALVE STEM 


GRINDING 
TAPPET 


Attachments and Supplies for 
Super-Service Valve Refacers 
Micrometer Valve Stem Grinding Attachment 


p . aabenginiad stem grinding attachment for obtaining exact tappet 
clearance on all Ford valves and other valves not having tappet ad- 

justments. The same attachment will also grind and true Ford and 
other tappets. The accuracy and simplicity of this attachment will save many 
hours of guess work. Fits all Super-Service (Standard or Wet Grinding) 
Refacers, and operates on the outer end of the wheel spindle; does not inter- 
fere with the refacing set-up. The complete Micrometer Valve Stem Grinding 
Attachment consists of the following items: 


A “universal” depth gauge with correct sizes of valve head and port 
bushings for all Ford V-8, four- and six-cylinder engines. 

A “universal” V-block and clamp bracket, with adjustable V-stop, adapted 
to varying head sizes and stem lengths The clamp bracket also holds tappets 
for grinding and truing. 


A sensitive micrometer feed, clearly calibrated in thousandths, mounted 
on a carefully machined bar, which fits in wheel spindle housing. 


A special recessed wheei, trued across the flat face to insure proper 
squaring of stems and tappets. 


Complete as described for use either with or without Wet Attachment 
listed on Page 58. 


No. 18252 Complete Micrometer Valve Stem Grinding At- 
I y 


tachment as detailed above $ 1 9. 5 0 


Replacement and Special Refacer Wheels 


No. VR-533 Standard 4” Wheel for Hard Valves 4 Keo 
No. 16371 Special 4+” Wheel for Stellite Valves : 2.14 
No. 20939 4” Recessed Wheel for Micrometer Attachment and 
Rocker Arm Grinding Attachment é 2.14 
No. 19897 Special Recessed Wheel for 15° and 90° Valves 2.35 
No. 22813 Special Fine-grade 4” Refacer Wheel 2.35 


Replacement and Special Refacer Equipment 


No. 18325 Standard Collet (9/32” - 9/16” cap.) $ 8.00 
No. 15200 Standard Collet (1/2” - 11/16” cap-) ee LOLOO 
No. 26060 Special Collet for short valve stems (1/4”-7/16” cap.) 8.00 
No. 17745 Special Collet for short valve stems (1/2”-11/16” cap.) 10.00 


No. 20934 Wheel Dresser and V-block without Diamond ; 1.50 
No. 5574 Diamond and Nib for all Wheel Dressers 773.00 
No. 16286 V-Belt for Work (Collet) Spindle ‘ 50 
No. 23617 V-Belt for Wheel Motor : rae e rs | 
No, 20380 8-oz. Container Grinding Compound for Wet Refacer  . “aD 
No. 22946 Pint Container Grinding Compound for Wet Refacer . .60 
No. 22947 Quart Container Grinding Compound for Wet Refacer . 95 
No. 22173 Adjustable Lamp, complete with Socket, Switch, ete... 4.75 


‘The Principles of Valve Reconditioning” 


’ 


A merchandising booklet “The Principles of Valve Reconditioning” gives 
you complete instructions for using Black & Decker equipment, and offers 
many graphic illustrations of valve use and valve wear that you can 
show your customer to help sell a valve job. This book is packed with every 


Refacer and Vibro-Centric Kit. Copy sent free on request. 
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Carbon Cleaning Tools 


For use with 14” Electric Drill 


HE thorough removal of carbon deposits is one of the most important 

operations in complete valve reconditioning. A bright, burnished surface 

will retard carbon accumulation in the completed job. Use the Carbon 
Cleaning Tools listed below to remove quickly and completely all carbon from 
combustion chamber, piston heads and valves. 


Valve Guide Cleaners 


Made of spring wire set spirally about a stem and expanded to give heavy 
cleaning tension. A few strokes with this cleaner driven by a 14” drill thor- 
oughly cleans and polishes the Valve Guide. 


Mini- Maxi- Mini- Maxi- 

Cat. mum mum Cat. mum mum 
No. Size Size Price No. Size Size Price 
21436 1/4” to 9/32” $ .98 | 21453 1/2” to 35/64” $ .98 
21441 5/16” to 23/64” 98 | 21456 9/16” to 39/64” 98 
22810 = 11/32” to 25/64” 98 | 21460 5/8” to 43/64” 98 
21445 3/8” to 27/64” 98 | 17682 3/4" to: 25/32)" 1.50 
21449 7/16” to 31/64” 98 | 15125 Ford V-85 1.28 
22375 Ford V-60 1.70 


Carbon Removing Brushes 


Made of tempered steel wire; used with 14” Drills, quickly clean carbon 
from cylinder heads, top of pistons, valve ports, etc., leaving a burnished 
surface. 


21419 Hollow core, flare bottom brush............. : $ 81 
21417 Side flare brush for close corner work.......... Aoi he eS 
21416 Heavy-duty solid wire-filled brush ............. ? Cooter Lees 
21418 Small brush for cleaning valve-guide ports........ as 1.07 


Wire Wheel Brush 


For cleaning valves, top of block, etc. Driven by %4” Drill. Compactly 
made with maximum amount of spring tempered wire. 


SSOP ON ee ELUSHe s,s <'ck ace Aedes as Mate : ree: Pur)! 
3071 Arbor to attach 4” brush to 4%” Drill... Heo. 8 KOO 
23046 Bench Stand for 4%” Drill.......... : 275 


No. 10 Valve Lapper 


HE Valve Lapper has operating balance, smooth lines and a powerful 
Universal motor for positive, smooth operation. 


The spindle oscillates back and forth with a long steady sweep lapping 
valves in a fraction of the time formerly required by hand- 


Bits of various shapes are provided to fit different style valves. 


A lift spring placed under the head of the valve lifts it from the seat when 
pressure is not applied to the Lapper. 


Universal motor operates on either alternating or direct current. 


Specifications — Speed 500 oscillations a minute. 

Weight: Net....6% lbs.; Shipping ....734 Ibs. 

Overall length ...... 14”. 

Standard Equipment — 3-conductor cable with plug; 2 detachable bits for 
various types of valves; suction cup for plain valves and lift spring. 

Standard Voltage — 110; also available for 220 or 250 volts. 


Code No. 118 (specify voltage) 


REL Meee g re acer a A et ass Seay OTR ae Fe ay seat aya $48.00 


Attachments — No. 4065 Extension Spindle ..... ie Ww ee, nee ee SU 
INO aor oc bit Spline sas... Mose eercracrhid dé dures : Wasi 58 Bae 325 
Ndi o975 bib forxslotted valves i.i2 occ. avs AP ecg oe E25 
BVO LOGO PS ANKRIBEIE Cr. Soni tte Se ch tan ba. fat Be Stee Eyer > sae 25 
WosG695. Suction cup for plain: ‘valveo= 2.0 6.06 caaeks. bee) owe ces - BS 
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CARBON REMOVING BRUSHES 


VALVE LAPPER 


To assure you prompt, efficient service on Black & Decker Products, we operate 26 Factory Service Branches at 
strategic points throughout the United States and Canada. These ice Branches are manned by Factory-trained 
personnel and equipped with genuine service and replace parts.. When you need “‘factory service,”’ you will 
| find a Black & Decker Factory Service Branch within ours of you, ready to give you every attention you would 
receive at Towson. 


i FACTO 


ALES and SERVICE BRANCHES 


ATLANTA; 3; GAier acces SPRING STREET, N.W. MEMPHIS, 3, TENN.............. 403 MADISON AVE. 

BALTIMORE, 1, MD..........1311 MARYLAND AVE. — MINNEAPOLIS, 2, MINN... ..1012 MARQUETTE AVE. 

BOSTON) 15; 'MASS.-<8¢ Sen 60 BROOKLINE AVE. NEWARK, 5, N.J.......... 605 McCARTER HIGHWAY, 
BUFFALO) Sp IN cyiiceee s dncerene soc rear 17 E. UTICA ST. © NEW ORLEANS, 13,LA............ 

Bt | EY SN eae ge bet 2009 S. MICHIGAN AVE. NEW YORK) :13)°N: Yoikciie ree fi 

pbs. 21ST at CARNEGIE AVE. OAKLAND, 6, CALIF... 000 ee 545-E; 10TH ST. 

Ap AERA over mer nats aie 2613 ROSS AVE. PHILADELPHIA, 30, PA............... 710 N. 16TH ST. 


ENVER, 2, COLO...............708 EIGHTEENTH ST. PITTSBURGH, 13; PAS" oo) tes 4740 BAUM BLVD. 


- DETROIT, 2; MICHS: fain. oe. 3028 E. GRAND BLVD. 3; CALE g ceic pen 349 NINTH ST. 

| INDIANAPOLIS, 4, IND...........935 N. ILLINOIS ST. = SEATTLE, 9, WASH.......... 429 WESTLAKE AVE., N. 
KANSAS CITY, 8, MO............. 2101 GRAND AVE. meBOUISKS | MO. Sees sawn sae 2822 LOCUST ST. 

LOS ANGELES, 7, CALIF.......... 1941 S. FLOWER ST. + eeeees++PENNSYLVANIA AVE. 


Terminals Warehouse Bldg., Toronto, 2 : 157 Craig St., W., Montreal, Quebec, Canada 


BLACK & DECKER (A’asia), PTY., LTD. 
4 Bridge Road, Glebe, Sydney, Australia 


Harmondsworth, Middlesex, England 


THE BLACK & DECKER MFG. CO. 
“ELECTRIC TOOL HEADQUARTERS” 
TOWSON, 4, MARYLAND, U.S. A. 


PRINTED IN U.S. A. 
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